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Evoset was developed before the war, used extensively 
on Government Contracts during the war, and adopted 


in ever increasing quantities by Builders and 
Contractors since the war. 


Supplied in Free and Non-returnable 40-gallon, 5-gallon and 1-gallon containers 


A PRODUCT OF Bvo}) J OF STAFFORD 


ROOF WATERPROOFING - CONCRETE ADMIXTURES AND HARDENERS - PROTECTIVE PAINTS AND 
BITUMINOUS COATINGS - GAP AND JOINT SEALING MASTICS AND GUNS - INDUSTRIAL ADHESIVES 
* SEND FOR LITERATURE €&€VODE LTD., (BUILDING CHEMICALS DIVISION) STAFFORD. Phone: 2241 (5 lines) 

London Office: 82 VICTORIA STREET, S.W.1 


Telephone: ABBey 4622 (3 lines) 
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Prestizce 


are lkeem or 


Coal 


VER THE PAST twenty-one years one name 

has come to predominate in the homes—and 
particularly the kitchens—of housewives who appre- 
ciate well-designed, efficient domestic utensils. That 
name is Prestige. Such is the tremendous popularity of 
Prestige housewares today that three huge factories at 
Burnley, Derby and Blackburn are now in full pro- 
duction to meet the ever-growing demand for the 
Prestige range. 
The men who control the policy of this great.company 


choose coal to provide the steam power for their pro- 
duction processes. They know that coal, fired auto- 
matically and burned smokelessly, gives maximum 
efficiency at the most economical cost; that supplies of 
this home-produced fuel are assured for generations 
to come. 

If your voice is a deciding one in the question of fuel 
for power, remember Prestige. Their judgment has 
proved that coal has the edge on all other fuels. You 
can prove it again—to your own profit. 


Coal Supplies the Power at Prestige’s three factories at 


Burnley, Derby and Blackburn 


Mr. Eric Horner, Group Maintenance Engineer, comments: 


“A regular watch has been kept on the cost of 

fuels other than coal, affecting the price of 
ee steam raised. But after studying costs over 
eae several years it is felt that only some abso- 
: lutely unpredictable changes in fuel costs 
could unseat coal from its position as the 
most economical fuel for our use. 
When the Company first operated in this 
country in 1937, coal was the obvious fuel 
chosen for one steam raising plant. But in 
1946 and ’47, as a result of the national fuel 
crisis, serious consideration was given to 
alternative fuels. Although detailed calcula- 
tions showed that upwards of 70°, efficiency 
can be readily obtained on coal firing, it was 
necessary to fit alternative means of firing on 


e ISSUED BY THE NATIONAL COAL BOARD C ( 


one boiler due to the temporary shortage of 
coal. It was therefore possible to make ex- 
haustive trials—and the results confirmed 
calculations that coal is the most economical 
fuel. Later, as coal became available to meet 
our full requirements, we reverted again to 
using only coal for steam raising. 

In 1956, to meet increased steam demand at 
the Burnley Plant, a third and larger coal 
fired boiler was installed. Because of the 
pending “Smoke Control Regulation” this 
installation was designed so that grit arrestors 
could readily be fitted if required. However, 
this has not been necessary, as the periodic 
reports from the Public Health Department 
have always given us a clean report.” 


Some key facts and a 
the consumption of coal in the 
Prestige boilerhouses: 


Boilers: .....................7, including four economics 
Method of firings... Mainly Coking stokers 
Steam pressure: WP tO 120 p.8.i. 
Continuous max, Ibs of 

steam per hour 


Annual fuel consumption<..............5,220 tons of coal 


Paid PROGRESSIVE INDUSTRY IS GOING FORWARD ON 
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— Ass and new ranges of A 


Crittall aluminium windows, designed to match the most forward- 


looking architectural concepts and to meet the toughest practical 
demands. WINDOWS 


Thorough research, advanced design and manufacturing techniques, 


a new factory specialising in aluminium windows and equipped with 
the most up-to-date anodizing plant—these, allied to Crittall’s long 


experience, help to make tomorrow’s buildings better to live in and : ( RITTALL 
work in, less costly to maintain. 


UNIVERSITY OF EXETER ARTS BUILDING, fitted with Crittall aluminium Write for leaflets 
double hung sash. Architects: Sir William Holford and Partners. iicaladnedamndstndemeneen wad 
Contractors: John Garrett & Sons Ltd. depots throughout the country 
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the logical use of colour in building no.G 


highlights: 

The imoortance of selection of colours according to an orderly plan in consideration of 
decoration of buildings, either within or without, is now generally recognised, but the use of 
adjacent colours, more particularly broken in design by the judicious use of highlights, is only 


being gradually used systematically in this country. 


Human vision and the human eye is adapted, by many years of evolution, to daylight and in the 
great majority of cases any decorative scheme is seen against a backcloth of white daylight. 
The influence of this white light upon general schemes of decoration is often neglected or at 
least forgotten. Such daylight helps to dilute and blend the various colours of a decorative 
scheme, and by utilising this principle — that is the introduction of highlights into a decorative 


scheme — it can be raised from mediocrity to a reasonable standard. 


Highlights can be introduced by the judicious use of very light colours in small areas upon 


window frames and doors and forming a mosaic pattern of strong colours outlined by white 
lines. In this way the general appearance of a decorative scheme can be made attractive and 


harmonious. 


Goodlass, Wall & Co. Ltd., Corn Exchange, Liverpool 2 or 179/185 Gt. Portland St., London W1 
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PLIMBER 


BRITAIN’S MOST VERSATILE 


WOOD CHIPBOARD 


The preferred sheet material for 


partitioning and wall lining 
domestic and industrial flooring 
roof decking and lining 
shelves, doors, work surfaces 
counter tops and risers 


maximum size 16 ft. x 4 ft. 
standard size 8 ft. x 4 ft. 


thicknesses in. & in. 


Plain Plimber and Wood Veneered Plimber 


The maximum size for Wood Veneered Plimber is 8 ft. x 4 ft. 


Plimber is manufactured in accordance with the requirements of British Standards 2604: 1955 


For technical information and prices 
ask your Timber or Builders’ Merchant, 


or write to 


BRITISH PLIMBER LIMITED 


RAINHAM, ESSEX RAINHAM 5262 
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ACOUSTICS 
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treatments in hew and decor: materi: A 
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Take a sec 


Tip-up auditorium seating is our 
business. Lecture theatre 

seating with writing ledge; 

tip-up chairs upholstered in foam 
rubber for permanent floor 

fixing; economical tip-up seating 
for assembly halls where the 

floor must occasionally 

be cleared. 


or a thousand 


All these and more make up 
our range. Plus all the help and 
advice, based on intimate 
knowledge of the subject and 

long association with architects 
and their problems, which we 

can give. 


Have you seen 

our illustrated booklet? MAKE 
SEATING 

A copy will be sent on request. SCIENCE 


COX & CO. (WATFORD) LTD., WATFORD BY-PASS, WATFORD, HERTS. 
Telephone: WATford 28541 
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All the hot water the family needs all the year round—a warm airing 
cupboard and a towel airer— AND it looks after itself. 


LABOUR SAVING No dust, dirt or stoking—no fumes, smell or noise. 
PERFORMANCE Constant hot water for sink, bath, basin and towel 


The oil burning airer in the small house or bungalow with 30/35 gallon hot water 
C tit storage (with 30 gallon storage it heats a radiator too). 
rane petle— CONTROL For hot water at just the temperature you want, simply set 
the smal/ boiler the thermostat and leave it. 
INSTALLATION Straightforward and inexpensive—no electrical con- 
with the big nections. Oil storage tank for as little as £5. 
/ APPEARANCE Styled to sparkle your customer's interest—neat and 
appea trim—gleaming and clean. 


PRICE £45 (Bower-barffed waterways £3.1.6 extra. Glass-lined £3 .5.0) 


Please write for full information to Crane Ltd., 15/16 Red Lion Court, 
Fleet Street, London, E.C.4. Works : Ipswich and Halifax. 
Branches: Birmingham, Brentford, Bristol, Glasgow, Leeds, London & Manchester. 
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Reduce 
dangerous airborne infection 
and eliminate 
offensive odours at source 
with Silavent 


= Bacteria are invariably present in air polluted by the use and flushing 
of a w.c., and the danger is strikingly explained in an article pub- 
lished in The Lancet recently, which states: 


*.... the flushing of the water closet generates particles of sizes 
capable of penetrating to the lower respiratory tract, as well 
as of deposition in the nose, mouth and eyes, and upon surfaces 
touched by the hands....’ 


1. Seat and Cover 


2. Fastenings 
3 
4 


3. Collector 


It was to remove this health hazard and the aesthetically objectionable 
problem of odour in use that the ‘Silavent’ system was invented. It 
extracts polluted air from the w.c. bowl before it can escape into the 


surrounding air, the extracted air being harmlessly dispersed outside 
the building. 


4. Tubing A British invention, the ‘Silavent’ system comprises a toilet seat which 


is fixed to the W.c. in the usual way. A collector fits to the hinge of the 


seat and connects by tubing with a special extractor fan mounted on an 
outside wall. 


5. Extractor Fan 


\ Low in cost and universal in application, ‘Silavent’ can be installed in 
Cr - any type of toilet in homes, hospitals, hotels, factories, schools or public 


buildings, in units or ducted multiples. 


Write for a booklet giving full details of the ‘Silavent’ System 


—an invention as simple and fundamental as that of the water- 
closet itself. 


Polluted air is extracted from the W.C. bow! 
as indicated by arrows 


The Silavent System 


MORPHY-RICHARDS (INSTALLATIONS) LTD., 50 CONDUIT STREET LONDON WI. REGENT 2803 


Full Technical advice is readily available. 
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N. R. M. Morison Esq., 
1-3 Regent Street, London S.W. 1 


Please send me a free ETCHWOOD folder. 
Name... 
Address 


UK-60-41-14 


WATERPROOF 


CANADIAN DOUGLAS FIR 
LTE.” PL 


Seaboard Lumber Sales Co. Ltd. Seaboard House, Vancouver 1, Canada. 


NE IMENSION IN WALL PANELLING 
burnished from its face, 
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Grosvenor House's requirements for locks with master, 
sub-master and servant keys were satisfactorily fulfilled by 
Joseph Kaye & Sons Ltd. Specify Kaye Locks and Door Furniture 
for quality finish and robust traditional craftsmanship. They 

have nearly a century's experience behind them. 


FOR EVERY APPLICATION TECHNICAL PERFECTION 
e Hotel Locks e 4 Lever Locks 
®@ Mortice Locks e 750 Differs off Levers 
e Sliding Door Locks e Differs from Levers and Wards are almost unlimited 
e Emergency Door Fittings e Followers are of hard resistant Brass 
@ Padlocks e Forends are of hard resistant Brass 

JZ © Latches ® Phosphor Bronze Springs to Levers 

e Rim Locks ® The ‘K’ design, four lever 
© Cupboard Locks Lock is for greater security 
® Stabilisers e The Locks can be made in suites with 
® Drawer and Desk Locks Sub-master and Master Keys 


SECURITY 
ISBCURITY) : illustrated literature is available on request 


6 Joseph Kaye & Sons Ltd. 


Established 1864 


Lock Works, Leeds 10. Telephone: 20887 
London Office : 1-5, New Bond Street, London W.1. Telephone : HYDe Park 2956. 
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Use Off-Peak 


Tariffs and 


cut the cost of 


Heating with 


ightstor is a 


CUT FUEL COSTS. Nightstor Heaters store heat by night— 
taking advantage of the cheaper off-peak tariffs available 
from all Electricity Boards—and dissipate heat by day. 
Separate thermostatic control ensures that the heaters use 
only the minimum current necessary to provide a comfort- 
able temperature throughout the following day from first 
thing in the morning. Thus Nightstor Heaters are not only 
efficient and clean, but also represent maximum economy. 


CUT CAPITAL COSTS. Simple and inexpensive to install, 
without alteration to structures or fittings. Nightstor 
Heaters are compact units which can be safely placed right 
up against the wall, using the minimum of floor space. 


CUT MAINTENANCE COSTS. Controlled automatically, 


Nightstor Heaters once installed need no maintenance or 
attention. 


product 


(Not available for domestic use) 


The G.E.C. specialises in industrial heating and 
manufactures every type of appliance. 
Make use of our free advisory service without obligation. 


THE GENERAL ELECTRIC COMPANY LIMITED, MAGNET HOUSE, KINGSWAY, LONDON WC2 
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MODEL FTO RANGE 


A series of 3 Fully Automatic pressure jet 
oil burners for flange mounting direct to the 
Boiler Front Plate. These Bentone Burners 
cover a range of 320,000 BTU’s to 2,560,000 
BTU’s and incorporate the following 
desirable features. 

Oil Preheater of ample loading with 2 control 
thermostats and safety device. 

Special Oilmaster oil pressure pump. 
Hydraulic operated cut off and preheater 
relief valve. Full Oil Circulation to the nozzle 
assembly. This ensures that hot oil emerges 
from the nozzle when the burner starts up and 
minimises the risk of carbon build up and 
clogging of the nozzle. 


All Bentone Burners incorporate a Fan, 
Fanhousing and Air Inlet of advanced 
aerodynamic design resulting in accurate 
combustion control and silence in operation. 
The burner is built to last, the body air inlet 
and motor mounting being substantial 
Aluminium Alloy castings machined to a high 
degree of precision. This ensures that the 
motor, fan and oil pump are always in true 
alignment. 

The Electrical Equipment is of British 
manufacture by reputable makers and is of 
ample capacity for the duty of the Burner. 


Bentone Burners are now being made at a new factory in 
Prestwich near Manchester 
for Bentone Burner installations 


BENTONE HAS THESE FEATURES 


4k POSITIVE IGNITION CONNECTIONS 

3 ADJUSTABLE ELECTRODES 

4 EASILY ADJUSTED ATOMIZER POSITION 

te EASILY ADJUSTED AIR VOLUME CONTROL 

+k INSPECTION WINDOW AT THE REAR OF BURNER 
3 BLAST TUBE MOUNTING PHOTOCELL POSITION 


BENTONE BURNERS (GT. BRITAIN) LIMITED [ 
WATERDALE WORKS, MERE CLOUGH, PRESTWICH, MANCHESTER 1 
Please send full details and illustrated Leaflets 


NAME, 


a precision built 


200sec OIL BURNER | 


ADDRESS.. 
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These burners can also be used with the Bentone Combustion 
Chamber and swing door mounting. This dispenses with the 
need for furnace brickwork and allows for a quick change-over 
to solid fuel if required. Bentone make burners for capacities 
from 48,000 to 2,400,000 BTU’s using 35 Sec oil and 320,000 
to 2,560,000 BTU’s for 200 Sec Oil. Send for full details and 
prices of the new Bentone range. 


A full service is also available 


%& 3 DIFFERENT AIR CONES ARE AVAILABLE 

%& COMPLETE NOZZLE ASSEMBLY IS EASILY REMOVEABLE FOR CLEANING 
WITHOUT DISTURBING THE NOZZLE POSITION 

te AVAILABLE FOR ALL VOLTAGES SINGLE OR THREE PHASE SUPPLY 

%& AVAILABLE WITH OR WITHOUT CONTROLS 


(cee ee ee ee eee Model F2A for 35 Sec oil Model No. 2 for 35 Sec oil 


BENTONE BURNERS (GT. BRITAIN) LIMITED 


| WATERDALE WORKS, MERE CLOUGH, PRESTWICH, MANCHESTER 
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Poles apart from ordinary roof cladding materials, 
‘‘Major Six'’ Double Cladding Insulation is produced 
in a new, simplified form. It provides the same 
standard of resistance to thermal transmission and 
ease of erection attained by established Atlas 
products. The construction of ‘‘Major Six’ Roofing 
comprises a lightweight, rigid asbestos-cement 
underlining sheet with four corrugations to prevent 
sagging and provide a lap joint when sited on 
purlin as a soffit, and with a spacer piece to 
prevent compression of the fibreglass or similar 
insulating material. The top weathering sheet is then 
fixed in the usual manner. The application of this 
strong, non-corrosive and inorganic ‘'Major 
Double Cladding Insulation resultsin lasting protective 
qualities, free of rot, fungoid growth and vermin. It 


COMPANY LIMITED 


tmAtlas Asbestos 


A subsidiary of The Atlas Stone Co. Ltd. 
ARTILLERY HOUSE ARTILLERY ROW LONDON S.W.1 


High resistance to thermal transmission 


possesses excellent interior light-reflecting proper- 
ties, is resistant to acid fumes. Prevents spread of fire. 
Insulation value is well within figure laid down in 
“Thermal Insulating Industrial Buildings’’ Act. 
All-season functional reactions— ‘Major Six’’ con- 
serves heating fuel and reduces solar heat. 

For high resistance to 


thermal transmissions 
‘fix— and forget’ 


“Major Six”’ 
Double 
Cladding 
Insulation. 
Fully detailed 
literature is 
available. 


Telephone: ABBey 3081 Telegrams: ‘‘Atlastonco, Sowest’’ 


Works at MELDRETH, Nr. Royston, Herts. Also at: GREENHITHE ‘STROOD ‘ CAMBRIDGE * SHORNE ° RYE (Sussex) & GT. YARMOWTH 
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Who 
uses stone 


Walk to the sites in any major city’s 
centre and you will see who uses stone. 
Stone is still the most eminent facing 
material; and still the most widely pre- 
ferred—as anyone with an investment in 
durability will tell you. 


In fact this Company quarries, masons 
and delivers approximately 5,000,000 feet 
super each year to sites all over Great 
Britain. This, by any standards, is a 


great deal of stone. 


PORTLAND 

BATH 

DOULTING 
EER 


THE BATH AND PORTLAND STONE FIRMS, LIMITED cuirsHam 


BATH, SOMERSET. Bath 3248 London VIC 9182 Manchester Central 6602 Portland 2276 Leeds 25972 
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IRELAND BANKS 
ON ARMSTRONG 
FLOORING 


The National Bank of Ireland, Fairview. Architects: Messrs. Fuller S Jermyn. 


The floor of a bank must stand up to an unusual amount of coming and going, so it’s 
easy to understand why Custom Corlon, one of the newest Armstrong floorings, was 
| selected for the National Bank, Fairview. 
| These vulcanised vinyl tiles are as tough and hard-wearing as they are good-looking, as 
easy to install as to maintain. It’s easy to see why Armstrong flooring is being specified 


more and more widely these days. 


Please write for further information on the wide range of Armstrong floorings. 


Armstrong FLOORING 


THE ARMSTRONG CORK COMPANY LTD * FLOORING DEPARTMENT * BUSH HOUSE » ALDWYCH * LONDON 
Telephone COVent Garden 1101 
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Rubber Flooring installed 
in the entrance hall of 
St. James's House, London, S.W.- 


Semtex, manufacturers of a 

wide range of flooring materials, 

including Semastic Decorative 

Tiles, Semfiex Tiles, Vinylex Tiles, 

Dunlop Rubber Flooring and Vertilex 
Decorative Wall Tiles, will employ their vast 
resources in taking welcome responsibility 
for your entire flooring operation. 

Twenty contracting branches 

throughout the country will advise 

readily on all flooring and 

pre-treatment problems and offer a 
highly-skilled laying service, 

providing, in addition, comprehensive 
facilities for design. 


IMAGINATIVE MODERN FLOORS 


SEMTEX LTO - 10 SEMTEX HOUSE . 19/20 BERNERS STREET - LONOON W.1 - TEL: LANGHAM 0401 


crn! 6o/se/crs 


18 
i The finest floors 
“34 
o> er tex Ltd 
: 


PILKINGTONS’ GLASS CLADDING MATERIALS INCLUDE “ARMOURCLAD” AND “MUROGLASS” 


For full information write to the Technical Sales and Service Department, Pilkington Brothers Limited, St. Helens, Lancashire. Tel: St. Helens 4001; & 


LONDON OFFICE: Selwyn House, Cleveland Row, St. James's, S.W.1. Tel: WHitehall 5672-6. 
Supplies are available through the usual trade channels. “‘aRMOURCLAD” is a registered trade mark of Pilkington Brothers Limited. 
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ASHBURTON CHEMICAL WORKS LIMITED 


choose Ceramic Tiles 


. . . for this arresting mural decoration, which 
dominates the west end of the new Administrative 
Building at Trafford Park, Manchester. 


Architects : Scherrer & Hicks, F/F.R.1.B.A., London and Manchester. 
Designer : J. L. Mayo, Esq., A.R.I.B.A., M.S.1.A., London, 

Main Contractors: J. Gerrard & Sons Ltd., Swinton. 

Tile Fixing by : Hulme & Potts Ltd., Manchester. 


Visit the Council's display of ceramic tiles at the Building Centre, Store St., Tottenham Court Rd., W.C.1. 


Ceramic TIIILIE|S 


British Ceramic Tile Council * Federation House * Stoke-on-Trent 
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TOMO 


COUPLED 


DOUBLE(||GLAZED 


=z 


4. PURPOSE-MADE IN FINEST TIMBERS TO 
ARCHITECT'S SIZE, STYLE AND FINISH 


ee axe 


BUILDING RESEARCH 
STATION TESTS 


When a_ standard-production TOMO 
WINDOW WALL-Unit (8 ft. x 8/ft.) was 
tested at the Building Research Station, 
Garston, the mean thermal transmittance of 
the complete unit was found to be 0°31 B.Th. 
U./sq. ft./hi°F. This is equal to the thermal 
transmittance of a traditional in. cavity 
brick wall! This impressive result was 
further improved to 0°29 when the TOMO 
Pleated Blinds, fitted between the panes 
were lowered. 

The U-value of the window-area only was 
found to be 038: with TOMO pleated 
blinds down, it became 035. At 038, TOMO 
double-glazed WIN DOWS are substantially 
(29%) better than the U-value of 047 quoted 
for conventional double windows in the 
1.H.V.E. Guide to Current Practice, 1955. 


The excellent thermal-efficiency achievement of TOMO double-glazing (amply demonstrated in 
the report of recent B.R.S. Tests, quoted on left) is one of many good reasons why architects 
specify these superb windows. 


Another is the ever-increasing need for maximum sound reduction. In this respect TOMO 
WINDOWS, afford a reduction in sound level of approximately 40-50 decibels. 


The marked success of TOMO double-glazed WINDOWS is due to the fact that two panes of 
glass are carried in separate sashes, which in turn, are coupled together in such a manner that 
air filtration can take place between the panes. This time-honoured method of coupling, which 
is used extensively throughout Scandinavia, not only prevents condensation forming between 
the panes but allows the sashes to be opened for the purpose of cleaning the insides of the two 
panes and for gaining access to TOMO pleated blinds that can be housed between them. 


TOMO double-glazed WINDOWS also offer the advantages of finely-controlled ventilation and 
total indoor window-cleaning. They are suitable for inward or outward opening and can be 
top-hung, bottom-hung, side-hung or pivot-hung 
Full information forwarded on request : 
TOMO TRADING Co. Ltd., COWLEY PEACHEY, U XBRIDGE, Middx. 
Telephone: West Drayton 375! (10 lines) 


ONE OF THE TOMO GROUP OF COMPANIES 
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your 


MAPLES, the largest furnishing house in the world, offer to 
Architects the comprehensive MAPLE-MARTYN Service 
which embraces every aspect of constructional, decorative 
and furnishing contract work. 

The illustrations indicate only two of the many out- 
standing projects throughout the world carried out by this 
renowned organisation. 

In architectural metalwork and in carving, whether of 
wood, stone or fibrous plaster, MAPLE-MARTYN craftsmen are 
supreme. For all these, as well as for furniture and decora- 
tion, only the finest work can match your design. 


CONTRACT DEPARTMENT : 


(The MAPLE-MARTYN service is also available through the 
contract department of RoBSONS, Newcastle upon Tyne and MAPLE & co. LTD. 
2 RAY & MILES, Liverpool. Representatives are also in attendance 


at MARK ROWE LTD., Exeter, SHEPHERD & HEDGER, Southampton TOTTENHAM COURT * ROAD LONDON : WI 
and Salisbury and at MAPLE & CO. LTD., Bournemouth, Bristol in association with its subsidiary 


and Birmingham.) H. H. Martyn & Co. Ltd., Cheltenham 
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with 


ENGERT & ROLFE’S 


ALUMAFLEX 


(reinforced reflecting felt) 
‘‘BUILT-IN-THE-ROOF WARMTH” 


Protection and 


heat retention | 
ALUMAFLEX is the product of extensive practical i 
experience in the construction field. As such, it is economical 


reinforcement 
because, it enables the builder to install complete insulation 

in one easy; operation. ALUMAFLEX “ BUILT-IN-THE- ena 

ROOF WARMTH” is entirely self-sufficient because it 
augments the insulating properties of reinforced felt with 
the heat-reflecting efficiency of burnished weatherproof foil. 
Applied foil downwards it greatly increases heat conservation 
and places the heat barrier in the ideal position at the 
highest plane of the structure. Whenever specifications 
call for an economical means of conserving heat, use 
ALUMAFLExX. In rolls 12 yds. x 1 yd. 


reflection 


For further enquiries write to: 


ENGERT & ROLFE LTD 


Barchester Street London E14 Tel.: EAST 1441 


Complete insulation in one operation— 
é 
? 
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LSNY 


of all kinds --- 


Of course, it depends what you mean. Our 
Industrial Plant Department has supplied 
Industry for over seventy years and has the 
latest equipment, as well as reconditioned 
plant, available at all times. If you want 
Boilers, Tanks (including Braithwaite sec- 
tional steel tanks), Jacketed pans, Chemical 
Plant, Steel and Aluminium Alloy scaffold- 
ing, Autoclaves, Air receivers, Pipes and 
tubing, Valves and Fittings, Boiler House 
accessories, etc., then Wards are the people 
to try first. 


DUSTRIAL PLANT DEPT 


boilers 

esas? 

tanks coolers 
8133 
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gives you such design scope 


together with all these important advantages. 


e Lowest Cost. Wood is cheaper as a curtain wall framing and 
cladding material than other comparable types. 

e Lends itself readily to prefabrication off-site, is easily moulded 
and shaped. Light in weight. Quickly and easily erected. 

e High thermal insulation reducing heat loss. 

e High resistance to corrosion and decay in polluted and 
marine atmospheres. 

e Richness and variety in natural colour and texture. Contrasts 
pleasantly with brick and masonry. 

e Easy to maintain in good condition with suitable wood finishes. 


A booklet on the use of timber for curtain walling, illustrating specific examples and 
giving detailed design data, is available on request. May we send you a copy? 


For advice on design and specification 
for timber curtain walling 


CONSULT 


ISSUED BY THE TIMBER DEVELOPMENT ASSOCIATION LIMITED + 21 COLLEGE HILL + LONDON EC4 
and branches at Birmingham, Bristol, Glasgow, Leeds and Manchester 
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FINE TIMBER BUILDINGS : 


Timber framed Factory Canteen. 
Photograph by courtesy of Thomas Harrington Ltd., Hove, Sussex. 


Temporary Services Block, 150ft. by 30ft. for Salisbury Cattle Market. 
Photograph by courtesy of The City Engineer, City of New Sarum. 


Full details of these buildings, and all Classrooms at Fairford Farmor's Secondary Modern School. 
Thorns Building Systems are shown in Photograph by kind permission of The County Architect, Gloucestershire County Council. 
their New Catalogue which is unique, in 


that it gives at a glance, sizes, prices, plans P. R E a F ABRICATED BY 


and specifications. It is available, free, to 


THORNS 


J. THORN & SONS LTD. (Dept. !!13), BRAMPTON ROAD, BEXLEYHEATH, KENT 
Telephone No: Bexleyheath 002! (10 lines). Established 1896 


80 657 
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The ‘Durajoint’ made from ‘Welvic’ by Duratube and Wire Ltd. in 
position just prior to pouring last lift of the first section of a culvert. 


VWhen p.v.c. is used in the building industry 


1.C.I. ‘Welvic’ does the job best 


rote is backed by the finest 
research and technical service in 
the country. That service is available to 
all users and potential users of “Welvic’. 
If you want advice on the uses of p.v.c. 
have a word with I.C.I. 

‘Welvic’ extrusions manufactured by 


IMPERIAL CHEMICAL 
PC 2s 


Duratube and Wire Ltd. are used 
for sealing expansion and contraction 
joints in concrete structures, plain 
and reinforced. The making of ‘Dura- 
joints’, as they are called, is but one 
of the very many applications of 
‘Welvic’. 


INDUSTRIES LIMITEO 


LONDON 


| 


ILV 1. C* 
“Welvic’ is the registered trade mark 


for the p.v.c. 
compounds manufactured by 1.C.1. 


s.W.1. 
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QUALITY 
FOR THE SMALLER BATHROOM 


Now Carron make a flat bottom bath 
specially designed for installation 

in bathrooms of limited size. Corner 
tap positions are available to facilitate plumbing, 
and the overall width is limited to 26}” and to 
lengths of 54”, 60” or 66”. The Carbrook is 
moderately priced and finished in the 

full range of Carron colours, or in white 
porcelain enamel. Write today for 

detailed specification sheet. 


CARRON COMPANY - CARRON - FALKIRK - STIRLINGSHIRE 


LONDON OFFICE: 15 UPPER THAMES STREET, E.C.4. CENtral 7581 (4 lines) 
and at 22-26 Redcross Street, Liverpool, 1. 125 Buchanan Street, Glasgow, C.1. 33 Bath Lane, Newcastle Upon Tyne. 


$96 

- % 
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WHATEVER YOUR BUSINESS... 


PHILIPS PuT iT 
IN A BETTER 


West End Overseas Branch, Midland Bonk, Piccadilly, London, 


Planned lighting is more attractive, easier on the eyes, 
and far superior when it comes to any form of display. 


For the most effective planned lighting, simply get in 
touch with Philips Lighting Design Service. This 
famous service offers you the advice of a team of expert 
lighting engineers and of a fully qualified architect, 

and can provide you with individual recommendations 
on the exact lighting for any purpose. 


Set the wheels in motion now: post the attached 
‘coupon to Philips. 


Please send me full detaiis of your 
LIGHTING DESIGN SERVICE 


] PHILIPS Philips Electrical Ltd., Lamp and Lighting Group 

' Century House, Shaftesbury Avenue, London, W.C.2 

| 


NAME 


WEY, ADDRESS 


PHILIPS LIGHTING DESIGN SERVICE 
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SHIELD AGAINST Ale 


AVAILABLE 


FLAMEPROOFED 


BRUNEX Fibre Board has been world-famous 
for many years because of its thermal and sound 
insulating qualities. Now it is available factory 
processed with “Albi-R” Fire Retardant Coating, 
which raises it to Class 1 “Surface Spread of 
Flame” (B.S. 476 : 1953). The board has a hard 
white finish, which can be over-painted if 
desired without detracting from its fire-retardant 
properties. Flameproofed BRUNEX is the 
answer to most industrial insulation problems! 


For further information on Brunex Boards, post 
this coupon to Sole Agents in Great Britain: 


JAMES WEBSTER & BRO. LTD. (London Office), 
Dashwood House, 69 Old Broad St., London, E.C.2.* 


Please send details of Brunex Flameproofed Board l 
NAME 


ADDRESS 


Brunex is a product of BERGER LANGMOEN Norway 


* HEAD OFFICE: Webster House, Derby Rd., Bootle, Liverpool 20 
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Where temperature 


Consult us for full 


control counts 


Made in a range from 100,000 to 1,500,000 
B.T.U/hr., Rubery Owen-Greaves industrial 
heaters are designed for connection to warm 
air ducted systems (as above) or for free stand- 
ing use. Installation is simplified by the full 
wiring-up and testing of every unit prior to 
despatch from the factory. The heaters give 
great accuracy of temperature, important in 
many branches of industry, such as the printing 
works shown above, where paper and other 
stocks must be kept at constant temperature. 
GREAVES Rubery Owen (Heating) Ltd., also make a 
pressure jet gas-oil burner giving outputs of 
60,000-320,000 B.T.U/hr., and  oil-fired 
domestic boilers of 30,000, 84,000 and 
110,000 B.T.U’s. All, of course, are backed 
by the fine Rubery Owen service organisation. 
Leaflets on these and other models are 
available on request. 


technical heating schemes 


RUBERY OWEN 


HEATING 


RUBERY OWEN (HEATING) LTD. CHURCH STREET, WEDNESBURY, STAFFS. 
Telephone: Wednesbury 1081/2 Member of the Owen Organisation 
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SUPER SNOWCEM 


WATERPROOF CEMENT PAINT 


makes a 
well-designed house 
even better 


Super Snowcem—like many of the walls it decorates and 
protects—has a base of cement that sets rock hard. That’s why 
architects specify Super Snowcem. They know that when it 
comes to the painting of outside walls, no paint in the world 
does the job so effectively, so economically as Super Snowcem. 


Write for free booklet and shade card to: SNOWCEM SERVICE, 14 TOTHILL STREET, LONDON, S.W.1I. 


Od 
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Entrance of the German Embassy, Belgrave Square, London. 
W. Marmorek, F.R.I.B.A. 


Make a good entrance... . 


with 

ANODISED 
ALUMINIUM 
DOORS 


AJAX doors are produced in standard 
sizes for openings 7’ 0” in height and 
3/0", §°0” and 6’0” in width —for 

ing on butts or mounting on single 
or double acting floor springs in your 
own or AJAX Combination Doorframes. 


They are anodised self colour as 
standard but gold and black doors are 
supplied to special order. They can also 
be finished in enamel and beads can be 
supplied in contrasting colour. 

The price is comparable to that of a 
good quality polished hardwood product 
and includes locks, bolts and handles as 
standard. 


For full details write or telephone: 


AJAX ALUMINIUM LTD SYD 3222 


LOWER SYDENHAM 


KANGLEY BRIDGE ROAD $.E.26 


r— FLOODWARMTH EVENWARMTH — 


EST. 1922 


SKIRTING PANEL HEATERS 


Give complete flexibility to the Architect’s dimensional specification. Any measure- 
ment to the nearest inch between 2’ and 6’ max. primed ready for use on site 


INSET CONVECTORS 
SUITABLE FOR FLUSH WALL 
MOUNTINGS, STANDARD MODELS 
UP TO 3KW EX-STOCK. SPECIAL 
FRONTPLATES CAN BE QUOTED 


Catalogues upon request : 


OTHER ELECTRICAL HEATING 
EQUIPMENT 
INCLUDES: TUBULAR HEATERS, 
PANEL HEATERS, UNIT HEATERS, 
CONVECTORS and AIR PRE-HEATING 

BATTERIES 


THERMOSTATIC CONTROLS 
OF MANY TYPES ARE AVAILABLE FOR 
SPACE HEATING INSTALLATIONS 
INCLUDING FLOOR WARMING 


UNITY HEATING LIMITED 


CHILWORTH 


Chilworth Manor 
SOUTHAMPTON 


SOUTHAMPTON 68844/5 


The Architect & Building News, 7 December 1960 33 


HOLLOS 


DUAL GLAZED UNITS 
FOR MAXIMUM THERMAL INSULATION 


“HOLLOSEAL’ DUAL GLAZED UNITS 
were spocified and installed in this magnificent 
new office block for London Co-operative Society, 

Stratford, E.15. 


Once again showing a perfect example of the modern application i 

of ‘Holloseal’ Dual Glazed Units, providing all the virtues 4 | architects: C.W.S. W. 5. Reed. PRIBA. (ret’d) Hi 

necessary for quietness, elimination of down draughts, controlled AE R. C. Steel, A.R.I.8.A. (new chief) Wi i 

temperatures, and natural light. F. P. Harrison, L.R.1.B.A. 

‘Holloseal’ the finest thermal dual glazed insulated units, first WM (Senior Architect in charge) | | 
Contractors: AE itd 


choice of Architects, Public Authorities, Commercial, Industrial 
and Estate Developers. 

‘Holloseal’ Dual Glazed Units are available in }”. }" and }” 
cavity units for standard metal and purpose made casements. 


ih 


“ HOLLOSEAL” FIBRESEAL ” “COLOURSEAL” 
Clear Glazing Units Light Diffusing Glazed Units Wall Cladding Units 


THE HOLLOW SEAL GLASS CO. LTD. cuss sTAMFORO RD. LONDOK, MI. 
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WHEN 
CALLED 

IN... 


For advice on efficient 
heating or cooling controls 
you're bound to recommend 


PULLIN THERMOSTATS 


FLOOR LIMIT THERMOSTAT (L4) 


has been specially developed tocon- 
trol under-floor heating installations 
to an accuracy of plus or minus onc 
degree. It is a precision instrument, 
sealed against dust and moisture, 
and is used in conjunction with the 
Pullin A2 Room Thermostat. Once 
set and installed, it usually requires 
no further attention. 


ROOM THERMOSTATS AND REVERSE a 

ACTION THERMOSTATS ae 

Two models available—the A2/W and A2/WNL. 


Precision built to critical specifications and | 
designed to control electric under-floor heating, t 


storage heaters, tubular heaters, warm airsystems, 
etc. Reverse action Thermostats, models A2/RA 
and A2/RANL, havea proven record after exter- 
sive testing. Designed to meet the demand for 
cooling applications in industry and agriculture, they are accurate 
to the finest limits. 


YOU WILL ALSO WANT INFORMATION on further additions to the 
wonderful range as they are developed during the year—a range of 
instruments that will provide accurate control for all rypes of heating 
or cooling equipment whether industrial or domestic. 


THINK OF PRECISION THERMOSTATS— 


THINK OF R.B. PULLIN 


The A2 Thermostat has been selected by The Council of Industria! 
Design for exhibition in The Design Centre. 


WRITE FOR TECHNICAL LEAFLETS TO 


R. B. PULLIN & CO. LTD. 


Thermostat Division, Phoenix Works, Great West Road 
Brentford, Middlesex. 


Telephone: ISLeworth 1212. Cables: Pullinco Wesphone London 


One of the oldest and best of building materials 


has been developed to produce the striking results 
indicated above. 


‘SIRAPITE’... 
LIGHTWEIGHT PLASTERS 


are produced by the makers of the long-established 
‘Sirapite’ brand of gypsum plasters, and incor- 


porate a lightweight aggregate either Vermiculite 
or Perlite. 


These new ready-mixed plasters may not only cut 
the plaster dead load on a structure by as much as 
two-thirds, and provide improved thermal insula- 
tion; they offer STILL GREATER RESISTANCE 
TO FIRE, MINIMISE CRACKING, ensure 
STRICT UNIFORMITY OF MIX andGREATLY 
FACILITATE SITE WORK;; the material only 
needs the addition of clean water. 


Always the most satisfactory internal finish, plaster 
has now become the modern treatment for walls and 
ceilings. 


Please ask for literature 


THE GYPSUM MINES LTD. 


Registered Office: _ Midlands Works: 
Mountfield, Robertsbridge Kingston-on-Soar 
Sussex Nottingham 
Telephone : Robertsbridge 234 Telephone : Gotham 364 
(Products Grey in colour) (Products Pink in colour) 
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A huge section of Canadian fir ply- “Wm 
wood shuttering being removed on 2 
a building site in South London. : 
Below, newly-formed concrete hard- “SS 
ens. It’s smooth, even surface will 
require a minimum of finishing. 


Seaboard fir plywood shuttering 
can be re-used many times... 
given reasonable care. It’s tough, 
split-proof and, most important, 
waterproof glue-bonded. 


For roof sheathing, floor underlay 
or shuttering, Seaboard fir plywood 
makes good sense. Large, but easy 
to handle, 32 square foot panels 
save cutting, avoid waste and do 
the work of heavier, more cumber- 
some materials. 


Standard Panels 8’ x 4’ (longer and 
wider panels also available). 
(also available %’’, 1'’, 1%4"’). 


N. R. M. Morison Esq., 
1-3 Regent Street, London S.W.1 


Please send me a free copy of Seaboard Fir Plywood Hand- 


book (L11) describing your full selection of Douglas Fir Plywood. tes. BAB (0)/*\ RO 


CANADIAN DOUGLAS FIR 
BLYYWOOD 


UK 60-39-14 Seaboard Lumber Sales Co. Ltd. Seaboard House, Vancouver 1, Canada. 
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#5 
i 
| 
| 
3 


The Architect & Building News, 7 December 1960 


CLEMBRO 


ARE WIZARDS WITH WINDOWS 


Cc LEM BRO GALVANISED METAL = a 


DOWS 


The product of long experience and craftsmanship - specified by Architects for schools, hospitals, offices, houses and flats 


Catalogue gladly sent on request 


CLEMENT BROS., HASLEMERE, LTD 


CLEMBRO WORKS WEY HILL HASLEMERE SURREY Te!. HASlemere 3393/4 Grams : Clembro, Haslemere 


the 


“BARKING” TRAPPED WASTE — 


Removed, cleaned 
and replaced 


in a matter of moments! 


End all trouble and incon- 
venience from stopped-up 
U-bend pipes. By simply 
loosening two hand nuts even 
the housewife can remove, 
clean and replace the unit, 
perfectly watertight, in a 
matter of moments. Requires 
no special tools for fitting. 


Well designed and superbly finished 
in easily cleaned chromium plating or 
self colour brass. Packed in individual 
cartons for easy storage. 


OUTLET SUITABLE FOS, 
CAPILLARY SOLDERING 
TO DOMESTIC COPPER PIPE 


FIRGERTIGHT NUTS 


U-bend instantly removed for easy cleaning 


Prices and further particulars on request : 


BARKING BRASSWARE CO. LTD. 


Dept. AB? - RIVER ROAD + BARKING - ESSEX 
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IF F 
COULD ONLY 
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f find themselves p 
while their progeny, the little 
_ white with heat. For confinement to 
conduct.is enough to make any lumen gl 
Holophane, through their scientific system: 
matic control, bring to fluorescent lighting 
_ approach. where brightness is controlled 
ization of light sources is achieved. Light is w 
want it—on the working plane—and not in 


Write for latest Holopha 
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SIMPLICITY 

Spur shelving system 

can be erected easily without 
skilled labour. 


ADAPTABILITY 

The position of Spur shelf 
brackets can be easily 
and rapidly changed as layout and 
shelving requirements alter. 
The shelf brackets are simply 
moved to other s/ots. 


ATTRACTIVE 


Spur shelving looks good and is 
made in attractive colours. 


STRENGTH 

Spur is scientifically 

built for the job and will take 
heavy loads. 


ECONOMY 

Spur saves erection costs 

and enables maximum use to be 
made of space. 


tem for shelvi 


SPUR to new ideas. Spur to better shelv- 
ing. Spur to progress in design through 
this most modern and versatile shelving 
system! 


Have you considered Spur? It is full of 
new possibilities for the architect—not 
only for shelving but for many other prob- 
lems of support such as tables, desks and 
counter tops. 


How SPUR shelving works 

Spur relies on simple, detachable cantilever 
brackets. These are clipped into slotted 14 
gauge steel uprights of U-Channel section. 
shelving requirements alter — the 
brackets are simply moved to new positions— 
hence the countless applications for Spur in 
shops, stores, warehouses, libraries, labora- 
tories, workshops and the home. 


How SPUR helps design 

As a feature of design alone—apart from their 
functional aspect—Spur units add a new and 
striking touch to any interior. Apart from the 
standard wall uprights, Spur double-sided up- 
rights are made—ideal for room sub-division. 
Special Spur fitments are available for the 
most specialised shelving requirements, and 
brackets are made in standard and sloping 
types and in a range of sizes. 


Are you using thi 
VERSATILE 


for libraries 


for stores 
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IRON STAIRCASES 


Esavian 
chosen 
again! 


Sound-deadened folding and sliding 
partitions fitted in new 
‘Skyways Hotel’ London Airport 


Tailor-made for each specific installation—Esavian sliding 
and folding doors and partitions are ideal for Hospitals, 
Hotels, Offices, Council Chambers, Board Rooms etc. 
Superbly finished . . . easy to fold back and close—Esavian 
quality-built partitions offer all that is best in functional 
elegance. 

Write today for full details of the complete Esavian range 
of folding and sliding windows, partitions and doors. 


Esavian Ltd., Esavian Works, Stevenage, Herts. 
Telephone: Stevenage 500 

185 Tottenham Court Road, London, W.1 

Telephone: LANaham 3436 

101 Wellington Street, Glasgow C.2 

Telephone: Central 2369 

Architect: Fitzroy Robinson & Partners. 

Esavian sliding and folding partitions finished in polished 
mahogany. 


3 
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for the United States 


...cementing Anglo-American relations! 


Architects: Eero Saarinen & Associates in conjunction with Yorke, Rosenberg & Mardali 


HE reinforced concrete foundations and fraine- 

work of the new United States Embassy in 
Grosvenor Square make a fine, firm perch for the 
great American eagle which spreads its wings above 
the building’s gleaming, white facade. Wates not 
only prepared the site, laid the foundations, and 
erected the complex framework ; their subsidiary, 
the Modular Concrete Co. Ltd., supplied most of 
the pre-cast concrete. Wates are proud to have been 
associated with this fine building. 


WATES LIMITED, 1260 London Road, Norbury, London, S.W.16 POLiards 5000 
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AMERICAN EMBASSY 


Intercommunication 
between departments 
by 


Lamson Engineering Company Limited 
Hythe Road - London - N.W.10 
Telephone: Ladbroke 2424 


A MEMBER OF THE LAMSON INDUSTRIES GROUP 


SYLGLAS 
OVERHEAD ! 


Sylglas glazing and sealing tape is used to seal the roofs of many of Britain's well- 
known factories and buildings:— The Royal Albert Hall, Stanton Iron Works, 
Rowntrees factory, Vandervell Products works — all have been weather-proofed 
by Sylgias. British Railways have also applied it to many stations. 

The larger the roof area, the greater the weather-proofing problems . . . and 
more urgent the need for Sylglas. Easy-to-apply Sylglas is 100° waterproof. It 
is the most economical way of sealing any roof permanently, does not peel off or 
crack and remains unaffected by vibration. 

If the weather is playing havoc with your roof, get Sylglas Tape. We will be 
happy to advise you on your particular problem. 


SYLGLAS..... GLAZING AND SEALING TAPE 


THE SYLGLAS COMPANY, 81 KNIGHT'S HILL, WEST NORWOOD, LONDON, S.E.27 
Telephone: GIPsy Hill 7511 (10 lines) Telegrams: Snowwhite, London, S.E.27 
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and 


the 

Sanitary 

Fittings 

in the 

American Embassy 
were 

supplied 

by 


| Broad & Co. Ltd., 4, South Wharf, Paddington, London, W.2. Telephone: PADdington 7061 (20 lines) 
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Staircase 
Balustrading 


Security 
Grilles 


Sliding Manufactured at Enfield 
Gates and erected on site at the 


NEW AMERICAN EMBASSY 
GROSVENOR SQUARE, W.! 


by 


CLARK, HUNT & CO. LTD 


318-326 SOUTHBURY RD 


ENFIELD 


RAPID 
HEATING 


is just one of the good reasons why 
more and more aarchitects have 
discovered the many technical and 
practical advantages of the 


Air 


A TEMPERATURE RISE OF UP TO 20°F. 

CAN BE SUPPLIED TO AN AVERAGE ROOM IN ABOUT 10 MINUTES 
This “warmth where you want it’’ equipment presents no difficulties in installation, 
by simple duct system, suitable for houses, bungalows and flats. 


It is compact, easy to control and economical to maintain. The ‘HALCYON’ time- 
switch can be set to operate automatically at any required time. 


CAPITAL COST UNDER £80 


Choose “HALCYON” for a new high standard of near-central domestic heating. Thousands 
already in use 


Literature and full details available from 
WILLIAM SUGG & COMPANY LTD., 67-73 Regency Street, London, S.W.! 
of akon Model Telephone: ViCtoria 321! 


-hA 
| 


The Architect & Building News, 7 December 1960 


| 


Ce 


FOR THE NEW 
UNITED STATES 
EMBASSY 


in Grosvenor Square 

London W.1, 100,000 sq. ft. 
of Semflex Tiles 

have been supplied 

and laid by 


Semtex Ltd 


Semtex House, 19-20 Berners St, London, W.! 
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Specify the firm with the Craftsmen and technical experience | 
covering Fifty Years | 


We carried out the whole of the Asphalte Roofs 
to the new American Embassy 


EXCEL 


Asphalte and Felt Roofing 
specifications 


Broadway Chambers, Hammersmith, London, W.6 
Telephone: RiVerside 6052 (6 lines) 


for all 


Aw 


GLASS» GLAZING 
DOMELIGHTS » MIRRORS 


on this important contract 


carried out by 


Glass Works 


BELFAST ROAD, STAMFORD HILL, N.16 


J. PEARSON & SONS (LONDON) LTD. 


Rol-over-dor 


The Rol-over-dor is made stronger to last longer. 24 
gauge hot galvanised interlocking steel slats form a 
continuous full width joint giving great strength and 
rigidity. The unique design operated by counter- 
balanced springs gives 
finger tip control. 

No Weights! No Pulleys! 


The Rol-over-dor is 
supplied complete with 
all the necessary 
operating gear and a 
lock. Three sizes: 7 ft. 
wide x 6 ft. 6ins. high, 

7 ft. x 7 ft. and 8 ft. x 7 ft. 
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AIR DIFFUSION? 


NATURALLY 


Natural, draught-free air diffusion is 
obtained in the new United States 
Embassy in London, by the use of 
Airmaster diffusers. 

In order to meet the Architect's 
requirements, and to conform with 
the architectural design of the build- 
ing, special types of Airmaster were 
developed and tested at the Airmaster 
Works. 

There are, in addition, over 2,000 
standard Airmaster diffusers available 
for normal purposes. Catalogues and 
leaflets giving full technical informa- 
tion are available. 


FAIRITTJ ENGINEERING CO. LTD. 
101 Sandford Road, Moseley, Birmingham 13 
Tel.: SOU. 3651 


604 Grand Buildings, Trafalgar Square, London, W.C.2 
Tel.: WHitehal! 4805 
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CANADIAN 
FIR PLYWOOD ( ON 


Many are the reasons for the ever-increasing construction 
site uses for Canadian Fir Plywood. The easily-erected 
panels cut labour costs—provide rugged all-weather 
hoardings that look good and can be used again and again. 
The large 8’ x 4’ panels will withstand severe impact. 


Fir Plywood is versatile. It is ideal for site offices and storage 
buildings, time clock and telephone booths, walkways, 
overhead protective barriers, and public observation plat- 
forms. Strong, lightweight Fir Plywood panels edge-marked 
PMBC EXTERIOR are bonded permanently with waterproof 
and boilproof phenolic resin glue. 


GANADI 


DOUGLAS FIR PLYWOOD 


For all intormation about Fir Plywood FIR PLYWOOD MARKE 


write to:. 
PLYWOOD MANUFACTURERS ASSOCIATION PMBC EXTERIOR 
OF BRITISH COLUMBIA 


4 Carmelite Street, London, E.C.4. 


WAS WATERPROOF Givd 


—— 


LONG LENGTH SEATING 


with Latex and Resilient Foam Cushioning 


as used in HOTELS, BARS AND CLUBS, MUNICIPAL BUILDINGS, RECEPTION 
and WAITING ROOMS, SCHOOLS and LECTURE HALLS, WINDOW BAYS and 
ALCOVES, EXHIBITION STANDS 


Dunlopillo cushions and backrests supplied to any 
specification, uncovered or covered and ready for 
instailation on site 


MAY WE SEND YOU FULL DETAILS? 


LATEX UPHOLSTERY LIMITED 
THE LEADING SPECIALISTS 
41 LONSDALE ROAD - LONDON, W.11 Phone: BAYswater 6262-5 


For good looks 
For hard wear 
For every stair * 


Stairtreads 


* 19 nosing types in pure aluminium, plostic- 
filled in choice of 9 colours 
(also fabric-filled) 


ToSmall & Parkes Ltd. (Stairtreads Dept.) 
Please send me Hendham Vale Works, Manchester 9 
your illustrated 
catalogue giving Name 
details of 
Nosings, colours & Address 
dimensions of 
Don Stairtreads 
depots and 
suppliers. SMALL & PARKES LTD 
HENDHAM VALE WORKS - MANCHESTER 9 


London: 25! Kingston Road, London, $.W.19 


CHErrywood 3806/7 
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MODERN CONCRETE 


* DESIGN 
* MANUFACTURE and 
* ERECTION of — 


h\ HYPERBOLIC SHELLS 


(SYSTEM SILBERKUHL) 


CLEAN LINES—LOW 
MAINTENANCE 


Telegrams: Struco, Bristol 4 


MODERN ENGINEERING A.T.A. INDUSTRIAL Co. Ltd. MODERN CONCRETE 
(Bristol) Ltd. Bristol 4 (Bristol) Ltd. 
A.T.A. Large Span Buildings Patented Roof Constructions in Steel & Concrete A.T.A. Hyperbolic Shells 
Structural Steelwork (System Silberkuhl) Concrete Structures 
Telephone 7741 |-2-3 Telephone 75080 Telephone 77322 


QUICK PRODUCTION 
CLEAR SPANS TO 65’ 0 — 
am 
SIMPLE TO ERECT rey 
F 


ad 


LIFT 


BOLTON The BIG name ei 


This wide range of doors includes 
types suitable for every lift car 

or landing in such diverse situations 
as goods warehouses and hotels. 
Write now for latest leaflet ref: AB. 362 


3 


BOLTON GATE COMP. ‘MITED - BOLTOM LANCS 


BG 362 
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1,000 Ideal radiators 
go into new surgical block 
at Guy’s Hospital 


j Architects 
W. H. WATKINS, GRAY & PARTNERS 


' Consulting Engineers 
HOARE LEA & PARTNERS 


Heating’ Engineers 
{ ENGINEERING SERVICE INSTALLATIONS 
LIMITED 


The large new surgical block at Guy’s Hospital, London, incorporates 
the most advanced and trustworthy equipment in the widely varying 
fields of medicine and building. It is natural. therefore, that IDEAL 
Neo-Hospital Radiators were chosen to give the dependable heating 
service required in a hospital of this kind. Where there are a thousand 
radiators involved, reliability is imperative. The IDEAL cast-iron 
radiators fitted at Guy’s will not suffer from corrosion and will there- 
fore last the life of the hospital. 


cast-iron radiators 


cast-iron because it’s dependable 


== _ IDEAL BOILERS & RADIATORS LIMITED - IDEAL WORKS - 


HULL 
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REINFORCED CONCRETE 
BUILDING STRUCTURES 


Our Structural Concrete Building Framework is available for normal Portal, 
Northlight and Multi-Storey buildings. We design, supply and erect all 
classes of precast framed building structures to suit Architect’s exact 
requirements and to conform to Council Bye-Laws. 


We are happy to submit schemes and competitive quotations promptly 
upon receipt of inquiries. 


DESIGNED SUPPLIED ERECTED 
ROOF CLADDING ETC. 


CONDE ™ 
STREET. HODDESDON, HERTS. 
Phone: Hoddeadon 2247-2248 & 4792 
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The Romans showed how to cope with the British 
climate by introducing their effective, if hazardous, 
method of floor warming. Since then it has taken a 
long time to supersede their idea of using external 
heat with its problems of fuel supply and waste 
disposal. 

Today, Pyrotenax Warming Cable provides the 20th 
Century approach to space heating with a built-in, 
completely invisible system. Pyrotenax Warming 
Cable is equally suitable for floor warming — using 
cheap overnight electricity, or for walls and ceilings 
where heat is required within minutes. With either 
method the virtues of Pyrotenax are identical — easy 
to install, less costly to do so and, once in position, 
provide a trouble-free life equal to that of the building. 
Pyrotenax Warming Cables are supplied direct to 
electrical contractors to whom a technical advisory 
service is freely available. 


otenax 


REG® TRADE NAME 


WARMING CABLES 


The use of the trade name “‘Pyrotenax”’ is exclusive to the products of this company and its associates. 


PYROTENAX LIMITED HEBBURN-ON-TYNE < Tel: Hebburn 83-2244/8 


LONDON: ViCtorio 3745 - BIRMINGHAM: Midland 1265 . MANCHESTER: Deonsgote 3346/7 - LEEDS: 27826 - NOTTINGHAM: 83805 . GLASGOW: City 364/'2 - CARDIFF: 23689 
GD350 
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BALANCED DOO! 


ROLLER-SHUTFERS 


( 
| 


EXPANDING GATES 


SLIDING SHUTTERS 


SEND FOR ILLUSTRATED 
LITERATURE TO DEPT. R.13 


Telephone: SMEthwich 221! (6 lines) 


HOT WATER 
COMES 
FAST AND 


&EC. 


G.E.C. Electric Storage Water Heaters 
offer these advantages over other 
forms of water heating. 

e Heaters are clean. No combustion; no fumes. 

e Heaters run economically. Advantage can be taken 
of ‘off-peak’ tariffs, and thermostatic control ensures 
minimum necessary current consumption. Virtually no 
maintenance is necessary. Lagging prevents heat loss 
e@ Heaters can be installed easily. Few if any structural 
alterations are necessary, and systems can be readily 
extended later on. And because they are electric, they 
require neither stoker nor fuel storage space. 

Heater capacities from 50-300 gallons are available. 
To find out which would best suit your needs, write 
without obligation for publication HO 2992 to the free 
Advisory Service of the Industrial Heating Division 
The General Electric Company Limited Magnet House 
Kingsway London WC2 


te G.E.( 
CHEAP BY quant 


Electric Storage Water Heaters 


ndustrial pressure type storage water heaters supply large 


es of hot water to ranges of wash basins, shower fittings, 
intains, and for various factory processes. 
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Demolition & Construction 


BUILDING AND CIVIL ENGINEERING CONTRACTORS 
A Member of the Cementation Group of Companies 
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If you want to know about Suspended Ceilings you should know about Paramount 
Insulating Plasterboard. How to use it...what it does...what it offers—and th 
modern refinements such as plastic facing for coloured, brighter ceilings. in fact 


there's some interesting literature on the subject. Send for your copy NOW 


THE BRITISH PLASTER BOARD (MANUFACTURING) LIMITED 
House, 15-17 Marylebor } id London Telephone: HUNter 
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THE Institution of Municipal Engineers, in stating their views 
(published last week) on the recent RIBA statement on the 
Architect in Local Government (A & BN, November 9), seem 
to have missed the main point of the RIBA’s argument. The 
RIBA was claiming that both increased quality and efficiency in 
building would be likely to result from the appointment of an 
independent Chief Architect, and it gave many reasons. 


The Municipals ignored this aspect of the matter, as indeed 
they had to; they could hardly hope to persuade anyone that 
engineers are better architects than architects themselves. 
Instead they claimed that more than half the constructional 
work of local authorities is non-architectural and that it is 
cheaper to lump the engineering, architectural and planning 
work under an Engineer and Surveyor. 


The ratio of work on roads and sewers to that on buildings 
is bound to fluctuate over a period. If more roads are being 
built and less housing, it may well be that the expenditure on 
engineering works is increasing relative to expenditure on 
buildings. But surely this can only be a reason for engineers 
to concentrate on the job they are best fitted to do and not to 
dissipate their energies in other directions. 


The best interests of the community are served by the pro- 
fessions when there is mutual respect for each other’s work and 
place in the local authority team, not rivalry. In this context 
the field of town planning is also the subject of controversy; 
the reasons for a separate Chief Planning Officer, qualified 
and experienced in planning, and with an architectural qualifi- 
cation as well where major reconstruction is taking place, 
have been clearly stated. 


These aspects of local government organization have now 
become so unsatisfactory that Parliament might well consider 
the appointment of a Royal Commission on the establishment 
for local government offices. Some such authoritative investiga- 
tion of the staffing structure seems to us a corollary to the 
reorganization of boundaries. A decisive lead from above is 
needed if the present troubles are not to continue indefinitely 
with the duties of older-established chief officers being appor- 
tioned more by time-honoured tradition than by any logical 
appraisal of present-day needs. 
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THE Institution of Municipal Engineers, in stating their views 
(published last week) on the recent RIBA statement on the 
Architect in Local Government (A & BN, November 9), seem 
to have missed the main point of the RIBA’s argument. The 
RIBA was Claiming that both increased quality and efficiency in 
building would be likely to result from the appointment of an 
independent Chief Architect, and it gave many reasons. 


The Municipals ignored this aspect of the matter, as indeed 
they had to; they could hardly hope to persuade anyone that 
engineers are better architects than architects themselves. 
Instead they claimed that more than half the constructional 
work of local authorities is non-architectural and that it is 
cheaper to lump the engineering, architectural and planning 
work under an Engineer and Surveyor. 


The ratio of work on roads and sewers to that on buildings 
is bound to fluctuate over a period. If more roads are being 
built and less housing, it may well be that the expenditure on 
engineering works is increasing relative to expenditure on 
buildings. But surely this can only be a reason for engineers 
to concentrate on the job they are best fitted to do and not to 
dissipate their energies in other directions. 


The best interests of the community are served by the pro- 
fessions when there is mutual respect for each other’s work and 
place in the local authority team, not rivalry. In this context 
the field of town planning is also the subject of controversy; 
the reasons for a separate Chief Planning Officer, qualified 
and experienced in planning, and with an architectural qualifi- 
cation as well where major reconstruction is taking place, 
have been clearly stated. 


These aspects of local government organization have now 
become so unsatisfactory that Parliament might well consider 
the appointment of a Royal Commission on the establishment 
for local government offices. Some such authoritative investiga- 
tion of the staffing structure seems to us a corollary to the 
reorganization of boundaries. A decisive lead from above is 
needed if the present troubles are not to continue indefinitely 
with the duties of older-established chief officers being appor- 
tioned more by time-honoured tradition than by any logical 
appraisal of present-day needs. 
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events and comments 


Glass speaks for itself 

It is curious that Pilkington Brothers should have kept so 
quiet about their remodelled showroom at Selwyn House, 
St. James's. It was done some time ago by Margaret Casson, 
yet none of the architects I met there at a smal! party last 
week had seen it before. In the old showroom | remember 
being overpowered by black vitrolite and sculptured glass, 
engraved glass and every other kind of man-worked glass. 
In the new showroom the designer has let plain plate glass, 
a most beautiful material, speak for itself. 

The main feature is a series of glass plates of varying width 
reaching from floor to ceiling without frame. The ceiling must 
be nearly 20ft high. These plates are arranged at right-angles 
to each other and are of varying thickness. The effect is of a 
piece of sculpture, in which people in the room and other 
objects and the plates themselves are delicately reflected. 
Colour has been restricted to gentle greens and blues, the 
colours of plate glass itself. Two side walls are lined with a 
fibreglass sandwich lit from the back and giving brilliant 
silhouette effects to glass products and samples displayed on 
open shelves. I only wished that there had been a photo- 
grapher to record the silhouettes of some of the distinguished 
architects who were there. This is an enchanting room and 
well worth a journey to the wilds of St. James's. 


Torroja at the AA 


The Yerbury Foundation is certainly pushing the boat out 
this season. Last Wednesday it arranged for the famous 
Spanish engineer, Professor Torroja, to read a paper at a 
meeting of the AA. Naturally enough, almost all the leading 
engineers in London were present and quite a number of 
architects as well. 

The professor, who speaks excellent English, impressed me 
by his quiet and almost confidential assurance and complete 
lack of bombast. He alternated his talking with bouts of 
slide showing and gave a very full review of current concrete 
steel shapes. 

Although I enjoyed his talk very much, | wondered after- 
wards whether I had learned anything new, for after all I 
had been listening to one of the world’s leaders on the subject. 
| decided that I had heard most of it before, but not in that 
way. I had therefore benefited by seeing the subject through 
the professor's eyes. 

Everyone always wants to know how these great mathematical 
designers start off. Do they think of a shape and calculate it 
or do they do a mass of sums and thus arrive at a shape? It 
seems that the outcome is the result, in Professor Torroja’s 


Holborn’s new indoor swimming pool with underwater 
viewing panel on the left at the far end 
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case at least, of much thinking and contemplation, based on 
a wide experience of the subject. This leads to the right choice 
of shape for the right building and also to the right shape for 
calculation, the calculations merely serving to prove the 
correctness of the choice of shape. 

Professor Torroja was particularly interesting on the 
subject of the effect on the public of the new concrete shapes. 
He pointed out that the first concrete buildings were treated 
with scorn by the public, but are now accepted. Fashion had 
always changed in architecture as in everything else. Human 
beings needed change. The public would soon learn to look 
at, and like, the new shapes. They were certainly more 
difficult to look at and appreciate, but the infinite variety of 
slopes seen when the sight line was changed on these buildings 
gave them great interest. Everything needed to be based on 
experience however when it came to design and, said the 
professor, ‘to get experience needs many years’. 


Sailing architects 


I have often written of the partiality of architects for the sea. 
Last week Frank Yerbury, recently 75—belated congratulations 
sir—had the bright idea of collecting them together and having 
a party at the Bc. The excuse was a delightful film made by 
Robert King for ICI. Mainly taken at Cowes week, 1959, 
it is most skilfully done and raised mighty longings in the 
breasts of the sailors present. Everyone had forgotten the 
wonderful weather of that year and accused the film-makers 
of having invented it. It was a trade film of exactly the right 
type. In Shell-film-unit fashion, ICI was not mentioned 
except in print at the end, and the only references to their 
products were a not very obvious pot of the right paint and 
two mentions of the magic word Terylene. 

The programme included another film by the same pro- 
ducer of the Goucho country, Argentina, and very pretty 
too. “Beef-extract’ used once gave the clue to the sponsorship. 

These sailing architects had been suitably diluted with other 
sailors from the building industry, and a number of Royal 
Ocean Racing Club ties were to be seen. F. B. R. Brown, late 
of the MoE and now practising in retirement as a naval archi- 
tect, looked younger than ever. The remainder represented 
every kind of sailing, from car top dinghies to twenty- 
tonners. It was surprising, but I think fortunate, that no-one 
suggested the formation of an architects’ sailing club. 


Holborn scores again 


Holborn Borough Council's new indoor swimming pool, 
which adjoins its well-known open-air pool, on the Oasis site 
at the corner of High Holborn and Endell Street, London, 
was opened last Friday. The two pools are unique in Britain, 
surrounded as they are by shopping streets, office blocks and 
theatres. It says much for the co-operation in the local 
authority team that in spite of credit squeezes and difficulties 
of that kind, they have managed to produce a first-class public 
library and now an indoor pool in quick succession; and yet 
Holborn is the smallest of the metropolitan boroughs. The 
interesting thing about the indoor pool development is that 
it was undertaken by the metropolitan borough in collabora- 
tion with developers who have built an 11-storey office 
building above it. I am told that the ground rent for the 
offices will more than pay for the upkeep of the pool. The 
pool itself, shown in my picture, has an underwater viewing 
panel, excellent for swimming instruction and for television 
filming. My congratulations to Holborn. Other local 
authorities please copy. 


The York Institute 


It is an open secret that the Institute of Advanced Architec- 
tural Studies at York has been for some time looking to the 
proposed University of York for its future. The untimely 
death of Dr. Singleton earlier in the year left a gap which ha 
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not yet been filled. The York Academic Trust, which adminis- 
ters the Institute, has now announced that while the new 
status of the Institute in relation to the University is being 
decided, no new director is being appointed. However, Mr. 
W. A. Allen, superintending architect of the BRS, is acting in 
an advisory capacity until a permanent appointment can be 
made. 

This is most interesting news which, combined with the 
rumour that there is to be a school of architecture in the new 
University, provides material for speculation on Mr. Allen’s 
future. 


The IUA Congress 


This is just a footnote to remind you of two things. First, 
that if you do not register as a member of the Congress before 
the end of the year it will cost you £2 more; and, second, if 
you live in London and would like to help to entertain 
foreign delegates in your home or office on the evening of 
Monday, July 4, please write to the Secretary of the AA. 


Bristol fiasco 


The PRIBA made no comment when he dined last week at 
Bristol (see last week’s issue), but there is a sequel to the yellow 
bulldozer’s activities. | am told that the excavation work 
by the bulldozer has caused cracks to appear in the terrace 
above the site and the terrace is in danger of subsidence. 
It is reported that the occupants of the terrace have been 
informed by the Bristol city engineer that their houses are in 
danger. I am sorry for the householders, but it is very much 
a case of ‘I told you so’. When the Royal West of England 
School of Architecture was working on its study and 
scheme of development for Hotwells, they took account of 
the possibility of subsidence, and this scheme was on 
exhibition at the Bristol Building Centre earlier in the year 
for all to see. The Hotwells scheme structural form was 
designed to cope with the curious strata formation. 

Here we have valuable technical information ignored by 
the developers and the corporation, it seems. It is most 
unlikely that this would have occurred if a comprehensive 
development scheme had been planned for the site, for only 
on such a scale could the sub-strata conditions be stabilized. 


ABNER 


Subsoil collapse 
Hotwells Road, Bristol 
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TPI Journal: competition for new cover 


The Town Planning Institute announces a competition for a 
new cover design for their journal, which is sent out to over 
5,000 members and others concerned with town planning in 
all parts of the world. The competition is not restricted to 
members of the Institute and details are being widely circulated 
to art colleges and others who may be interested in different 
parts of the country. 

Prizes will be as follows: first, 50 guineas; second, 25 
guineas; third, 10 guineas. 

The competition will be judged by Professor J. S. Allen, 
FRIBA, PPTPI, Professor of Town and Country Planning, 
University of Durham; W. Bor, ariBA, AMTPI, Deputy Planning 
Officer, tcc; L. B. Keeble, rrics, mtpi, Director of Studies, 
Department of Town Planning, University College, London; 
W. L. Waide, amrpi, County Planning Officer, Cambridge- 
shire. 

Closing date for submission of designs is February 28. 
Application for entry forms and conditions should be made 
without delay to the Secretary, The Town Planning Institute, 
18 Ashley Place, London, S.W.1. 


Planning officers at public inquiries 
The following statement has been issued by the Council of 
the Town Planning Institute: 

There has recently been considerable discussion and corres- 
pondence regarding the position of a planning officer called 
as a witness at a public inquiry, where the decision of his 
employing authority was contrary to his advice. Mr. H. 
Heathcote-Williams, oc, in his letter published in The Times 
of April 9, 1960, maintained that an expert witness should 
give evidence in reliance upon his own professional skill, 
judgement and experience and that no party, whether local 
authority or otherwise, should be entitled to require him to 
give as his expert evidence opinions which he does not share. 
The arguments in support of this view may be summarized as 
follows: 

(a) The proceedings at public inquiries should—as emphasized 
by the Franks Committee—be characterized by openness, 
fairness and impartiality. 

(b) It is the task of the county clerk, town clerk or other 
advocate to present the case for the authority and in cases 
where the planning officer cannot honestly and with 
integrity support the case then it is for the advocate to 
decide whether to call the planning officer at all or whether 
to call a member of the authority or some other person. 

(c) The witness is morally and legally obliged to tell the truth. 
Moreover, under section 104 of the Town and Country 
Planning Act 1947, an inspector may put the witness on 
oath—indeed, in Scotland this is the normal practice. 

The contrary view which was expressed in the correspond- 
ence, was that if the practice of planning officers putting 
forward their own views and not those of the authority were 
general, then it would be of little use for a planning com- 
mittee ever to differ from the recommendations of their 
officials. 


The Town Planning Institute, as the chartered body 
representing the planning profession, has considered these 
issues. They appreciate that the number of appeal cases where 
the planning authority has not accepted their officer’s advice 
represents a very small proportion of the whole; nevertheless 
such cases do arise and as such they affect very closely the 
professional integrity of the officers concerned. It is therefore 
most important that the position of the planning officer 
should be clearly understood. 

In a great many town planning issues there are pros and 
cons which have to be weighed and judged, and decisions 
one way or the other will often be finely balanced. Investiga- 
tions, meetings and discussions between the applicant, plan- 
ning officials, other local authority staffs or other official 
bodies will normally reveal different points of view. In 
meetings of officials, members, sub-committees, committees, 
and the council, cases will be debated and decisions arrived 
at which will be loyally supported by the planning officer 
andor his staff at a public inquiry. Few cases are entirely 
black or white and in marshalling his case the wise planning 
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office block or embassy ? 


a comment on the new United 
States of America Embassy, London 
by R. Furneaux Jordan 


IT 1S NOT an embassy, it is a chancellery. True, it contains the 
Ambassador's office, but he will still reside and entertain 

-except on a small scale—at his house in Regent's Park. 
If our own ambassador was to vacate Pauline Borghese’s 
lovely villa, for, say, an apartment at Passy, how the glamour 
and the charm would fade! All this is not to split hairs about 
details of protocol; it concerns the fundamentals of architec- 
ture. The Embassy in Grosvenor Square is an example- 
and they are common enough in history—of a building 
whose external shell is in defiance of its internal functions. 
When Lutyens fitted Baroque salons inside pastiche manor 
houses, or when Vignon fitted three domes behind the Made- 
leine’s pediment, the result was discomfort. It is a form of 
discomfort not revealed by photographs; it is acute as the 
actual observer passes from the outside to the inside. 

Saarinen’s building has very great merits—it is, for instance, 
extremely chaste—but this other quite fundamental defect 
must be dealt with first. The United States Embassy is a 
supreme example of anti-climax. The high ground floor gave 
the architect a chance to design three monumental entrances. 
The chance, all unthinkingly, has been seized. These flights of 
steps, these great glass doors, are generous, tall, elegant and 
even grand. They lead to nothing. There is nothing to lead 
to. This is a block of offices. It contains nothing internally 
to match this external elegance. The two side entrances lead 
only to the most mundane rooms—visa hureans and the like. 
The central entrance admittedly extends inwards to a small 
but expensive and rather precious vestibule —-all Pentelic (!) 
marble and fountain jets. There are echoes here of that 
exalted vestibule at General Motors, but a vestibule, like the 
entrance itself, must lead on to something correspondingly 
fine—and here it never can. One passes through tall doors and 
past the fountains in search of a bonne bouche which eternally 
evades one. Even His Excellency’s own room is only an 
office—‘tarted up’, but of the same height and width as the 
office of a junior typist on the fourth floor 


One is not asking—like the early functional! purists—for 
any precise external expression of internal structure. One ts 
asking only that the building shall be the same kind of 
building within and without. This anti-climax of the new 
embassy is all the more uncomfortable because Saarinen 
an extremely intelligent man—should never have fallen into 


The embassy building from 
a corner of Grosvenor Square 
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one trap while avoiding another. He has. It is no secret that 
he had imposed upon himself a ‘Georgian’ scale—an over- 
sensitive and excessively diplomatic homage to a vanished 
Mayfair. Now, Saarinen is far more perceptive than any of 
our own neo-Georgian men who think ‘Georgian’ is just 
sash-windows and quoins. He knows perfectly well that the 
essence of the Georgian house, in descent from the Roman 
palace, is differentiation of floor heights—the piano nobile— 
hence its doom when applied to flats or offices. Knowing 
this, Saarinen did in fact introduce a piano nobile which, in a 
real embassy with genuinely differentiated floor heights, he 
would have been entitled to do. He then transferred his 
piano nobile to the ground floor. Again, had the whole 
ground floor been a huge salle des pas perdue—as indeed it 
appears to be externally—then Saarinen was entitled to do this. 
What he was not entitled to do was to provide a piano nobile 
for taking fingerprints and filing dossiers. Thus, in avoiding 
the familiar neo-Georgian trap, he has fallen into the opposite 
trap of a synthetic external grandeur unwarranted by his 
programme. 

For the rest, this is in many ways a beautiful building. 
The strong sculptural texture of the fenestration is conceived 
almost wholly in terms of the velvet blacks and bleached 
whites of Portland stone. The multiplicity of small surfaces 
will here play the same role as they do in Wren’s Baroque. 
True, the weathering will be more effective onto the back- 
yard—facing the western gales—than onto Grosvenor Square. 
but it will weather in the end. Then, perhaps, the touches of 
gold—the derided ‘costume jewellery’—will come into their 
own. Already the pattern of the fagade has a curiously civilized 
and very urban richness as one glimpses it between the plane 
trees. At least it is cosmopolitan. 

Internally—though not all the craftsmanship is equal to 
the design—this is the chastest building I have ever seen, all 
white and off-white and delicate extruded sections that, in 
effect, replace all mouldings. Never in colour, and hardly 
ever in form, is the architect seduced from his extravagant 
asceticism. The difficult diagrid, structural basis of it all, is 
skilfully handled, although the Gothic builders—Saarinen 
might have recalled—had to invent the boss whenever five 
ribs instead of four collided at a point. There is no other 
solution. 

There are fine moments, as in those meaningless entrances, 
when transparency, proportion and purity give the untravelled 
Englishman a glimpse of the best of Mies. 


All new embassies are necessarily odd fish, belonging 
architecturally neither to one country nor to the other. 
This is no exception. It fits neither into the story of our own 
development, nor that of Saarinen. One may even ask whether 
Saarinen has not in fact lost interest, whether he has not 
already—since he designed this building—moved on to a 
different architecture, one of curves, shells and parabolas. 
Only some such loss of interest can explain Saarinen’s 
apparent indifference to the sort of furniture which the State 
Department are now allowing to pass those elegant doors. 

Many criticisms and comments will be made on this 
building—most of them superficial. If we pay the building 
the respect duc to it as the important work of one important 
man, then the one fundamental criticism is the one I have 
made—the architect was so delighted to be designing an 
embassy that he never realized that in truth he was designing 
only an office block. All other faults stem from that. 
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officer in the witness box will concede as well as make points. 
In many border-line cases the planning officer, having weighed 
all the facts and recommended approval on a knife-edged 
balance, may ultimately be able to support a decision of his 
committee contrary to his first recommendation. There will, 
however, be other cases where the planning officer feels quite 
genuinely that this professional integrity would not allow 
him to support in evidence a refusal contrary to his advice. 

The Institute does not consider that in such cases there is 
any question of disloyalty by the planning officer to his 
employer. He is engaged by them in a professional capacity 
and the case for the local authority can still be made by the 
advocate and other witnesses. The Institute would go further 
and say that it is important to the local authority that the 
integrity of their planning officials should be recognized by 
the public. Planning officers are constantly in touch with 
members of the public, advising them on the prospects of 
applications. Frequently individuals will not proceed with an 
application or the purchase of a property, or carry out some 
other transaction after taking the advice of the planning 
officer. They come to rely upon this advice. 

Moreover, the planning officer contributes in a large 
measure to the creation of the development plan and the 
planning policies of his authority. In the light of this it is 
clear that his recommendations on particular issues will of 
necessity be identified with such policies. 


* * * 


It must be borne in mind that the planning profession, 
probably more than any other, has its decisions subject to 
appeal at every turn. The rigour of this discipline therefore 
enters into the planning officer’s thinking to a greater extent 
than is commonly appreciated. His frequent statements, 
made in public, are often taken down verbatim and can be 
readily quoted on subsequent occasions. They are also 
reported, often very fully, in the local press or in technical 
journals and on occasion in the national press. It is important 
therefore to the planning authority and to the respect in 
which he is held by the public that the planning officer should 
be seen to be a public officer of professional integrity. For 
this reason his views should be consistent and coherent. 

In the opinion of the Institute the maintenance of this point 
of view does not in any way undermine the loyalty of the 
planning officer to his authority. The value of the planning 
officer to his authority rests upon his professional skill, 
integrity and judgement. Town planning today is a complicated 
process and in its daily administration had important effects 
upon the individual. While it is fully realised that officials 
must not seek dogmatically to impose their views upon 
elected representatives, the Institute is confident that the 
latter will be the first to appreciate the need for their officers 
to maintain a high standard of professional integrity 

Where the officer feels genuinely that the maintenance of 
his professional integrity must preclude his supporting at a 
public inquiry the decision of the planning authority, he 
should advise the authority in order that they and their legal 
officers may consider the alternatives open to them. Among 
these will be the possibility of the planning officer giving 
evidence of the policy of his committee and the reasons for it, 
while not concealing that it is at variance with his own views. 
The opinion of the officer is only one of the factors which will 
be taken into account by the Inspector and the Minister, 
and there is no reason to suppose that the Minister will not 
give full weight to the authority's contentions despite the 
fact that the planning officer has expressed contrary views. 


A new Smithfield Market 


A copper-covered roof of shell concrete wil span the new 
Poultry Market at Smithfield, which will replace the building 
destroyed by fire two years ago. Designed-by. Ove Arup and 
Partners, consulting engineers, the roof will be 70ft high, 230ft 
long and 130ft wide, on concrete columns (pictures opposite). 

Sir Thomas Bennett is the architect of the new market, the 
details of which were approved by the Court of Common 
Council last week at an estimated cost of nearly £2 million. 

The new premises will comprise a well-ventilated market 
hall, with offices on the first floor around the perimeter, a new 
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and bigger Cock Tavern with a restaurant, parking space for 
vehicles in roofed avenues within the market site, and cold- 
storage accommodation in the basement. 

There are many improvements over the old market. No 
internal columns will obstruct movement in the main hall ; 
buyers will be able to pass freely along a central avenue 
between the stalis for poultry and meat traders; office 
accommodation will be greater ; cold-storage arrangements 
have been improved and so have the toilet facilities. Traffic 
circulation in particular will be much better than it was. 

A pattern of small hexagonal windows will form an attractive 
feature of a concrete screen wall on the West Smithfield and 


Charterhouse Street frontages. The outer walls will be in dark 
blue bricks. 


more news on page 728 
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This week 
Royal Institute of British Architects 


December 13, 6 p.m. ‘Architectural Misconceptions of Engineer- 
ing’, A. J. Harris, Bsc(eEng), Mice, MConse. At 66 Portland Place, 
W.1. 

Cement and Concrete Association 

December 8, 7 p.m. ‘South American Architecture’, J. A. Coia. 
At Robert Gordon's College, Aberdeen. 


December 13, 7.15 p.m. “Surface Finishes of Concrete’, F. Ward. 
At East Warwickshire College of Further Education, Clifton 
Road, Rugby. 


BBC Network Three 


December 13, 7.30 p.m. ‘Building Matters’. 
‘Tendering or Negotiation?” 


The Building Centre 


December 14, 12.45 p.m. Lunchtime film show ‘The “Saf” Story’. 
At Store Street, W.C.1. 


Victoria and Albert Museum 


December 14, 6.15 p.m. “Samuel Cooper’, Graham Reynolds. In 
the museum lecture theatre. 


Discussion on 


The Illuminating Engineering Society 


December 13, 6 p.m. ‘Visual Problems on Motorways’, J. M. 
Waldram. At the Federation of British Industries, Tothill Street, 
S.W.1. 


Coming events 

Royal Institute of British Architects 

December 28 and 29, 3 p.m. Christmas holiday lectures for young 
people. “Neighbourly Houses’, Eric Lyons, ope, FRIBA. At 66 
Portland Place, W.1. 

Institute of Landscape Architects 

December 16, 6.15 p.m. Christmas Party, speaker: David Medd, 
ARIBA. Entrance by ticket only to be obtained from the Secretary, 
price 7s 6d. At | Park Crescent, Portland Place, W.1. 

The Institution of Structural Engineers 

December 15, 5.55 p.m. ‘The London Traffic Problem’, Donovan 
H. Lee, ssc(Eng), mistructe, MICE, MiIMeche (Hon. Curator). At 
11 Upper Belgrave Street, W.1. 

The Royal Institution of Chartered Surveyors 

December 15, 5.45 p.m. Land Surveyors General Meeting. 
‘Surveying in Northern Australia’, Major A. G. Bomford, 


ARIcS, RE. At 12 Great George Street, Parliament Square, West- 
minster, $.W.1. 


Competitions reminders 


The Star Competition (redevelopment of Piccadilly Circus). 
Closing date for entries: January 16, 1961 (news, 4 & BN, Novem- 
ber 30). 


Bowaters Irish Wallboard Mills Ltd. (Hotel Unit). Closing date 
for entries: early December (news, a & BN, November 2). 


Country Landowners’ Association (Farm Buildings). Closing date 
for entries: December 30 (news, a & BN, September 21). 
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in parliament 


Lords clash over planning policy 

Under the planning policy of the Lcc, residential accommoda- 
tion in central London was being demolished to make way for 
office blocks, alleged Lord Amulree in the House of Lords. 

Earl Waldegrave, joint Parliamentary Secretary to the 
Ministry of Agriculture, replying, said the policy of the Lcc, 
approved by the Minister of Housing, was the opposite to 
that stated by Lord Amulree. It was to preserve residential 
uses wherever possible and to curb excessive office building. 
This did not mean there should be no offices at all in central 
London, but that each case would be looked at on its merits 
within the Lcc’s broad policy. In amendments to the Develop- 
ment Plan, which had been submitted to the Minister, a 
further strengthening of this policy was proposed. 

Lord Amulree asked if the Government thought it right 
that a block of buildings in Percy Street, Tottenham Court 
Road, which contained some good residential accommodation 
should be pulled down, as was now proposed, and replaced 
by a ten-storey office block. 

Earl Waldegrave said although negotiations had been 
taking place for several years past about the development of 
this site in Percy Street, planning permission had not yet been 
granted for any development. If and when any planning per- 
mission was granted it would fall within the policy he had 
already indicated. 

Baroness Wootton of Abinger asked, if the policy of the 
Lcc was to favour residential accommodation rather than office 
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accommodation, why this policy had not been effective and 
whether the Government took some responsibility for this. 

Earl Waldegrave said he would not agree that the policy 
had not been effective, but no doubt the policy needed strength- 
ening. There were proposals for amendments to the Develop- 
ment Plan which would have the effect of strengthening the 
policy, in detail and in general. 


Minister’s views on design 


Mr. Henry Brooke, the Minister of Housing, in a written 
Commons reply to Mr. Dingle Foot, Labour MP for Ipswich, 
said: ‘My policy is to accept the design of a new house where 
I consider it to be good in itself and properly related to its 
surroundings, whether it is traditional or modern.’ 

Mr. Foot had asked him to make a policy statement about 
dealing with appeals against the refusal of planning authorities 
to grant planning permission for the erection of dwelling 
houses of modern design. 


Building standards plea rejected 


The Prime Minister rejected a Labour MP’s demand in the 
Commons that he should appoint a Royal Commission to 
examine the problem of building standards and their designs. 

Mr. Woodburn, Labour MP for Clackmannan and Stirling, 
gave as his reasons for making the demand the growth of 
crime and the failure of local and other planning authorities 
to ensure the equipment of buildings against illegal entry. 


Site plan and model of the new Smithfield Market, 
Architect: Sir Percy Thomas. Roof design by Ove Arup and 
Partners (see story opposite) 
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Design and the speed of construction 


The influence of design on the speed of construction was 
discussed by Mr. A. Raymond Mais, ope, in a Yerbury 
Foundation lecture at the r1BA last week. Mr. Mais is manag- 
ing director of Trollope & Colls Ltd., a member of the 
NFBTE Council and a junior vice-president of the LMBa. 

He said that this interest in the speed of building work was 
not a new concept in the industry. One gained the wrong 
impression that it was only in the last few years that the need 
to build fast had been fully appreciated. He gave brief 
details of three selected projects carried out between the wars 
with their total cost adjusted to present-day values 


1. Shell Mex House, Strand. Value £3,368,000. Total cube 
of building 7,648,000 ft cube. Total time from access to site 
to clients’ occupation, 24 months. 

2. Wellcome Foundation. Value £1,158,000. Total cube of 
building 2,555,000 ft cube. Time taken from access to site to 
completion, 13 months. 

3. Scottish Widows Offices, Cornhill. Value £440,000. Total 
cube of building 653,000 ft cube. Time taken 13 months. 


Mr. Mais continued: ‘In adjusting the prewar cost to present- 
day standards the Venning Index has been used. All these 
buildings had Portland Stone cladding to all! elevations, 
substantial sub-structures and high-quality finishings. You 
will probably agree that it would be extremely difficult to 
improve on these times today. 

‘The difference today is that it is no longer reasonable to 
accelerate the progress of the work by the uneconomical use 
of labour. Prewar labour was in more plentiful supply and 
obtainable at a much lower cost. It was therefore com- 
paratively simple to increase the tempo of a project by merely 
increasing the labour force. The difference today is that a 
greater part of the control of speed has passed from the 
general foreman on site and is now in the hands of the 
architect and engineer. 

‘If this paper had been presented to you six years ago it 
would have been possible to show you two adjoining buildings 
started at about the same time and built by the same con- 
tractor. The superstructure of the larger building was almost 
complete before the smaller building had reached ground 
level. Thus we should have been able to show you the photo- 
graphs and slides of practical demonstration of the effect of 
design on the speed of construction and this would have been 
far more impressive than any words of mine. In the case of 
the larger building the contractors, architects and consulting 
engineers worked together from the inception of the project.’ 

‘There was, at all stages, the closest co-operation between the 
three members of the team. Specialist sub-contractors were 
appointed early in the planning stage, plant layouts, detailed 
planning and forward ordering were all at an advanced stage 
prior to the work commencing. It can be argued that this is 
not a matter of design but one of organization and therefore 
is not within the terms of reference of this paper, but I do not 
think you can divorce good organization and forward planning 
from economic design or rapid construction. 

‘Many architects I know appreciate that speed during 
construction starts on the drawing board. These are fre- 
quently the ones who have had site experience, and in their 
case the need for prior consultation with a contractor may 
not be so essential, but undoubtedly some form of early 
consultation, no matter how experienced the professional 
advisers may be, must inevitably have a beneficial effect on 
the ultimate speed of the project.’ 


Mr. Mais said it must be realized that the measures taken 
during design in order to speed up the work might sometimes 
slightly increase the initial capital cost, but these must be set 
against the savings which would accrue to a client by an early 
completion. 

Delays in the flow of information on a contract were one 
of the chief causes of hold-ups and could more than offset 
any saving in time which might have been achieved in the 
design. It was not generally realized that a delay on one 
section of a contract, even though there might be work 
available on other sections, could result in a genera! decrease 
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in overall progress and output which went far beyond that 
directly due to the delay itself. Once a contract had lost 
tempo, it was extremely difficult to restore it. 

‘In recent years,’ continued Mr. Mais, ‘we have seen the 
introduction of what is known as the package deal. This has 
been brought about due to building owners thinking that by 
obtaining limited competition not only on price but on design 
direct from the contracting industry that they will save not 
only the fees of their professional advisers but also obtain a 
scheme which is both economical and capable of rapid 
erection. It is my opinion that unless there is an improvement 
in the co-operation between the professions and the industry 
working as a team, there is a danger that the package deal 
will gain in popularity, and personally | doubt whether this 
is either good for the client or for the industry.” 


Anti-clutter drive 


Thousands of advertising signs have been removed or resited 
in an anti-clutter drive in the Manchester and Salford areas. 
The drive was part of the advertising industry’s campaign to 
secure observance of the ‘clutter code’ introduced by the 
industry in March this year. 

The drive has two main aims—to tidy up a badly cluttered 
region and to provide experience that would be valuable 
elsewhere. It is hoped that by the end of the year the area will 
be ‘decluttered’. A tour will be made some time in January to 
inspect the various sites. 

News of the drive came at the same time as an announce- 
ment that a deputation, including Members from both sides 
of the House, was seeing Sir Keith Joseph, Parliamentary 
Secretary to the Ministry of Housing and Local Government, 
on the question of advertisements on business premises. 
Planning bodies and amenity societies in many parts of the 
country have complained that the introduction of the clutter 
code has had little appreciable effect in their areas. 

Many of them would like to see stricter control of outdoor 
advertising. They point out that the clutter code was only 
introduced when the industry was threatened with such 
control. The advertising industry, on the other hand, feels 
that the campaign to secure acceptance of the code is only 
beginning to get under way. 


£548 million constructional work 


Contractors in Great Britain carried out constructional work 
to the value of £548 million during the third quarter of 1960, 
according to provisional figures collected by the Ministry of 
Works. This was £41 million more than in the same period 
last year and £12 million more than in the second quarter of 
this year. Allowing for seasonal adjustments, output in the 
third quarter rose by about | per cent compared with the 
second quarter, and was 64 per cent higher than a year ago. 

The amount of work done on housing fell in comparison 
with last quarter, but was higher than a year ago. The value 
of work done for public authorities (other than housing), 
although higher than in the second quarter of the year, was 
lower than in 1959. The value of industrial building work 
continued to rise and was £18 million more than in the third 
quarter of last year. The value of repair work also continued 
to increase. 

In October 1,107,000 operatives were employed by the 
construction industries. Allowing for seasonal adjustments, 
there was no change in the number of operatives working in 
October compared with the previous month. It is estimated 
that, with the exception of October, 1956, this is the highest 
figure for October in the post-war period. 


US Ministry of Urban Affairs ? 


Speculation that President-elect Kennedy will set up a new 
Ministry of Urban Affairs has followed the announcement 
that he has appointed the first-ever Secretary for such a 
Department. 

It is expected that such a Department would formulate 
national policy on housing, traffic and industrial develop- 
ment. Failure to have such a policy is said to have resulted 
in serious problems in nearly every American city. 
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More for urban renewal 


Expenditure on education, mental health, urban redevelop- 
ment and open spaces is expected to rise in the next few years. 
This is shown by the local authority estimates published last 
week. 

The Government has proposed a general grant for 1961-62 
of £454 million and for 1962-63 of £472 million, related to 
proposed local authority expenditure in the same periods of 
£818 million and £851 million. 

Detailed figures show that while urban redevelopment made 
less progress in the first general grant period than expected, 
the new grant provides for more expenditure under this head. 
Expenditure on mental health services, which had reached 
about £4 million in 1959-60, will be well over double that 
figure by 1962-63. 

In 1961-62 about 36 per cent more will be allowed for 
public open space and in 1962-63 the amount will rise by a 
further 43 per cent. 


Eight-storey Oxford laboratory 


Work on an eight-storey laboratory, which will be the tallest 
building in Oxford University’s central science area, is 
expected to begin this month. 

This is the third of a group of buildings designed by Basil 
Ward, of Murray, Ward and Partners, in the science area. 
Structural engineers are Ove Arup and Partners. 

The laboratory is an extension to the biochemistry depart- 
ment. It will have a reinforced concrete frame with no internal 
columns, and will be clad in white Portland stone and grey 
ceramic mosaic. The design is a flexible one, enabling adapta- 
tions to be made to meet changing needs. 


‘No’ to South Bank Hotel 


Planning permission to erect a 13-storey, £3 million hotel on 
the South Bank has been refused by the Lcc, to architects 
George, Davies and Webb. The site lies between the new 
Shell building and the Thames, and is near Hungerford 
Bridge. 

D. C. Davies, a partner in the firm, said that had permission 
been received, a development group was prepared to go 
ahead with the scheme. The council had been looking for 
someone to build the hotel for years, but now that a plan 
had been submitted they had turned it down. 

An hotel was incorporated in the plans for the South Bank 
in 1955, but last month Mrs. Freda Corbet, chairman of the 
general purposes committee of the council, said that it was 
now preferable for an hotel to be built downstream from 
Waterloo Bridge, the site at one time intended for the pro- 
posed science centre. 

The tcc decided that the design for the proposed hotel did 
not conform to the council’s requirements of daylighting 
and car parking. The council was now going out to tender 
for the new site, and had invited the architects to submit a 
scheme. 


NFBTE nominations 


The Council of the National Federation of Building Trades 
Employers has nominated the following to serve as officers of 
the federation in 1961: president, Mr. Frank Russon; senior 
vice-president, Mr. L. J. Holloway; first junior vice-president, 
Mr. W. S. Jones (Maidenhead); second junior vice-president, 
Mr. D. M. Chaston, riop (Hoddesdon); hon. treasurer, Mr. 
J. lan Robertson, Flos (Burton-on-Trent). 

The ex-officio officers for 1961 will be: Mr. D. E. Woodbine 
Parish, Flos (immediate past-president) and Mr. L. A. 
Walden, cBE, FioB, chairman of the National Joint Council 
for the Building Industry. 


Hertfordshire College of Building 


Presenting the first report on the work of Hertfordshire 

College of Building at the college prize distribution recently, 

Mr. A. G. G. Richards, Head of the College, said that in 

1950 the county not only had no college of building, but its 

one technical college at Watford, had not even a building 

department. Students of building were a sub-group in the 
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Department of Engineering, and their numbers in the day- 
time at the first enrolment of the first Department of Building 
were 55. 

Numbers were maintained at about that level for three 
years’ running, so in 1950 the first Building Department was 
opened, and in 1952 it was followed by a second at Hatfield. 
Once the departments had separate lives of their own, 
enrolments began to rise at once, and now, ten years later, 
they had the College of Building with 600. Except for a leap 
after the first year, progress had been steady. The overall 
record of work showed that the number of student hours 
for their first session together—166,000—exceeded by 30 
per cent the combined total for the last year of the Hatfield 
and Watford departments. 


Ministry of Works film service 


The Technical Information Service of the Ministry of Works 
has issued its annual selected list of technical films for the 
building industry. The 128 films on the list have been chosen 
by a panel as the most up-to-date on all aspects of building. 
The Ministry also acts as distributor for films made by the 
Building Research Station, and all these are included. 

The list is subdivided into 15 sections of films. grouped 
according to their subjects for ready reference. All films are 
in 16mm. Most of them are sound films and more than half 
of them are in colour. A brief synopsis of each is given under 
its title. With very few exceptions, the films are lent free of 
charge to firms, societies and educational establishments 
connected with building. 

Applications should be made to the Ministry’s Offices at 
London Headquarters, or at Edinburgh, Cardiff, Leeds, 
Manchester, Reading and Bristol. The Regional Technical 
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The recently completed Livingstone House in Salisbury, 
Southern Rhodesia, which is the tallest office block in the 
Federation. Architects : W. D’ Arcy Cathcart and Son, of 
Salisbury, in association with Dennis Lennon, of London 
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Information Officers can, if desired, advise on the choice of 
films and, where necessary, make arrangements for screening 
them. 

Copies of the list may be obtained free from Regional 
Technical Information Officers at the above centres, or the 
Ministry of Works, Room 225, Lambeth Bridge House, 
London, S.E.1. 


Falkirk civic centre 


A new £500,000 civic centre is to be built by Falkirk Town 
Council within the next four years. 

Designed by Baron Bercott, of Glasgow, the centre will be 
erected on a site of over seven acres at West Bank, on the 
north side of Camelon Road. The buildings will consist of a 
main office block centralizing all the council departments; a 
municipal suite providing a council chamber and committee 
rooms; and public halls, comprising a large hall with balcony 
and stage and a small hall. Car parking space wil! also be 
provided. 

Provost William Leisham said that the scheme would help 
Falkirk to maintain its place as the ‘capital’ of East Stirling- 
shire. 


Londoners for Hampshire 


Plans for accommodating some 60,000 Londoners in Hamp- 
shire went a stage further last week, with the decision by 
Hampshire County Council to authorize its finance committee 
to negotiate agreements with the Lcc and Basingstoke and 
Andover Councils. It is proposed that Basingstoke should 
take about 30,000, Andover 15,000 and the Tadley area to 
the north of the county 15,000. Most of the capita! will be 
provided by the Lcc. 


‘Scourge’ of air pollution 
Air pollution was called ‘a real social scourge on a world 
scale’ by Professor Rene Truhaut, president of the Inter- 
national Research Committee on the causes of cancer, in a 
recent address in Paris. 

He revealed that for the first time cancer had been provoked 
in rats by making them breathe air polluted to about the 
same degree as that over Paris. 


“New look’ for the Army 


Speaking at a luncheon at Chester recently, Lieut.-General 
W. G. Stirling, Goc-in-c Western Command, said the Army 
would be having barracks designed by the best architects in 
Britain. 

‘For 150 years at least, the Army has been housed atro- 
ciously,’ he declared. ‘I can remember living in huts which 
were condemned in the Boer War.’ The Army now wanted 
to make housing the last word in modern development. 

General Stirling said the married-quarters situation was 
being tackled with ‘extreme vigour’ and would be completed 
in the next three to four years. 


Maintenance scholarships 


The Architects’ Registration Council of the United Kingdom 
offer for award in June, 1961, certain maintenance scholar- 
ships in architecture. The scholarships will be renewable from 
year to year until the student has finished his or her school 
training. They will be available for students of British nation- 
ality who could not otherwise afford such training to enable 
them to attend architectural schools approved by the council. 

Students must, before submitting applications for ARCUK 
maintenance scholarships, ascertain from the loca! education 
authority for the district in which they live, whether that 
authority has any form of financial assistance available in 
cases such as theirs. Applications will not be considered if 
no steps have been taken by students to secure such other 
assistance as may be available. The scholarships will be 
available both for students who have already begun their 
training and for students wishing to begin their training. 
Scholarships will not be granted to students who will be less 
than 17 years of age on October | of the year in which the 
examination is taken. A 

Particulars and forms of application may be obtained from: 
The Secretary to the Board of Architectural Education, 
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Architects’ Registration Council of the United Kingdom, 
68 Portland Place, London, W.1. 

Copies of previous years’ examination papers may be 
obtained on payment of 6d. 

The closing date for the receipt of applications, duly com- 
pleted, is January 31, 1961. 


New LCC valuer 


Mr. William G. Webb, tcc deputy valuer, has been appointed 
valuer at a salary of £4,400 a year. He fills the vacancy caused 
by the death of Mr. J. E. J. Toole. 

Mr. Webb, who is 55, has served in the valuation depart- 
ment since he was 19. His special concern in recent years has 
been property negotiations for redevelopment schemes in 
central London. Previously he gave advice on the property 
aspects of town planning, on the green belt programme and 
property acquisitions for various council services. 


Building industry’s accident rate rises 


During the first half of this year there were 109 fatal and 
8,314 serious accidents in the building industry, compared 
with 78 fatal and 7,214 serious accidents in the same period 
last year. 

These figures were given by Mr. M. J. Youngs, Norwich 
and District Accident Prevention Group, at a meeting of the 
London Building and Engineering Contractors Accident 
Prevention Group recently. They show the accident rate 
to be running at a higher level than the average for many 
years. From 1950-57 the nurnber reported averaged 13,745 a 
year, of which an annual average of 188 were fatal. Over 
15,000 were reported in 1958, including 212 fatalities. If the 
present rate of accidents continues, therefore, the figures by 
the end of the year will be in the region of 218 fatalities and 
16,500 serious accidents. 

The speaker said that more young people than ever were 
being involved in accidents. The industry had heard some 
harsh words from the Inspector of Factories. Last year at 
least 40 per cent of prosecutions brought by the Factory 
Inspectorate involved building firms, especially the smaller 
ones. 

What were the reasons for the continuing rise in accidents? 
asked Mr. Youngs. Was the fine weather of 1959 responsible 
for the low rate that year and was this year’s bad weather 
the cause of the high rate? Had it anything to do with the 
type of buildings being erected—more high buildings were 
going up, for instance—or could it be due to the speed of 
erection ? 

He said this staggering rate of accidents involved heavy 
costs. These costs were incurred in many ways. There were the 
wages paid but not earned; the inevitable stoppages when 
the accident happened; the expense of the seemingly never- 
ending inquiries; the enforced absence of witnesses in any 
subsequent proceedings; the resultant lower morale of the 
workers; the damage to plant; the loss of production and the 
effect on insurance rates. All these things did not take into 
account the cost to the person involved and to the nation as 
a whole. 

An accident might mean the absence of a key worker or 
workers for a considerable time. They could not afford to 
have such losses when labour was so short. 

‘Is it better to risk the lives of workmen and save imme- 
diate expenditure, or take sensible measures and know that 
costs will be cut?’ he asked. 


Noise nuisance 


Mr. Henry Brooke, Minister of Housing and Local Govern- 
ment, has drawn the attention of local authorities to the Noise 
Abatement Act, 1960, which came into operation on 
November 27, and which gives them new powers to deal with 
noise and vibration nuisance. It also enables three or more 
occupiers of land or premises who are aggrieved by a noise 
or vibration nuisance to make a complaint to a magistrate. 
Section | of the Act enables local authorities to serve an 
abatement notice on the persons causing the nuisance, or on 
the owner or occupier of premises on which it arises. If the 
notice is not complied with, it can be enforced by proceedings 
in a magistrates’ court. 
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The Department of State, Office of Foreign 
Buildings of the United States Government, client 
Eero Saarinen and Associates in association with 
Yorke, Rosenberg and Mardall, architects 

Cyril Sweett and Partners, quantity surveyors 

F. J. Samuely, structural engineers 


This building, which houses the United States Embassy, 
the U.S. Consulate and the U.S. Information Service, is 
the result of a limited competition won by Saarinen in 
1956. It is designed to harmonize with a ‘Georgian’ 
environment and to ‘represent the best of architectural 
thought in America today’ (competition conditions). This 
building, which has aroused so much controversy is 
comprehensively illustrated here for the first time. 

On page 724, R. Furneaux Jordan writes his impressions. 
A statement by Saarinen is printed on page 732. 

These contributions, with the technical description 

which follows, are intended to help the reader in 
assessing one of the most important buildings completed 
in 1960. 
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On the following three pages, Eero 
Saarinen gives some thoughts on his 
approach to the design of the embassy 


THE United States Embassy Office 
Building on Grosvenor Square is a very 
simple, symmetrical building designed 
to fit in with the symmetry) of the 
square. 

At one time, the dominant character- 
istic of Grosvenor Square was low row 
houses in a variety of styles and motifs 
packed so closely next to each other 
that they became a unified frame. But 
the Grosvenor Estate, which controls the 
square, has a new master plan, which is 
gradually emerging, whereby three sides 
of the square will form one large pseudo- 
Georgian composition. Buildings similar 
in style to that formerly occupied by the 
United States Embassy offices, with a 
uniform cornice line, red brick walls, 
Portland cement columns and balustrades, 
etc., will give the square a new aspect. 
It is for this future square—not the one 
that exists only in people’s memories— 
that the embassy building, the fourth 
side of this giant outdoor room, was 
designed. 


It was important that the embassy 
building be harmonious with the square, 
but it also had to be a proud building in 
its own right, for an embassy building is 
an important building both to the host 
country and the guest country and should 
be a landmark. 


We sought harmony in various ways. 
The mass and general cornice height— 
the silhouette line against the sky— 
conform to those of the buildings in the 
future square. There is continuity of 
material: the Portland stone which is 
trim and ornament on the red brick 
pseudo-Georgian buildings becomes the 
material for the embassy building. When 
the Portland stone on the new building 


continued on facing page 


Approach to the 
main lobby 
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Main entrance doors onto Grosvenor Square. The grille is in the background 
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darkens to the same tone as that on the 
surrounding edifices, this continuity will 
be clearly seen. Portland stone seemed 
appropriate too since it is the material 
generally used on official buildings in 
London. It is a stone moreover which— 
if used with broken surfaces—gains 
with time a beautiful pattern and texture 
of whites and blacks. (The building has 
been criticized as being too light and 
therefore ostentatious. New Portland 
stone always is light; but not for very 
long. We knew when we designed the 
facade that if we gave the wall sufficient 
texture on in and out surfaces that time 
and London soot and rain and wind would 
make this a dramatically dark building). 

There is a general scale set up by 
the size of windows and decorations on 
the pseudo-Georgian facades. The same 
scale, only slightly bolder, has been sought 
in the embassy facade by the structural 
system that forms it. This wall structure 
of coupled precast concrete columns 
continued on page 734 


Above, the passport section of the U.S. 
Consulate on the ground floor. Below, a 
secondary entrance from Upper Brook 

Street for the U.S. Information Service 
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8 f Statement by 
Eero Saarinen 


|. continued : 


alternately placed above each other 
Be j creates a fenestration that is related to 
| | ee —_ hey that of the other buildings as well as 


giving us the desired plastic quality. 


{q 

| The building has three functions: the 
| functions of the United States Embassy, 
the United States Consulate and the 
tabby United States Information Service. Each 
- has its own entrance. Those of the 
Consulate and the United States Informa- 
tion Service are on the side streets. 
As the most important, the embassy 
functions have their entrance in the 
middle of the fagade facing Grosvenor 
LOWER GROUND FLOOR SCALE: LIN = 64FT Square. To enhance this entrance there 
are three free-standing columns and 
directly above these, like a pediment, is 
the eagle of the United States. Here 
the eagle is used not in the form of the 
great seal (which appears inside the 
entrance doors below) but freely and 
symbolically as it has so often been 
used in the past. The functions most 
directly serving the public are housed 
on the two lower floors. The other 
functions of the embassy are housed in 
the four storeys and penthouse above. 
Thus, the functional separation of what 
is for the public and what is more private 

is clearly expressed in the design. 

The most beautiful view of an English 
square is always from the first floor 
where one can look out above the auto- 
mobiles into the green park. The main 
floor of this building, where all the 
principal rooms are situated (the Library, 
the Consulate, etc.) has that particular 
view. Here, as elsewhere in the building, 
we have tried, through choice of materials 
and the character of the architecture, to 
furniture store create a stateliness and formality which 
express the meaning of the building. 


BASEMENT 


KEY to plans: a. Dark 
Room. b. Vestibule. 
c. Store. d. Dressing. 
¢. Bloodtest. f. Toilets. 
g. Rest Room. 

h. Examination. 

j. Reception and Files. 
k. Secretary. 1. Chief 
Doctor. m. Doctor. 
n. Treatment. 

o. Emergency. 

p. Bathroom. 


CROSS SECTION 
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The Plan 
The new Embassy is primarily an office 
building. At the centre of the plan a 
reception area is served by four fully- 
automatic lifts. These passenger lifts 
serve all floors, except the penthouse. 
Two staircases are contained in each 
services ‘core’ in the north and south 
wings. 

The ground floor contains the U.S.LS. 
Library, and the Visa Section of the 
Consular Service. Upper floors contain 
administrative offices, the Ambassador's 
suite being situated on the second floor 
of the building. 

The lower ground floor occurs at street 
level. An internal car parking area is 
situated on the west side with entrances 
at each end from Blackburne’s Mews. 
The rest of this floor is largely devoted 
to the U.S. Information Service. 

The cafeteria, restaurant and em- 
ployees’ lounge are situated in the base- 
ment. Two ramps slope down from 
Blackburne’s Mews to provide entry to 
a large garage space at basement level. 

Various maintenance departments, 
storage areas and plant rooms, including 
the main boiler room, are placed in the 
sub-basement. 


Construction ; 

Foundations consist mainly of mass 
concrete strip footings, taken 3ft into 
clay, with reinforced concrete distribu- 
ting beams which are either formed 
independently or by thickening out the 
sub-basement slab. 

Columns throughout the building 
are of in situ reinforced concrete. The 
sub-basement and basement floors con- 
sist in the main of a floating slab of 9in 
thick reinforced concrete. Around the 
perimeter of the rectangle, the slab 
turns up into a 9in wall tanked with 
asphalt and protected on the outside 
with 44in brickwork. The wall extends 
up to lower ground floor level where it 
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electric light standard 


Left, looking over the 
decorative aluminium coping 
trim down onto dome lights 
above the entrance lobby. 
Another view of this feature 
with the top floor set-back 
is shown on the facing page. 
Below, side entrance for 

the U.S. Consulate 
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The diagonal beam structure, supported 
on in situ columns, is poured into 
precast concrete troughs, which act as 
permanent formwork (see detail above 
and progress shots under). Above the 
troughs 2in precast concrete slabs 
support 2in of in situ topping. In about 
half of this floor a \2in gap is left 
between the top of beams and the floor 
over to accommodate services 
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continued from page 735 


thickens out to form a base for star- 
shaped columns which extend up to first 
floor level. At ground floor level there 
are beams spanning between these 
columns to carry the ground floor con- 
struction. 

Above first floor level the building is 
made up of composite construction 
consisting basically of three in situ rein- 
forced concrete ‘towers’ which extend 
to the foundations and which are con- 
nected by in situ reinforced concrete 
beam and column spine construction, 
with suspended floors of composite 
construction. 

The central tower has two lift shafts 
with Sin thick in situ reinforced concrete 
walls, whilst the north and south towers 
are similarly constructed but contain 
stairs, lavatories and services generally. 

The reinforced concrete columns in 
the lower part of the structure—mostly 
placed at 11ft centres—and the rein- 
forced concrete ‘towers’ support a 
system of diagonally intersecting beams 
at first floor level. These beams are of 

continued on page 740 
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4» KEY PLAN PERSPEX LAYLIGHTS MAIN LOBBY 


Above right, part of the main lobby. Walls here are of a white Greek 
Pentelicon marble. Left, part of the office area at the rear of this lobby 
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curve 


The exposed diagonal beam structure at first floor level 
By SECTION is precisely detailed at column and window junctions 
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continued from page 738 

in situ reinforced concrete and are 
placed at 7ft 94in centres in both 
directions. They are cast in trough 
section units of precast concrete which 
are left in position as permanent 
formwork. These trough sections are 
26ft deep by Ilin wide overall with 
castellations in the bottom of the 
section. The floor slab over the beams 
is generally of normal reinforced con- 
crete 4in thick. In about half of this 
floor, a 12in gap is left between the 
top of the beams and the floor over to 
accommodate services. 

These diagonal beams are cantilevered 
out approximately Sft from the face 
of the columns and carry at their 
extremities the precast concrete units 
which make up the walling above and 
which in turn bring down the loads 
from the upper floors. 

Floors in the upper part of the 
building are of composite construction. 
They contain I section beams at 5ft 6in 
centres. Prestressed precast concrete 
planks 4in deep form the bottom flange 
of the beams. Castellations are formed 
on top of these planks to form a key for 
the in situ part of the beam above. 
The top flange of the beam is formed by 
the floor slab which consists of an in situ 
reinforced concrete topping generally 
1}in thick, placed on precast concrete 
trough units which provide permanent 
formwork. The beams are cast with 
nibs which fit over 4in recesses on the 
spine beams and the nibs on the back 
of the concrete units in the walls. 


Electrical installation 


The electrical installation feeds the 
building through two separate sub- 
Stations. From these bus-bars rise to 
serve each floor. Power and electrical 
runs are fed horizontally on multiple 
G.E.C. trunking laid in the screed. A 
standby diesel powers an alternator to 
be used in case of emergency. 

Apart from stairs and service rooms, 
all lighting is by fluorescent tubes, 
housed in special fittings with grey 
louvres to eliminate glare. 


Ventilation 


Ventilation is provided in all internal 
spaces and in certain areas where there 
are high heat gains (e.g. library and 
auditorium). The supply air is cooled 
so that with an external temperature of 
80 deg F the interior is maintained at 
75 deg F. There is no humidity control. 
The air, which is heated and electro- 
Statically filtered, flows to mixing boxes 
on the recirculation side of four fan 
plants. These are situated in an IIft 
wide service gallery running 264ft, the 
length of the building. From here the 
supply and recirculation ducting runs 
up to every floor where it is distributed 
above the suspended ceiling to distribu- 
tion and intake points. Some sound 
attenuator boxes are provided to deaden 
both air noise caused by excessive air 
velocity (due to structural difficulties) 

and also as a security precaution. 
continued on page 742 
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Above, a corner of the U.S. Information Service library planned on two levels. 
Although in use, this area is still unfurnished and uses temporary furniture taken 
from the old building. Below, the lecture theatre auditorium (see also facing 
page) 
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Below and facing page, the auditorium, Walls 
consist of fabric panels backed with perforated 
hardboard covering acoustic treatments such as 

fibreglass. The ceiling is a heavily textured 
pattern of plaster units with concealed lighting 
at the perimeter and spotlights at the centre 

1 of each unit. The colour is dominantly that 
a provided by large areas of a dark gold fabric, 

y only relieved by a teak stage, charcoal 

coloured carpeting and the white ceiling. 
Air intake is above the false ceiling 
with extract under the stage 


Above, the cafeteria for personnel and their guests 
situated at basement level. The ceiling is acoustically 
treated to damp down noise ( particularly from the 
terrazzo floor) and also contains air intakes. 
Ventilation extract is at the rear of the servery 

(see photo below), thus preventing any spread of cooking 
smells. Here again, flourescent lighting is concealed 

at the perimeter with unit tungsten fittings. The colour 
scheme is dominantly that provided by ivory walls 

and floor, with a white ceiling and chair backs 

in a dusky yellow. Furniture was designed by 

Eero Saarinen, Below, the servery behind a screen wall 
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continued from page 740 

Heating 

Heating of the entire building is by low- 
temperature hot water supplied by three 
boilers, two with an output of 5 million 
B.Th.U/hr each and the other generating 
1.5 million B.Th.U/hr (domestic hot 
water during the summer). 

The upper floors are divided into four 
main heating zones, each with its own 
thermostatically-controlled circuit which 
runs through ‘Copperad’ convectors. 
The ground floor and below are heated 
and ventilated by a plenum system run 
off heater batteries connected to a fifth 
circuit. When external temperature is 
30 deg F the systems are designed to 
a room temperature of 70 deg F. 


General Contractors: PAULING & CO. LTD 


Sub-contractors and suppliers: 


Acoustic Wall Linings: Absorbit Ltd. Anodised 
Aluminium: Frederick Sage & Co. Ltd. Asphalie 
Roofing: The Excel Asphalte Co. Ltd. Automobile Lift 
G.T. Riches& Co. Lid. Boilerhouse Sprinkler System 
Mather & Platt Lid. Chilled Water Supply Units 
York Shipley Ltd. Collapsible Gates: Potter Rax Lid. 
Concrete Structure: Wates Ltd. Electricity Supply 
London Electricity Board. Electrical Work: T. Clarke 
& Co. Ltd. Extract Ventilation System: Huttly 
Brothers. Floor and Wall Tiling: Tile Decoration Ltd. 
Gas Supply: North Thames Gas Board. Glazing: J. 
Pearson & Sons (London) Ltd. Incinerators: Heenan 
& Froude Lid. Joinery: Samuel Elliott & Sons 
(Reading) Ltd. Kitchen Equipment: The Falkirk Iron 
Co. Lid. Library Shelving: Sankey Sheldon Lid. Lifts 
Otis E’evator Co. Lid. Light Fittings: John Hearson 
& Co. Ltd. Lightweight Concrete Screeds: G. H 
Martin. Lighting Protection: W. J. Furse & Co. Lid. 
Marblework : J. Josiin & Co. Ltd. Painting: Decorative 
Specialists Lid. Paving: Prodorite Lid. Perspex 
Laylights: Ajax Architectural Products Ltd. Plastering 
Robert Whetstone & Co. Ltd.; Plastering Contractors 
(Stanmore) Lid. Plastic-faced Partitions: George 
Parnall & Co. Ltd. Plumbing, Heating and Ventilation 
Matthew Hall & Co. Ltd. Pnewmatic Tube System 
Lamson Engineering Co. Ltd. Portland Stone: Bath & 
Portland Stone Firms Ltd. ‘Q’ Deck Roofing 
Robertson Thain Lid. Radio Masts: Coubro & 
Scrutton Ltd. Roller Shutter Doors: Hall Engineering 
Lid. Rubber Floor Tiling: The Marley Tile Co. Ltd. 
Scaffolding : Scaffolding Co. Ltd. Security Grilles 
Clark, Hunt & Co. Lid. Steelwork for Suspended 
Ceilings: S. W. Farmer & Son Ltd. Suspended Ceilings 
and Fibrous Plasterwork : Clark & Fenn Lid. Suspended 
Ceiling Supports: The Steel Bracketing & Lathing Lid. 
Terrazzo Paving B. Simpson & Sons Ltd. 
Toughened Glass Doors and White Plate to Interior 
Screens: Steele's (Contractors) Ltd. 7.V. and V.H.F 
Aerial System: Belling & Lee Ltd. Vinyl Floor Tiling 

tex Ltd. Water Supply: Metropolitan Water 
Board. Windows: Henry Hope & Sons Ltd. 
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Typical shots of accommodation on the 
second floor are shown on these pages. 
Coming from the central core of fully- 
automatic lifts, the visitor is faced with 
the reception desk and waiting area 
(above). A close-up of the specialiy 
designed desk is shown below left. Right 
of this, the main conference room. Most 
of the teakwood office furniture was 
designed by Edward J. Wormley. 
Precise detailing at door-to-wall 
junctions is shown opposite 
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Above, the office of a senior executive 
within the Ambassador's suite. As with 
other office areas, the decorative scheme 
consists of ivory walls, white ceiling, 

and teak veneered doors, here augmented 
with a further area of teak panelling in tiled ceiling 
the right-hand wall. Below left, the 

Ambassador’s own office and, right, a 

conference room for the exclusive use of 

the Ambassador. A standby suite on 

this floor is reserved for visiting U.S. 

government officials 
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COST ANALYSIS OF CONTRACT PRICES 


Tender date (Structural) 
(Main construction) .. 

Work started 

Work completed 

Lowest tender price 

Superficial area of buildings (gross floor area) 

Cube of buildings 


June 1957 
September 1957 
August 1957 
Uncompleted 
£1,754,717 
264,297 ft sq 
3,471,015 ft cu 


Total Per F.C. | Per F.S. 
Individual Group | Individual comp | Individual | Group 

Preliminaries, water & insurances — 46,568 | 3-220 3 6-287 
Foundations - 79,762 | 5-515 | 6 0-429 
Structure | 
Frame: vibrated R.C. columns & beams in situ 45,352 | 3-136 | 3 $-183 
Floors: mainly composite construction of prestressed | | 

planks, infilling pots and in situ reinforced topping } | 

with diagonal in situ reinforced concrete con- | 

struction at first floor level . 130,937 | - 9-053 9 10-900 
Walls: vibrated R.C. retaining walls, P.C. R.C. | 

external wall framing, brick walls internally, vertical | 

asphalt tanking to retaining walls . . 71,035 | 4-912 i S$ 4-$05 
Internal partitions: thermalite, trianco, lignacite 

partition blocks, prefabricated ‘Holoplast’ office | 

partitions, W.C. partitions .. 41,292 | — 2-855 — | 3 1-496 _ 
Flue & refuse disposal chutes 1,217 084 — 1-105 | = 
P.C.C. strong room ; 2,500 292,333 173 1 8-213 2:270 22 1-459 
External finishes 
Facings & claddings: P.C.C. facing slabs, Yorkshire 

stone plinths, Granite steps, natural Portland stone- | 

work to front. Elevation & returns, reconstructed } | 

stone to rear elevations 102,294 | 7-073 | 7 8-890 
External doors & windows: galvanized windows, 

gold and grey anodized aluminium windows & 

entrance screens including ofing. head glass doors 106,517 - 7-366 — 8 0-725 _ 
Roof coverings: ead } 

Dome & laylights 6,077 420 — 5518 — 
Metalwork & sundries: security grilles, anodized 

aluminium finishings, guard railings, platforms & 

cat ladders, collapsible & sliding gates, roller 

shutters, access doors & covers, ae ae 83,820 — 5-796 6 4-114 
Sculpture ; ea ; 30,000 344,941 2:074 1 11-851 2 3-242 | 26 1-230 
Internal finishings | 
Floor coverings including skirtings & screeds 70,275 4-859 — 5 3-815 | —- 
Wall & ceiling finishings ; 103,588 7-162 — 7 10-065 — 
Internal doors, panels, screens & joinery: solid core | | 

flush doors, formica faced panelled fronts to ducts, 

African Walnut door linings & finishings 27,397 1-844 a 2 0-078 — 
Fittings: Teak handrails, dressing cubicles, cloak & 

filing cabinets, recesses, counter fitments, shelf 

units & fitments, cupboard fitments, auditorium 

seating, mirrors, drinking fountain & hose ree! 

cupboards ; 39,766 - 2-750 3 0-110 
Kitehen equipment 22,650 1-566 | 1 8-566 
Ironmongery 18,941 1-310 1 5-200 | --- 
Internal matabwork : galvanized metal door frames 

galvanized mild steel ceiling bearers. Extended | 

aluminium trims, metal screens & doors, staircase 

balustrades, strong room doors & frames 43,216 2-988 — 3 3-243 
Decorations: cil paint on plaster, metal & wood- 

work, polishing on hardwood 17,328 343,161 | 1:198 | 1 11-727 1 3-735 | 25 11-614 
Mechanical services | 
Heating, hot water & 143,856 | 9-947 — 10 10-631 
Lift installation .. 56,349 | 3-896 4 3-169 | — 
Car hoist 363 025 330 
Air conditioning & extract ventilation system 133,475 9-229 — 10 1°204 — 
Air conditioning refrigeration 13,068 | 11-867 
Electrical installation 78,553 - 5-431 -- 5 11-331 
Lighting fittings 63,300 4:377 4 9-481 
Electric clocks 1,708 — “118 1-551 
Internal plumbing, drainage & ‘sanitary fittings 27,988 1-935 —_ 2 1-415 | -- 
Chiller units 505 - 035 | — 0-459 _ 
Fire fighting equipment: sprinkler C 0, fire protection | 

systems, first aid fire fighting equipment & hose reels 

Wet fire mains, dry riser fire mains 17,597 _ 1-217 | — | { 3-979 | —_ 
Incinerator & disposal chutes. 8,805 — | 7-995 | 
Lightening protection 1,006 070 | — 913 
Pneumatic tube system. 3,475 550,048 240 | 3 2033 | 3-156 | 41 7-481 
Builders work in connection with specialist services — 31,215 om 2-158 | = 2 4345 
External works 
Hardcore filling, etc., to existing vaults, concrete 

boundary walls (for stone & concrete cladding), 

P.C.C. paving, P.C.C. facing slabs to wall. Essex 

grey cobbled work to public road & eyeipem & to | 

existing utility services - 28,997 —_— 2-005 | — | 3 2333 
Contingencies 37,692 — 2-606 | | 10-227 
Total 1,754,717 10 1-328) — | 132 9-404 
Total cost of job Not known 


Cost per ft super 
Cost per ft cube 


132s. 
10s. 14d. 
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A new development in curtain walling 


WINDOW WALLS in the | 
SANDERSON 
Berners Street, London, WI 


are complete window walls, finished inside 
and out with concealed rainwater, heating 

MULLION 
and sprinkler pipes, ducting and convectors DETAIL 


Send for List 383 
7 HENRY HOPE & SONS LTD 
HOPE S WINDOWS SMETHWICK, BIRMINGHAM 
The Name Guarantees LONDON: 17 BERNERS ST., W.1 


57 
Architects: Slater & Uren. t ¥ 
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VIEW OF DIAGRID CAPS AND 
SOFFITE PLATES FROM MAIN 
ENTRANCE LOOKING NORTH 


Head Office and Showrooms 
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metalwork 


THE 


AMERICAN EMBASSY 


GROSVENOR SQUARE 


ARCHITECTS 

EERO SAARINEN & ASSOCIATES 
ASSOCIATED ARCHITECTS 

YORK, ROSENBERG & MARDALL 


FREDK SAGE & CO LTD HOLBORN HALL GRAY’S INN ROAD LONDON WC1 Telephone: Holborn 7822 


AND AT 136 RENFIELD STREET GLASGOW 


$8 
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industrial notes 


@ The General Electric Co. Ltd. have 
reduced the prices of their cookers and 
refrigerators. This has been done, in the 
case of cookers, to add impetus to their 
rising sales and, with refrigerators, to clear 
the production bottleneck created by a 
full pipeline from manufacturer to trader 
and resulting from the present Govern- 
ment restrictions. The blockage of supply 
lines has meant that no new models can 
get through and the present action has 
been taken to ease this serious situation. 
Reductions are: cookers —the Quality 
from £39 8s to £35, the Superb from 
£65 to £59 10s, and the Marlborough 
Estate from £28 to £26; refrigerators 

24 cu ft (DE 250) from £48 7s 6d to 
£45 3s, 4 cu ft (DE 42B) from £66 3s to 
£56, 6 cu ft (DE 61) from £99 to £90, and 
8 cu ft (DE 82) from £125 to £112 10s. 


@ Crondale Furniture Co, Ltd., makers 
of Prestige Kitchen Furniture, have 
appointed Mr. M. Pengilly to represent 
them to architects and building contrac- 
tors in London and the Home Counties. 


@ S. Wernick & Sons Ltd., sectional 
building manufacturers of Wolverhamp- 
ton and Billericay, have opened London 
offices at 64/66 Oxford Street, London, 
W.1 (telephone: Langham 4847). Board 
changes within the company include the 
appointments of Mr. S. Wernick, Junior, 
as chairman; he is responsible for pro- 
duction at Brownhills and the Wolver- 
hampton factory as well as at Dainty, 
Smith & Co. Ltd. at Wolverhampton; and 
Mr. M. Nieman who has taken over at 
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the Billericay factory in a similar capacity. 
Messrs. N. and J. Wernick have been 
appointed joint managing directors and 
Mr. L. Wernick is the head of a new 
department set up to centralize the firm’s 
buying activities. Mr. C. E. Symonds has 
been appointed to the main board. 


@ G.H. Osborn Building Products Ltd. 
have set up a new division within the 
company for the manufacture of industrial 
reinforced plastic products. The new 
division will operate from the factory site 
at Hayes, Middlesex. A technical service 
department has been initiated to give 
advice to customers. 


@ Crabtree Electrical Industries Ltd. 
show a group profit for the year ended 
July 31, 1960, of £206,063, compared 
with the 1959 result of £222,752. A final 
ordinary dividend of 8} per cent has 
been proposed. 


@ E. P. Allam Ltd. state that E. P. 
Allam of India (Private) Ltd. has been 
incorporated and will manufacture the 
complete range of Allam Vibrators for 
use throughout India. The Indian colla- 
borators are A. D. Dhingra, B.sc(edin), 
and K. K. Jajodia, managing director of 
the Lynx Machinery Co., Lynx-Ofu Ltd. 
and other Indian companies. The entire 
manufacture of vibrators will be under- 
taken by Lynx Machinery Co. and the 
purchasing of materials and marketing of 
completed vibrators, compactors, etc., 
will be carried out by E. P. Allam of 
India (Private) Ltd. 


The living room, designed by Terence Conran, in the Lighter Living Exhibition 
recently staged in London on behalf of Alcan (UK) Ltd. Altogether, over a hundred 
items, basically of aluminium, were on view. All lighting was designed by Walter 
Boissevain, managing director of Merchant Adventurers Ltd. Amongst the items seen 
in our picture, the lounge chair and table were by Hille Ltd.; Venetian blinds by 
Luxaflex Ltd. ; adjustable shelving brackets by Tebrex Ltd.; and ‘ Gaiety’ window 
by Williams & Williams Ltd. The pyramid ceiling was specially constructed from 
folded aluminium-faced carton board and the firehood and chimney from Alcan 


Industries aluminium sheet 


7445 


@ Rear-Admiral A. J. Tyndale-Biscoe, 
CB, OBF, MiMechr, FRAeS, has been elected 
to the board of Blaw-Knox Ltd., and 
appointed assistant managing director. 


@ A. Monk & Co. Ltd., civil engineering, 
building and public works contractors, 
show a net profit of £323,349 for the year 
ended February 29, 1960, compared with 
the previous year’s profit of £281,624. It 
has been proposed that a final dividend of 
16} per cent and a bonus of 74 per cent 
should be paid to ordinary stockholders, 
making a total distribution of 37} per cent 
for the year. 


@ Mr. A. Short, jp, Bsc HON, MSC, 
MiStructe, has received the Reinforced 
Concrete Association’s medal for 1959/60 
for his paper on ‘The use of lightweight 
concrete for reinforced concrete construc- 
tion’. The award is made annually for the 
best paper given to the Association during 
the session, 


@ The Third International Hospital 
Equipment and Medical Services Exhibi- 
tion will be held in the Grand Hall, 
Olympia, London, from May 15-20, 1961. 
One hundred and thirty-five exhibitors 
have already reserved 60,000 sq ft of the 
total 100,000 sq ft space available. 


@ S.L.R. Electric Ltd. are now making 
fluorescent and tungsten lighting fittings, 
special trunking and ducting in a new 
factory at Potters Bar, Middlesex. Assem- 
bly, despatch and general sales depart- 
ments continue to operate from their 
South Harrow premises. A new S.L.R. 
lighting catalogue, no. 41, is now available. 


@ Certain changes in sales representation 
have been made following the recent 
acquisition of Bilston Foundries Ltd. by 
Allied Ironfounders Ltd. Bilston’s repre- 
sentatives have become members of the 
Allied sales force and Mr. Clifford 
Raybould, their sales manager, has joined 
the Bath division of Allied Ironfounders as 
sales manager and deputy to Mr. F. 
Maurice Jones, the sales direct pr. 


@ The Builders Copper Tube Co. Ltd. 
have moved to a new address at 88-94 
Tottenham Court Road, London, W.1 
(telephone: Museum 7888). 


@ William Harland & Son Ltd., paint 
manufacturers, have appointed David 
Caplan, FsIA, design consultant, to create 
a house style, trade mark symbol and a 
range of labels for their products. 


@ The Rawiplug Co. Ltd. have declared 
an interim dividend of 74 per cent, less 
tax, on their ordinary share capital for the 
year ending December 31, 1960. 


CORRECTION 


The 14ft Glydover door shown by Bolton 
Gate Co. Ltd. at the recent Manchester 
Building Exhibition had a_ cellulosed 
finish and was not vitreous enamelled as 
stated on page 541 of a & BN, October 26, 
1960. 


new products 


In this feature are reviewed new lines introduced to the building 


industry for the first time and additions or improvements made 


to the existing ones. 


Traffic Beacon (A) 

The Hume Atkins traffic beacon is con- 
structed from steel which is Jenolised for 
protection against rust. It has a white opal 
Perspex diffuser with background for 
lettering in Traffic Blue, the steel part of 
the unit being enamelled Middle Graphite 
BS Colour 671. The beacon is wired with 
switch start 200/250V 50 cycle control 
gear to operate one 2ft 40W fluorescent 
lamp. Relamping and access to the con- 
trol gear panel is obtained by removing the 
top cover. Provision is made for cable 
entry in the base and fixing bolts are 
supplied. The lettering on the beacon 
can be either ‘In’, ‘Out’ or ‘Open’ as 
required. Overall dimensions: 10in by 
Sin by 34in high. 

Hume Atkins & Co. Ltd., 

163 Victoria Street, 

London, S.W.1. 

Victoria 0161. 

Readers’ Information Service 

Ref. A. 7/12/69. 


* 


Aggregate Exposure in Concrete (B) 

Following experiments recently made in 
Norway in open sand-blasting, tests have 
been carried out, in conjunction with the 
Cement and Concrete Association, using 
the medium of shot-blasting to achieve 
aggregate exposure of concrete. It is 
claimed that results obtained were better 
in many ways than the various methods 
already in use such as grinding, bush 
hammering, wire brushing, acid etching 
or spraying the surface of the slab with a 
fine water spray before hardening of the 
concrete. The equipment used on these 
tests was a Vacu-Blast closed-circuit shot- 
blast unit. The principle of the working 
of this unit involves the automatic re- 
covery of abrasive by a pressure/vacuum 
system which takes place inside a gunhead 
moved along the face of the concrete. 
The abrasive, together with the broken- 
down mortar, is returned to the unit 
through the vacuum line and is then 
separated and cleaned for re-circulation. 
The mortar is carried over to the dust 
section of the machine which is emptied 
at intervals. The operation is claimed to be 
dust-free. Although it is always an 
advantage to expose when concrete is still 
young, the time factor is claimed to be 
not nearly so important with the Vacu- 
Blast technique as with other methods. 
A recent trial on the new University 
buildings at Cambridge showed that it 
was possible to expose when the concrete 
had been in position for six weeks, at the 
rate of 4 sq yds per hr. Limestone wall 
comprising a 4:2:1 mix was exposed to a 
depth of jin at a rate of 1 sq ft per 
min and the wall was again six weeks 
old. The depth of exposure of the aggre- 
gate can be determined by three factors: 


Any advantages claimed on behalf of the 
products are taken from information given by the manufacturer 


(1) the ‘dwell’ of the gun on the surface, 
(2) the pressure at which blasting is carried 
out and (3) the particle size of the abrasive 
used. On a white cement grout mixed 
wall, comprising lin to lin round 
aggregate, exposure was possible to a 
depth of 4in by the correct manipulation 
of these three variables. Although it may 
be expected that aggregate exposed in 
this manner would shatter, it is claimed 
to have been proved that this is not so and 
that even smaller particles are left intact. 
In addition it is stated to be possible to 
expose to the edge of the block or wall 
by use of a suitable template. As is shown 
by our illustration, exposure is uniform 
over the entire surface. The equipment 
recommended for aggregate exposure by 
this method is the Medium Vacu-Blast 
unit. Only compressed air is required to 
operate the gun which may be used at a 
vertical lift of 15ft and up to a distance of 
40ft from the machine; the gun may 
equally well be operated overhead. This 
Medium unit may also be used for 
cleaning the internal bores of pipes, as 
well as external surfaces prior to wrapping 
or coating 

Vacu-Blast Litd., Wellcroft Road, 

Bath Road, Slough, Bucks. 

Slough 24507 

Readers’ Information Service 

Ref. B. 7/12/60. 


Packaged Air Conditioners 


This company is now producing a series 
of air-cooled split packaged air con- 
ditioners designed to fit the need where 
space is limited and cooling water is 
neither easily nor cheaply available. By 
separating the condensing and fan coil air 
handling unit, it can be installed indepen- 
dently in the most convenient positions. 
The fan coil will fit either vertically or 
horizontally at floor or ceiling level with 
the air discharge or registers in any 
direction. The condensing unit can be 
placed in any unused space and connected 
to the fan unit by small lines of refrigerant 
tubing. The condenser is available for use 
either in direct expansion systems or with 
chilled water. Four capacities are available, 
ranging from 30,100 to 106,000 B. Th. U/hr. 
Condenser measurements range from Ift 
llin by 2ft lin by 2ft to 6ft by 3ft by 
3ft 9in and they can be combined with 
three distinct fan coil units with cooling 
capacities of 54,000, 79,000 and 122,000 
B.Th.U. The largest model can handle air 
up to 5,000 cu ft per min and stands 
6ft 3in high by 5ft 3in wide and 2ft lin 
deep. 

Carlyle Air Conditioning & Refrigeration 
Co. Ltd., 1 King Street, London, S.W.1. 
Whitehall 5356. 

Readers’ Information Service 

Ref. C. 7/12/60. 
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Shot-blasting exposure of aggregate (B) 


The Medium Vacu-Blast unit (B) 


The Hume Atkins traffic beacon (A) 
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Drawn by A. Carr Linford, R.W.S. 


Embassy Building, Grosvenor Square,. 
London, for the Government of the 
United States of Ameriea. 

Built by 


PAULING 


RUSH & TOMPKINS = PAULING GROUP 
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CRANLEY Floor Beams 


K Speed in erection * Good insulation values 
* No shuttering required % Specialist erection teams 


Guecranteed delivery dates 


Beams can be smooth or keyed for plastering as required 


VINE WORKS, CRANLEIGH, SURREY. Telephone: CRANLEIGH 814/5 
BRANCH WORKS 


Bursham Works, Rhostyllen, Wrexham, Denbighshire. Telephone: Wrexham 4240 
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new products win: 


Horizontal Window Ventilator (D) 


The Permavent horizontal window venti- 
lator has been produced in extruded 
aluminium for houses and flats. It is 
available in any length up to 6ft, is 
claimed to be resistant to corrosion and 
to give permanent or controlled trouble- 
free ventilation with locked window 
security and minimum light restriction. 
It is suitable for both internal or external 
glazing and is fitted within the glazing 
rebate at the top of metal or timber 
windows and doors. Both versions, the 
Mark I (permanent ventilation) and the 
Mark II (controlled ventilation), with or 
without flyscreens, are made of extruded 
aluminium to BS 1476 with end caps to 
BS 1490. Stainless steel screws secure the 
body to the end caps to obviate any 
possible corrosive action and the units are 
self colour finish throughout. The Mark II 
units have a variable temperature control 
operated by nylon cord supplied to a 
standard drop length of 2ft 6in. Four 
fixings are provided on both models to 
take fein screws and the ventilator should 
be bedded in mastic and secured to the 
window frame before glazing. The glass 
should be bedded in mastic in the glazing 
channel of the ventilator, the whole light 
being fitted in the usual manner and 
mastic carried round both ends and top 
flanges of the ventilator. Longer lengths 
than 6ft can be supplied if required. 
Greenwood’s & Airvac Ventilating Co. Ltd., 
Beacon House, Kingsway, 

London, W.C.2. Chancery 8135. 

Readers’ Information Service 

Ref. D. 7/12/60. 
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Epoxy Resins on Concrete Weirs (E) 

The rapid growth of algae on concrete 
surfaces is a constant problem to River 
Boards when cleaning concrete weirs 
under summer conditions. This company 
has produced an Araldite epoxy resin for 
coating concrete which has been tested 
for algal growth and it is claimed that 
results show that the coating considerably 
reduced the rate of growth of the algae. 
Our illustration shows the new Araldite 
based coating being applied to a weir at 
a gauging station on the River Lark near 
Mildenhall, Suffolk. 

CIBA (ARL) Ltd., 

Duxford, Cambridge. 

Sawston 2121. 

Readers’ Information Service 

Ref. E. 7/12/60. 
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Teak Furniture (F) 


A new easy chair and matching settee in 
oiled Bangkok teak is now available from 
Denmark. Special features of the furniture 
include 2in reversible foam cushions 
fitted with zips on plastic covered tension 
springs; the use of teak, kiln-dried to 8 
per cent moisture content; and a wide 
range of upholstery materials from wool 
and cotton mixtures to coach hide, all 
available in several colours. The UC71 
armchair has a seat height of 16in and 
overall width and depth of 27in and 304in 
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respectively. Retail prices (including pur- 
chase tax): £22 18s 3d (A range fabric), 
£24 16s 5d (B range fabric), £25 19s 8d 
(C range fabric), £28 7s 9d (leather), 
and £20 19s 10d (with customer's own 
fabric—1} yds of 48in fabric per chair). 
The UC70 settee is available in units of 
two to ten seats. Prices (per single unit): 
£22 18s 3d (A range fabric), £24 16s 5d 
(B range fabric), £25 19s 8d (C range 
fabric), £28 7s 9d (leather), and £20 19s 10d 
(with customer’s own fabric—1lj yds of 
48in fabric per unit). 

Conran Furniture, 

Conran & Company Lid., 

6 Cadogan Lane, London, S.W.\. 
Belgravia 3161. 

Readers’ Information Service 

Ref. F. 7/12/60. 
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Land Rover-mounted Compressor (G) 

A Land Rover-mounted version of model 
125-RO-2 Power Vane compressor has 
been introduced for highly mobile opera- 
tion and for use on sites where no access 
roads exist. The compressor is a standard 
two-stage, sliding-vane model delivering 
120 c.f.m. at 100 p.s.i. and is mounted 
centrally along the Land Rover's body 
length. The vehicle will also accommodate 
about 300Ilb of tools such as concrete 
breakers, pneumatic picks, steels and 
lengths of hose. The body of the com- 
pressor is enclosed by a louvred canopy 
and a spare wheel is carried on the bonnet. 
The vehicle has been fitted with special 
rear springs and shock absorbers. The 
Rover diesel is a four-stroke, four-cylinder 
O.H.V. engine of 2 litres capacity, 
developing 51:2 b.h.p. at 3,500 r.p.m. 
and 44:2 b.h.p. at 2,700 r.p.m. Drive 
from the engine is taken through the gear 
box to the centre power take-off and 
thence by an outrigger extension shaft 
to a multiple vee rope pulley. This pulley 
connects by a 1-125 : 1 reduction drive toa 
pulley mounted on an extension shaft of 
the compressor. The compressor is driven 
with the engine in third gear at 2,700 r.p.m. 
The compressor is automatically regulated 
and has an instrument panel showing 
discharge, inter-stage and pump inlet oil 
pressures, and discharge temperature. 
Vehicle overall dimensions: 175in long, 
64in wide and ground clearance of 9}in. 
Consolidated Pneumatic Tool Co. Ltd. 

232 Dawes Road, London, S.W.6. 
Readers’ Information Service 

Ref. G. 7/12/60. 
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Industrial Flooring 


Evoscreed industrial flooring consists of 
an epoxy resin based medium mixed with 
carefully selected and blended aggregate. 
It produces a jointiess flooring of dense 
texture which is claimed to be resistant to 
acids, solvents, fats, oils, chemicals and 
water and capable of withstanding abra- 
sion, point loading, impact and heavy 
traffic. It is stated to be suitable for use in 
breweries, dairies, food processing plants, 
hospitals, laboratories and engineering 
shops. Evoscreed should be applied with a 


The UCT70 settee (F) 


Land Rover-mounted compressor (G) 


Araldite coating being applied (E) 
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new products 


trowel to a thickness of about tin to jin 
to any hard floor of any material. It will 
dry hard enough to take light traffic after 
only six to eight hours. Normal traffic 
can be used 16 hours after application and 
maximum hardness is reached in about 
three days under normal temperature con- 
ditions. Evoscreed is produced in three 
grades, GP, CR and Non-slip. GP is a 
general purpose screed recommended 
where resistance to water, dilute acids 
and alkalis and to heavy trafficking is 
required. Type CR is designed to give 
maximum compaction and resistance to 
chemical attack. It has similar impact and 
abrasion resistance although its finish is 
smoother than that shown by the GP 
grade. The Non-slip type is for application 
as a surface dressing where maximum 
skid and slip resistance is required. It is 
available in a fine grade for factories and 
in a coarse grade for use on dangerous 
bends and inclines in roads. Types GP and 
CR are available in plain finish (concrete 
colour), red, green or grey whilst the 
Non-slip grade is supplied in black only. 
Evode Ltd., Common Road, Stafford. 
Readers’ Information Service 

Ref. H. 7/12/60. 


* 
Polyamide Door Catch (1) 


An adjustable roller door catch and 
striker plate, claimed to eliminate rattle, 
is now being produced by Micro and 
Precision Mouldings (Cheltenham) Ltd. 
Protrusion of the roller catch is adjust- 
able by means of simple screw mechanism 
which is kept under pressure against the 
striker plate. The device is made of Ralsin, 
a polyamide which can be moulded to a 
high degree of accuracy and is claimed 
to remain stable under varying conditions 
of humidity, and to be highly resistant to 
abrasion as well as being virtually un- 
breakable. The Map-Catch, as the product 
is known, is light in weight and may be 
used on interior doors. Price: 3s 4d. 
Whiffen & Sons Ltd., 

Willows Works, Derby Road, 
Loughborough, Leics. 

Readers’ Information Service 

Ref. I. 7/12/60. 


* 
Gas-fired Boiler (J) 


The Paramount domestic gas-fired boiler 
will provide hot water and central heating 
and is a fully automatic unit. It is supplied 
in three sizes with ratings of 50,000, 
75,000 and 100,000 B.Th.U/hr and al- 
though the smaller unit has passed 
stringent tests imposed by the Gas Council 
both as regards design and efficiency 
rating, the two larger units have not yet 
undergone the test. The boiler is con- 
structed of steel and has multi-horizontal 
water tubes arranged to ensure that no 
hot gases pass into the fu> without having 
first been in contact with water backed 
heat transfer surfaces. The boiler is 
insulated to reduce the heat loss to a 
minimum and there is a detachable 
insulated cover, fitting over the top of the 
boiler, which allows access to the whole 
width of the inside of the combustion 


area for cleaning. The boiler and controls 
are enclosed in a white stove enamelled 


sheet steel casing with steel fittings. The 
outer case can be completely removed 
when necessary. Dual flow and return 
water connections are fitted to allow the 
operation of thermo-syphon water heating 
on one loop and the connection of a 
central heating circuit on the second loop. 
The boiler is fitted with an adjustable 
thermostat and flame failure valve. Over- 
all dimensions: (50,000 B.Th.U/hr model) 
24lin wide by 39}in high by 204in deep. 
Prices: (50,000 B.Th.U/hr model) £99 
(fitted with small-bore circulator, electric 
switch, temperature gauge, time clock and 
including wiring and piping) and £54 (when 
supplied without circulator, switch, tem- 
perature gauge or time clock). 

Perkins Boilers Ltd., 

Mansfield Road, Derby. 

Readers’ Information Service 

Ref. J. 7/12/60. 
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Additional Unistrut Fittings (K) 
Two-, three- and four-way junction boxes 
have been introduced to give even greater 
flexibility to the Unistrut steel channel 
support system, when used as a fluorescent 
trunking. The boxes are made of 16S.W.G. 
mild steel and have cover plates ready 
drilled for fixing screws. The two-way and 
three-way boxes have jin lip along the 
straight edges except at entrances. Junc- 
tion boxes can be speedily fixed with the 
Unistrut self-locating nut and round-head 
screw. Finish: olive green stove enamel. 
Unistrut Division of Sankey Sheldon Ltd., 
Welwyn Garden City, Herts. 
WNS5 6321 
Readers’ Information Service 
Ref. K. 7/12/60. 

* 
13A Socket Outlet (L) 
The Briticent four-way 13A fused, 
shuttered, socket outlet is moulded in 
rubber or neoprene and has been developed 
from the company’s already successful 
SA unit. All contacts are formed from 
continuous brass strip, mounted edgewise, 
in ‘ring main’ fashion and completely 
embedded in rubber or neoprene. There is 
a 13A fuse on the line side which can 
be quickly replaced if overloaded and 
blown. There are no rivets or screws 
inside the unit which are not captive and 
enclosed in insulating material, thus the 
danger of failure or short circuit is 
eliminated. The unit also incorporates a 
flex locking device in which the incoming 
mains lead is looped completely around a 
central insulated post which prevents the 
cable pulling out or direct strain being 
applied to the mains cable terminals. 
The appliance is claimed to be capable of 
withstanding extremely rough treatment 
and to be impervious to oils and corro- 
sives. It is suitable for use as an extension 
lead for workshops, factories, laboratories, 
garages, hotels or in any situation where 
temporary long leads are _ required. 
Knock-outs in the base of the unit enable 
it to be either screwed to a flat wall or 
surface, or else suspended from a wall. 
British Central Electrical Co. Ltd., 
6/8 Rosebery Avenue, London, E.C.1. 
Readers’ Information Service 
Ref. L. 7/12/60. 
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Lowest running costs. The big news in central 
heating these days is the amazing cheapness 
of the solid fuel systems. For example, the 
average weekly running cost for a two- or 
three-radiator system can be as little as 11/1d! 
Just compare that with oil, gas and electricity 
—see chart on right. 


Lower installation costs. Compared with oil, 
solid fuel systems are much cheaper to buy 
and install. The new solid fuel boilers are 
really streamlined and require very little 
attention. They are thermostatically con- 
trolled and finished in gleaming vitreous 
enamel in a range of modern colours. 


N.C.B. Housewarming Plan—offers a personal 
loan to cover the cost of a central heating 
installation. Low interest—five years to pay— 
tax relief. 


Lowest maintenance costs. Solid fuel systems 
cost practically nothing to maintain. But with 
other fuels, skilled maintenance is necessary 
and this can cost from £5 to £15 per year— 
another 2/- to 6/- a week on the running cost. 


Compare the costs. These are typical weckly 
costs, averaged over the year, for centrally 
heating a three-bedroomed house or bunga- 
low—and hot water summer and winter. Look 
how much cheaper solid fuel is. 


6 or 7 radiators and hot water ~w 
2 or 3 radiators and hot water w 


COKE 
In independent 10/- per cwt 11/1d 16/8d 
bo | 


tler 


SMALL 
ANTHRACITE 12/64 


In gravity 
feed boiler 


1/4d therm | 
16/1d 23/60 


standing charge | 


GAS 


1d unit 
ELECTRICITY (No standing 


charge included) 


18/2d 29/100 


OIL 1/5}d gallon *13/- *23/- 


* plus 2'- to 6/- a week maintenance cost. 


Write for FREE booklet on Central Heating 
and list of other technical publications to the 
Coal Utilisation Council, 3 Upper Belgrave 
Street, London, SW1. Also available ‘Central 
Heating for Houses’, a complete 120-page 
illustrated survey of all the various systems 
available, from the open-fire-and-back- 


boiler to the small pipe system. Copies 
each. 


The cheapest 
central heating 
there is — 


FUEL 


Wii 


ISSUED BY THE COAL UTILISATION COUNCIL 
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*‘PUDLO’ 


the first name in cement waterproofing 


SOLE MANUFACTURERS - KERNER-GREENWOOD & CO. LTD., KING’S LYNN, NORFOLK. "Phone KING’S LYNN 2293 WT 2% 


+ 
SEVER 
: 
— 
‘ 
he 
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ae on-costs should be added. 
, 1960. 
(CopyRIGHT) 
ESSENTIAL ON-COSTS 
Fees payable to L.C.C. for District Surveyor: 
The new buildings of ordinary construction not exceeding 


5,000 cubic feet .. £3 
Over 5,000 cubic feet for every extra 1 ,000 cubic feet up 

to 1,000 cubic feet add . 4/- 
Buildings over four storeys add 3d asi i ,000 cubic feet 

extra for each storey up to eight 3d 
ALTERATIONS AND ADDITIONS 
Up to £100 cost £3 
Over £100 up to £1,000— Per £100 cost 15/- 
Over £1,000 up to £5,000 Ditto 5/- 
Over £5,000 Ditto 3/- 


Public buildings add 50°, 
Steel framed or R.C. buildings. —See L.C.C. (General Powers Act 
1955) also fees i in respect of means of escape in case of fire. 


Allowance to cover National Jasyrances, Holidays with 
Pay and Public Holidays, Welfare, Third Party Risk, 
Travelling and Guaranteed Week is made in the rates 
attached to the items. 
Allow for Fire Insurance 1/6% 
Allow for Water for use on the works and apparatus .. Sz 
Allow for hoarding, or similar licences in City of London — 
Do., under Borough Councils per each month .. Say 2/6 
Allow for Office, Fire, Attendance onc. of W. ,etc. p. week say 40/- 
ADMINISTRATION AND CONTROL 
Percentage costs on normal contracts in accordance with 
Builders Turnover per Annum, see appropriate column hereunder: 
Turnover in Thousands 


Place 25 50 75 100 
At depot 13% 6% 
On job 6% 54 vo 44% 4% 
SPOT ITEMS AND DEMOLITION, ETC. Per ft run 
Hoarding erected and removed : 20/- 
Planked gangway with handrail, etc. do. 10/- 
Proper gantry do. 78/- 
Sleeper roadways 16/6 


Needling, strutting and shoring including all labours Per ° cube 


and use and waste in erection and removal. . 20/- 
1 14 2 Per 
ALTERATION-DEMOLITION— Brick Brick Brick yard 
Cutting out cement concrete or (Per ft super) cube 
brickwork in small quantities .. 1/3 2/6 3/7 64/- 
Do. if either in very small quantities 
or reinforced : 2/2 4/1 6/- 95/- 
Debris into baskets and removed 
from inside to outside of bldg. 34d 7d 9d 14/- 


SCAF FOLDING (Not ‘exceeding 80ft high) Per yard superficial 
Type Labour and Transport Monthly Hire 
Putlog 6/- 


1/6 
Do. Independent 7/7 2/- 
Light Putlog 4/2 1/1 
Do. Independent 5/2 1/6 


EXCAVATION Common Loamy ‘Gravel Rock o or 


Per Yard Cube By hand Soil Clay or Clay similar 

Reducing levels : 7/6 8/10 10/3 68/- 
Surface trench not exceed- 

ing Sft deep 14/10 +=17/8 23/7 84/- 
Do. from 5ft to 10ft 27/- 30/4 36/4 91/6 
Do. from 10ft to 15ft 30/9 36/7 42/11 100/- 
Fill in and ram 6/- 6/7 6/7 6/5 
Barrowing 25yd . a 3/7 3/7 4/2 
Load vehicles and tip 8 

miles away x 18/9 18/9 19/9 20/7 
PLANK AND STRUT To Sft 5 to 10ft 10to1Sft 
To trenches, in normal ground deep deep deep 
Per Ft Super Td 9d lld 
CONCRETE. ‘din Ballast Aggregate Per yard cube 


: 3 : 6 Cement concrete in foundations at .. 80/- 
Do. around grillages 83/- 


CONCRETE 
: 2 :4—jin concrete, worked around reinforcement, between 
ge Athy in the following (at various levels):—Per cubic yard 
Foundations and surface .. 89/10 
Walls, 12in thick or more 96/3 


. These rates are for time and materials only and 
The basic cost of material used in the calculation of these prices is taleen ens 


measured rates 
(London) 


carry 10 per cent in excess, so the 
ing tables which carried up to 


the foregoing 


Sectional Lintols and Columns and Braces and 

inches beams casings projections 
Up to 36.. 4/7 5/2 5/4 Per cubic ft 
36to 72 .. 4/8 5/- 5/2 do. 
72 to 144.. /5 4/11 5/1 do. 
over 144 . 4/3 4/10 5/- do. 
Walls 6in thick ‘ ios 18/— Per super yd 
Do. thick 26/- do. 
Suspended floors average 6in ‘thick 18/6 do. 


REINFORCING RODS (round) bent and placed (Ex Mills)— 


Per cwt. in jin tin # to lin 

In floors and beams .. 92/— 80/- 75/9 67/6 

In walls 98/- 85/- 79/9 70/6 

In columns 105/6 90/3 81/- 73/9 
FORMWORK and Supports (4 times use)— 

Floor soffits Beams Walls Columns 

20/3 per yard 3/- 2/8 2/8 per super ft 
BRICKWORK 


BRICKWORK per YARD superficial “re to ONE BRICK 
in thickness (scaffold to add)— : 3 cement mortar 


Flettons or other similar at 122/- per 1 ooo. 40/- 
Mild Stocks or do., at 260/— per 1,000 58/- 
Second Stocks or do., at 339/— per 1,000 66/8 
en engineering or similar bricks, at 400/6 
1,000 78/- 
Blue ‘Staffordshire wire cut af 568/- per 1 ,000 94/3 
Deduct if 1: Cement-Lime mortar is used in 
lieu of 1 : 3 Cement mortar 2d 
Add if brickwork commences above ground level 4/9 
Do. if in backing to masonry —— cutting and 
waste for bonding Ap 3/10 
Do. If circular-on-plan 9/- 
Do. If in underpinning 9/- 


BRICKWORK IN THICKNESS NOT REDUCED— 


1 Brick Hollow 
Brick, Half- finished with 2in 
Per yard superficial onedge Brick fair both cavity and 
walls walls sides G.I. TIES 
In Flettons or similar .. 18/6 23/7 43/8 49/3 
In second stocks or do. 31/3 41/4 74/- 73/—< 
Add: for pointing as 
work proceeds, per 
side 1/9 1/11 1/9 1/9 
Thickness to old walls, includ- Fletton Stock 
ing cutting, toothing and 
bonding to same an average 
total thickness of } brick 58/- 72/- per yd 
Do. all as last but an average super 
total thickness of 1} bricks 79/- 102/6 do. 


WALLS BUILT IN SUPERIOR BRICKS— © 
In 1 : 3 Cement mortar, fair faced and pointed on both sides as 


the work proceeds-— Half-Brick One Brick 


In first-quality Stocks at 375/— 45/- 75/- Per yd 
In red facings at 330/— .. 38/6 67/9 super 
In blue pressed facings at 641/- 62/- 109/- do. 
GENERAL AND SUNDRY 

Cut tooth and bond new brickwork to old 5/9 per ft 
Damp-proof course, double slate, horizontal 4/9 super 
Do., as last, but vertical oF 5/9 do. 
Do., bitumen, Hessian base, horizontal 1/1 do. 


Frames, bed and point in cement mortar, one side 44d per ft run 
Window board of 6in by 6in by fin rounded on edge 


quarry tiles, bedded, pointed, cut and fitted 4/3 do. 
Terracotta air bricks builtin and 9in by 6in 9in by 9in 
pointed, including flue 6/6 11/6 each 
Chimney pots, plain red, set and - _— 2ft high 
flaunched in cement mortar 26/— each 
Metal windows, sssembled, Up Sft Sft to 10ft 
hoisted and fixed, lugs cut and super super 
pinned and frames bedded and 
pointed one side in cement 
mortar 15/2 18/9 each 
10 ft to 20ft 20ft to 40ft 
super super 
28/5 47/- each 
Leaving holes through walls for Small pipes Large pipes 
pipes and afterwards makiag 3d per in 6d per in 
good .. , in depth in depth 
Cutting do., and afterwards do. Ild do. 2/- do. 
Cut mortices in brickwork or concrete for bolts 1/3 per in 
or dowels and run in with cement grout in depth, each 
Holdfasts of stout iron hoop bent, holed and 
screwed to frame and built in ae 1/7 each 


749 | 
4 


730 


measured ovine: 


BRICKWORK— continued 
FACING— 
Extra only over common brickwork (122/- per 1,000) for 


facing with superior bricks in Flemish bond and pointing as the 
work proceeds. 


Rustic Flettons (162/-) 5/- per yd super 
White (221/-) . 9/6 do 
First Stocks (375/ -) a - 20/9 do 
Reds (350/-) .. 19 do 


Blue pressed (641/-) .. F 40/10 do 
If built in English bond, Add 124 y £ to above. 


If do., half-brick stretcher bond, Less 25% off above. 
COPING 
All labour and material in forming brick-on-edge coping with 
two course of roofing tiles under and cement weather fillets on 
both sides, built in cement and pointed as the work proceeds. 
Per ft run 9in thick 14in thick 
In picked Flettons 6/8 9/- 
In first-quality Stocks - 8/- 12 
In red facings 7/5 11/11 
Plumbing angles 2d per ft run 
Fair cutting 1/- do. 
Fair rake cutting .. 1/7 do. 
Fair circular cutting 1/7 do. 


Fair squint or birdsmouth — 


ARCHES 
Extra over Fletton brickwork for forming window 


head with red facing bricks set on end and with ft run 
4tin soffits and pointing .. 3/9 
Do. for rubbed and gauged flat arch in red rubbers ft super 
set in putty with fine joints se 19 
PARTITIONS Per — super— 
(75 yards) 2in 2hin 3in 
Concrete slab partitions in cement mortar 11/9 13/6 15/- 
Hollow clay do. 15/6  18/- 
Cutting and bonding at angles, inter- 
sections and ends a $d ft run 
PAVING lin Ijin I4in 
Grano trowelled gauge 5 : 2 8/6 9/6 10/8 yd super 


1 by Sin skirting, square top and cove bottom 2/10 ft run 


jin by 6in red quarry tile paving. . ‘* 28/— yd super 
gin by 6in do. skirting... 2/- ft run 
Jointless flooring, 4in thick 20/— yd super 


ASPHALT (normal conditions for 200 or super and upwards) 
jin pitch mastic floor in B.S. 


one coat on felt underlay Hn 


on prepared concrete base 1450/48 1375 47 
Brown Red 
Per yd super 13/6 15/- 16/6 
Mastic Natural 
Unit B.S.988 Rock 
jin in two thicknesses on B.S.S.1162/44 
felt underlay on ae 
concrete base... . ydsuper 14/3 18/6 
Do. in narrow widths . ft super 2/- 2/7 
jin skirting 6in high, angle 
fillet at bottom splayed 
and turned in at top . ft run 2/4 2/7 
External angles ‘ .. each 6d 6d 
Internal do. . each 10d 10d 
Tanking or Damp Course B.S.1097/43  B.S.1418/47 
Vertical in two thicknesses yd super 19/6 24/6 
jin horizontal do. .. ydsuper 13/- 18/9 
Vertical in three thicknesses ydsuper 26/6 33 
horizontal do. .. ydsuper 19/- 27/6 
Labour rounded external 
angle .. per ft run 6d 6d 
Do. internal ‘angle fillet . per ft run 10d lld 
Do. double do. .. perftrun 1/8 1/8 
Collars to small pipes . each 3/9 4 
Do. to large pipes .. . each 6/9 7/6 
DRAINAGE Ife in depth 5/2 
Per lineal yd rs do. 9/3 
Excavate trench, and plank and 3 do 27/- 
strut to sides, consolidate 4 do. 35/6 
bottom to fall, return, fill and 5 do 44,- 
ram earth after drain is laid 6 do 66/- 
and load and remove surplus. 7 do 81/- 
In ordinary ground— 8 do. 96 
moderately firm. 9 do. 111/- 
(By hand) 10 do. 126/- 
11 do 145/- 
12 do 164/- 
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Portland cement (1 : 6) Per yd run 
concrete bed under drain 4in in 9in 
pipes and benching up on 18inwide 20in wide 23in wide 
both sides—6in thick - 8/6 10/- 12/3 


SALT GLAZED SANITARY DRAIN PIPES 
and lay and joint with Yarn and Cement Mortar in trench. 


Per ft run 
Quality Quantity 4in 6in 9in 
"ig . 2ton or more 3/1 4/8 7/8 
100 pieces and 
over si 3/8 5/6 9/4 
under 100 pieces 3/10 5/9 9/7 
“Best Tested” 2ton or more 3/8 5/6 9/4 
100 pieces and 
over or 4/7 6/10 11/6 
under 100 pieces 4/9 7/2 11/10 
“British Standard”’. 2ton or more 3/4 8/2 
100 pieces and 
over o 4/- 6/- 9/9 
under 100 pieces 4/1 6/1 10/2 
“British Standard 2ton or more 3/11 5/10 9/10 
Tested” .. 100 pieces and 
over 4/10 7/3 12/5 
under 100 pieces 4/11 7/5 12/9 
Extra for bends “Best’’—Contined in 
2ton lots > 4/2 6/3 16/6 
Extra for junction “Best” 
—4in on 4in—6in on do. 6/6 9/9 27/-4 
6in—9%in on Yin 
IRON DRAIN PIPES— 
Heavy cast iron socketed and laying and Per ft run 
jointing in molten lead— 4in 6in 
In main runs ‘ 15/9 22/6 
In branches 18/6 27/- 
each 
Extra over \ast for bends and extra joint 30/2 66/1 
Do. on do. for junctions and extra joint . 67/- 135/- 
Cast-iron gulley with 104 inlet and 4in outlet, 
composed of hooper and trap, and 9in 
extension piece and 104in grating, and 
jointing all together, and jointing to drain 
and surrounding in concrete 187/- ~ 
Do. rain water, shoe with vertical inlet and 
inspection cover, and joint up and embed 87/6 146/ 
MANHOLE SUNDRIES— 4in 6in 
Salt glazed straight half-round main 
channels each 6/ 8/7 
Do. curved do. 14/- 20/- 
three- -quarter section "splayed 
channel bends (Barrons or similar) do. 18/- 26/6 
Heavy manhole steps galvanized Sg do. 12/6 — 
Fix only manhole covers do. 12/- 
4in Mica flap, brass faced, f.a.i. valves 
and fix with molten lead joint ie do. 39/- — 
ROOFER 


CORRUGATED ASBESTOS SHEETS 
P.C. 8/3} per super yd ~~ aed side and 
end laps and fixing to wood . 167/- per square 


Eaves filler pieces 2/6 ft run 

Adjustable ridge 4/9 do. 

Barge boards 3/4 do. 
Plain roofing tiles, machine made, sand faced, 

4in gauge nailed every 4th course with I4in 

galvanized nails, to battens (measured 

separately) 285/— per square 
Extra over last for top edge or abutment cutting 1/5 ft run 

Do. for double course at eaves s 2/7 do. 

Do. for verges, undercloak, bed and point 4/- do. 

Do. Valley tiles including cutting and waste 

on both sides 12/- do. 

Do. Bonnet hips and do. bed and point _ do. 
Half-round ridge and bed and — i do. 
Fixing soakers..... dozen 
Bituminous felt or a in two layers, laid 

breaking joint and bedded with hot mastic 

and finished with fine dry grit 13/- 

Do. but in one layer only ‘6 super 
Per square ———~ 
WELSH SLATING 16”+10” 10” 20”+ 10” 

3in lap, 2 zinc nails to each slate 356/—s-_- 376/- 473/- 
Additional labours ft lineal——, 

At tops, verges and abutments—straight 1/9 1/10 2/5 

Do. —raking 2/7 2/9 3/7 

At hips and valleys (each — 2/7 2/9 3/7 

At eaves, double course 3/6 3/9 4/9 

Do. to falls ie $/3 5/8 7/2 


. 
‘3 
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Patent applied for 


‘ 

‘ 


Trade Mark Registered 


ISOLATED & VENTILATED BUILT-UP ROOF rs 


Fixing and workmanship 


Rubervent is available only when 
supplied and fixed by the Contract 
Division of The Ruberoid Company. A 
range of specifications is available for 
flat, sloping and concrete shell roofs. 


by allowing a screeded roof deck to breathe and move 


The Rubervent system provides the sure method of avoiding 
unsightly roof blisters. Its effectiveness lies in the layer of 
granules on the underside of the weatherproofing in contact 
withtheconcretescreed. By creating continuousair passages 
between the fixing points the granules avoid build up of 
vapour pressure under the weatherproofing membranes and 
by providing isolation from the sub-structure prevent sur- 
face hair cracks from splitting the roofing. 


ESCAPE DUCT ISOLATED MULTILAYER WEATHERPROOFING 
AT FLASHING 


) 


WwarTer RISING FROM SUBSTRUCTURE 
RSES BETWEEN GRANULES 


For full details and model, write or telephone: 


THE RUBEROID COMPANY LIMITED, 694 COMMONWEALTH HOUSE, 1-19, NEW OXFORD STREET, LONDON, W.C.1. TEL: HOLBORN 9501 (5 LINES) 


RV6137 
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OORS 
FOR INDUSTRIAL FL 
SUBJECT TO ABRASION 


BERGER HOUSE, BERKELEY SQUARE 


LONDON, W.1 Telephone: MAYFAIR 4641 


STANDARD 
DOUBLE HUNG 


i 


plan 
without a 


ii} 


draught 


Here is just one of a series of data sheets available to 
you. With fully dimensioned drawings and sections 
ulustrating the full range of Chamberlin draught- 
excluding equipment, you can immediately identify 


your requirement and as quickly make it part of your 
anti-draught planning. 

Send now for the complete series of data sheets in 
binder cover and we will keep you posted with 
further sheets as they are printed. 


cy 


il: CHAM BERLIN at your service 


with equipment, technical advice 


aur wire 


and skiiled installation craftsmen 


CHAMBERLIN WEATHERSTRIPS LTD., 34 Elm Road, Chessington, Surrey. Telephone: Lower Hook 118! (3 lines) 
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measured rateS coin: 


FLOORS AND FLATS 
Hollow tile in situ or pre-cast units hoisted, bedded and fixed— 


Superimposed load Span 

in lb per ft super 12ft 16ft 

50 i 44/9 52/9 

Per yd super 100 47/- 59/- 


150 67/3 
20Ib has been allowed to cover dead load in surface, finish. 


Fair edge to slabs <a rd 9d per ft run 
and waste .. 1/9 do 
CARPENTER AND JOINER 
SOFTWOOD CARCASSING— per ft cube 
Labour, materials, waste Plates Joists Rafters Trusses 
nails Routing and Suing 18/9 20/3 22/- 25/5 
FLOORING— Per square— jin lin Ijin 
Rough boarding 145/- 172/- 204/- 
Softwood batten flooring, straight 
joints, splaved headings 150/- 171/- 209/- 
Do. and tongued 171/- 194/— 243/- 
SKIRTING— Per ft tin jin lin 
Wrot softwood moulded skirting with 
grounds and backings plugged 4/- 4/8 5/3 


Mitres to do. : 3d per sectional in. 
Fitted ends ie 2d. do. 
SASHES, fanlights, casements, borrowed lights, etc.— 
Without With bars 
Per ft super— bars (2ft sup. in 
each square) 

2in softwood rebated, moulded and 

fixed 3/6 6/5 
Add if fitted with beads. - 6d 6/5 
Add if ‘hanging on butts 3/- each 


WINDOWS, hung on - 
Softwood cased frames, lin inner and outer linings, 1 jin pulley 


stiles, 2in sashes, oak sill Overall size of frames— 


Per ft super oft 2i1ft 32ft 44ft 
Windows as described 21/6 12/- 9/- 7/- 
Add if sashes in squares, about 
2ft super in each _ 1/8 2/2 2/2 
Extra for hanging sashes with —each 
lines, weights and axle pulleys 38/— 66/- 77/- 88/- 
FINISHINGS TO OPENINGS Per ft super— 
Softwood linings, tongued at angles 
and tongued to frame including jin lin Ijin I4in 
grounds and backings . 4/8 5/3 5/10 6/4 


Add if crosstongued .. 8d 8d 8d 8d 
Softwood wrot rounded on front edge 
and with tongue at back window 
board aaa groove in sill and 


beare .. 3/10 4/4 4/- 5/6 
Add for oe to last notched, ‘returned 

Per ft run— wer area in in— 


Softwood wrot and fixed in 1 3 a 5 6 
bearers, backings, mae 
94d 1/3 1/5 


fillets, and similar 
Add if in short lengths 28 - 
.. if plugged to brickwork 6d 6d 6d 6d 6d 6d 


if framed as in legs and 


bearers . 3d 3d 4d 4d 6d 6d 
» if rebated or grooved or 
» if chamfered or ‘rounded 
edges. 3d 
» if moulded in architraves, 
capping, etc. .. 6d 
DOOR FRAMES Per ft run 
Per sectional in— 6in 8in 10in 12in  13in 
Softwood, wrot, reb. & rdd. 2/3 2/8 3/2 iad Behe 
DOORS- ft si super Number of 
2in Softwood square 1 2 4 
framed and flat panels, 
both sides, on butts.. 6/— 6/10 7/5 8/- 8/4 8/10 
Add for each side 
moulded 3d 4d 5d 6d Td 8d 
Add B.S. flush panelled 1/6 1/6 1/64 1/7 1/8 1/8 
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Per ft super— jin lin Ijin 

In shelves, table tops, wrot and fixed 2/6 2/10 3/6 3/11 
Do. in divisions and ends framed 2/10 3/2 3/10 4/5 
Add if crosstongued ta .. 6d 6d 6d 6d 
Add if buttoned a ‘} .. 6d 6d 6d 6d 


SUNDRIES—Per ft run— In short In long Add for cups 


Glazing, beads mitred around lIgths  Igths and screws 
and fixed with beads i. he 4d 2d 
Rounded heel or hollow 4d 
Tongued and grooved 6d 
Glue blocking .. 6d 
Mitres.. .. per sectional in 
Fitted ends do. 
STAIRCASE Per ft 
l4in Softwood treads with moulded nosings super 
lin raisers tongued both edges and glued, 
blocked and bracketed on and a 
two fir framed carriages a - ‘ 6/8 
Do. but in winders 8/3 
lin crosstongued landing on framed carriages 6/4 
2in moulded string 5/8 
2in do. ramped .. 14/- 
Ends framed to newel .. 10/- each 
Tongued heading joints 6/- do. 
Ends of treads and risers housed to string 3/6 do 
Extra for curtail ends to steps, glued up and 
veneered riser and solid blocking ‘<a 100/— do 
Balusters about 2ft 9in long, square and lin Itin 14in 
framed each end . — Ce 2/6 3/1 
34in by 34in square newel, framed 4/— per ft run 
African mahogany moulded 3in by 2in hand- 
rail. (Joints below). 9/3 
Do. ramped 18in girth (do.) 54/- each 
Do. wreathed do. (do.) ‘ 160/— do. 
Joint or framed ends dy a 7 + 12/- do. 


FIXING ONLY IRONMONGERY To deal To hardwood 
Barrel bolts .. ; 2/- 3/— each 
Flush bolts... 5/9 5/- do. 
Sash fasteners a 3/- 3/6 do 
Rim locks and furniture Sa 4/6 6/- do. 
Mortice locks and do. . 20/— do. 
Cupboard locks - 2/9 3/5 do. 
Casement fasteners a ox 2/6 3/- do. 

Do. stays .. 2/6 3/- do. 
Grip handles .. 3/- 3/6 do. 
Spring catches 2/6 3/— do 
Cabin hooks 1/10 2/5 do 
Floor springs including oil 50/- 65/— do 
Overhead springs 15/- 20/— do 


Springhinges .. 20/- do. 
SMITH AND FOUNDER 


Basis framed steel joists and hoist and fix 80/~ per cwt 
Do. but in compound girders 90/— do. 
Do. but in stanchions , 92/- do. 

Trusses 130/— do. 


Additional cost per ‘cwt over basic sections for following R.S.J.s 
9in by 7in, 10in by 8in, 12in by 8in, 
14in by 8in, 16in by 8in, 18in by 6in, 
18in by 7in, 20in by 64in, 20in by Las 8d per cwt 

22in by 7in, 1/1 cwt, 4in by 3in .. 1/10 do. 

Sin by 3in, Sin by 24in.. a wh 2/24 do. 

6in by 3in, 24in by 74in 


3in by 3in, 2/9 cwt, by 4/- do. 
3in by Itin .. 4/4 do 
Cleats, brackets, packing Pieces, ‘ete., in 

connections, including rivets and bolts 174/- do 


Forged straps 132/- do. 
Wrot is iron balustrade 


RAINWATER GOODS 
Round cast-iron pipe with socketed joints 
caulked with red lead and tow and 
fixing with pipe nails and gas barrel 2in 3in 
distance pieces to an in brickwork 
Extra for shoes .. each 5/7 7/2 10/3 


4in 


Do. junctions do. 8/5 10/9 15/7 
Do. bends .. a me do. 6/7 8/6 10/10 
RAINWATER GUTTERS Perftrun—  4in Sin 
Half round Cl gutters jointed in red 
lead and bolted and fixed on iron brackets 4/2 4/11 6/1 
Ogee do. All as last 4/7 5/3 6/6 
Extra for stop ends .. 3/4 4/1 4/3 
Do. angles or outlets 5/10 7/5 8/9 


| 
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measured rates 


PLUMBER 
EXTERNAL— Soakers Flats Flashings 

4ib Milled Sheet lead per cwt 144/- 187/- 199 
LEAD PIPES: running joints, etc. 

Per ft run 4in Zin lin Ijin Itin 2in 
Main Fixed 4/4 5/11 8/1 9/5 13/6 17/8 
Service ‘vith 3/104 5/3 6/11 8/6 10/8 13/11 
Waste hooks 2/94 3/11 S/I 7/2 7/9 10 
Bends each - —_ — 1/9 3 8 
Solder joints do. 9/8 11/8 13/5 13/8 18/2 23/8 
Union and joints do. 14/2 17/1 21/4 27/2 
Stop valve and do. do. 27/10 37/1052/- 82/6 
Bib valve and do. do. 19/8 27/- — 

Ball valve and do do. 26/9 36/9 52/6 80/6 
Sleeve and do. do. - —_-_ — - 21/6 29/7 


COPPER TUBES 


sin jin lin Ijin 2in 
Tubes per ft run 3/14 3/72 4/84 S/St 6/9} 9/6 
Couplings: straight 
each 3/- 3/6 5/- 6/10 11/6 15/10 
Do. Elbows each 5/4 6/3 8/4 12/2 18/6 35/- 
Do. Tees do. .. ; 8/7 9/11 13/3 19 28/7 39/9 
bends 9/2 11/8 16/5 
Stop cocks do. .. .. 22/- 31/6 SO/- 77 97/- 153 


BLACK TUBING (Heavy) 
fixed with pipe brackets 4in jin lin 2in 


Tubes, perftrun .. 2/4 2/7 3/4 4 4/8 6/I1 
Bends and fix, each $/2 6/4 8/5 10/7 13 19/9 
Tees anddo. .. 5/8 7/- 8/4 10/7 12/1119 
Fire bends 2/2 2/9 3/1 3/4 4/5 8g/- 


Coated iron (M) weight L.C.C. soil and 
waste fixed with nails and distance 2in 4in 


pieces and molten lead joints .. §/11 8/7 ft run 
Extra only for bends and joint , BS 24/5 each 
Do. junctions and joints , .. 16/10 30/8 do 
Do. cleaning doors 16/4 18/1 do 
Domical wire guards 2/6 2/9 do 


PLASTERER yd super 


Lime and hair qin Render and set - 7/3 
Do. Do. float and set. 10/6 
Sirapite din Skimming coat 4 
Do. #in Render and set ; 8/2 
Do. sin Render, float and set 10/2 
Portland 4in Backing coat 4/10 
Do. gin Plain face 8/3 
Do. qin Floor screed 5 
Keenes jin Skimming coat 5/3 
Dubbing 4in Thick or less 3/- 
Metal Lathing gin mesh by 24 Gauge 7/6 
6in by 6in by gin Earthenware Plain Glazed Tiles, in fair 
quantity white, and setting (on pageeee screed) 5§2/- 
Rounded edge. Extra over last .. 6d per ft run 
Angles in do. .. 6deach 
Cutting and fitting. Around pipes orclips .. 1/6 do. 


Narrow widths. 3in to 6in wide. Add 75 per cent to plain surface. 
Do. 6in to 12in do. Add 50 per cent to plain surface. 
Sundry labours per ft lineal :— 
Quirk 6d. Arris 4d. Fair edge 6d. Rounded edge 9d. 
Flush bead 1/9. 
Mouldings—6d per in girth. 
Jointing new plastering to old 6d. 


POLISHING 6” Girth 
NEW WORK— Ft super Ft run 
Staining, bodying-in and French Polish 3 2/- 
Staining and wax polishing on hardwood 1/6 1/- 

OLD WORK— 
Cleaning down old work and repolish 1/4 _ 
Stripping, preparing and repolishing .. 3/4 2/3 


PAINTING (Quality work) 


Including use and care of brushes and mobile plant. 
Knot Prime Prime Add 


stop and and for each 
and paint paint extra 
ON WOOD— prime once twice coat 
General surfaces 2/94 5/7 8/- 2/4 yd super 
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Running lengths not 


exceeding 3in wide 44d 84d 1/- 34d yd run 
Do. 3in to 6in wide 54d Ild 1/5 Sd do. 
Do. 6in to 9in wide 9d 1/24 2/1 Tid do. 


Do. 9in to 12in wide Ild 1/11 2/9 93d do. 
Sash square each side 5/5 10/3 14/11 4/44 per do. 


Do. in large squares 8/3 15/- 21/- 6/7 do. 
Opening edges “ Td 1/2 1/9 7d each 
Casement frames each 
side 6d 1/- 1/4 Sd ydrun 
Mullions or transoms 
do. . 8d 1/5 2/- do. 
ON PLASTER One Two Three 
coat coats coats 
Paint on surfaces : 2/6 4/10 7/— per yd 
super 
Do. on mouldings . 2/9 5/4 7/9 do. 
Do. on enrichment ; 6/2 11/8 16/6 do. 
ON STEEL 
Paint on structural steel .. 2/5 4/7 6/10 do. 
Do. on roof trusses 2/8 5/1 7/8 do. 


Do. on metal windows 
measured over all on both 


sides, divided into squares 3/5 5/9 8/7 do 
Do. divided into large 
squares : 2/104 5/- 6/9 do 
Do. divided into extra large 
squares .. : 2/54 4/2 5/10 do. 
Do. on opening edges” 6% 10d 1/6 2/- each 
Do. on rain water pipe - 10d 1/6 2/2 yd run 
Do. on do. gutter... ? 1/3 2/8 3/7 do. 
Do. on small pipe... 3d 6d 10d_ do. 


GLAZING (to New Work) 


Polished Plate Glass ordinary substance (about jin), glazing 
quality, in the following sizes, glazed complete—Per ft super 
in plates not exceeding 2ft super in each vs * 7/2 


Do. Sft 
Do. (unless extra sixes) 45ft 
Do. (unless extra sizes) 100ft 


do. 8/3 


Add extra price for glazing with screw beads or clips 5d per ft super. 
Do. if glazing bedded in washleather or velvet 9d per ft run. 


SHEET GLASS, glazed, complete, per ft super, in new work: 


Ordinary quality clear, at to wood with aad 


240z as described 


1/74 
260z do. 1/104 
320z do. 2/3 
4 figured rolled, glazed Group 1 Perft super 1/10} 
to wood with putty arateatiad 2 do. 2/43 
Do. in standard tints. : do. 2/103 
No. | Fluted, glazed do. do. 2/5 
Reeded (narrow, broad, etc. do. 3/24 
Reedlyte do. - do 2/4 
Spotlyte do. do. 2/4 
din Rough cast do. do. 2/24 
jin do. wired do. do. 2/6 
din Georgian Rough Cast ‘do. do. 2/ 


Add for glazing all as before but to steel to similar work as 


above, l}d per superficial ft. 


PAINTER AND DECORATOR 


DISTEMPERING—lIn common colours, put on with brushes— 


ON PREPARED SURFACE 


lcoat 2coats Add if required 
per yd super— 
(finish) (under- Sealing Stipp- 
coat coat ling 
Ordinary distemper on flat and finish) 
surface of plaster ie 1/6 6d 3d 
Washable do. on do. of 
plaster .. 4 1/- 1/10 6d 3d 
Add if in margins, narrow 
widths or panels ss oe 30% 20% 50% 
Add if on mouldings ao. 50% 45° 
Add if on enrichments 160°, 115° 
PAPERHANGING 
Hanging only— Per Piece—Lining Pattern 
On walls 7/ 9/- 
On stairs .. A 10/3 12/- 
On ceilings . 9/- 10/6 


4 
ae 
ae 
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above all... 


MANITE 


the first name one thirks of for... 


asphalt roofmag 


Consult Permanite Limited 
for technical advice 


at the planning stage. 


Also specialists in Asphalt Flooring and Tanking. 


permanite limited, based on london, birmingham, manchester and portsmouth 
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Douglas Fir The tallest giant in the forests of British Columbia is the source of 
one of the world’s finest plywoods. Bonded with a waterproof 

phenolic resin, Canadian Douglas Fir Plywood has an exceptionally 

plywood high strength/weight ratio. Itis recommended for concrete shuttering, 
crating and case-making, wall and roof sheathing, flooring and 

hoarding, pre-fab building, shipbuilding and numerous similar 

applications. The wood is available in standard 8’ x 4’ panels,and is 

graded to approved standards. For further information contact: 

The Commercial Secretary (Timber), Canada House, London SW1. 


| 


Birth of a new school; 
using prefabricated 
Douglas Fu plywood 
Structural Components 
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~ 
1*s w boarding 
on w framing 
4° c.i roof outlet 
no.9 bays to roof in all —__—— +— 
2’ 6’x 1'0° column 
B B 
—4"ci rwp KEY PLAN 
f 
- c/ guiley line of roof over 
SECTION AA 
= 
recessed light fitting 
2° 6°x 0" r ccolumn “2 Le 
S ION B-B 
21g zinc flashing 
1¥e"hw bead 
2°Swframin 
braced along 9 bolted to rc. column 
its length 
| r.c. counterbalan¢e 
4" hardboard 
white opaque glass 
to suit depth / } \ 
- w. plates 2 -- 
ex1%k2 hw cill 
D } 
| 
| 
¥Ya"white spar chippings on 3 ply —— 
roofing 
| 
g hook bolt at 2'0%c 
8°x 3”°m.s.channel ———_—— 4 * 
—continuous hw.plug 
ex 1" s.w. boardin 
| DETAILS V8F.S 
CARPORT CANOPY. OFFICES. RUNCORN. FREDERICK GI/BBERD > 
@ a 
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This carport is placed opposite the main entrance to the |.C.l. offices at Runcorn. The main arm of the cantilever 
is in steel, and the columns and the shorter arm are reinforced concrete. Opaque glass is used for the fascia, and 
the soffit is in softwood boarding, painted. Architect: Frederick Gibberd 


| 
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Art Galleries, Airports, Aircraft, Abbeys. 
Banks, Ballrooms, Banqueting Halls. 
Cathedrals, Churches, Cafes, Concert Halls. 


Drawing Offices, Dance Halls. es. igh: 
a Exteriors, Entrance Halls, Exits, Embassies. 
ne Floodlighting, Factories, Football Grounds, Film Studios. 


Garages, Guildhails. 

Hospitals, Houses, Hotels, Highways, Halls. 
Industry, Institutes, Inns. 

Jibs, Jewellers, Jetties. 

Kitchens, Kindergartens. 

Lecture Halls, Lodges, Libraries, Lobbies. 
Museums, Milk Bars, Mosques, Mines. 
Nurseries, Nursing Homes, Night Clubs. 
Offices, Oratories. 

Palaces, Public Buildings. 

Quarries, Quadrangles. 

Restaurants, Railways, Restrooms. 
Shops, Streets, Schools, Stages, Ships. 
Theatres, Transport, Town Halls. 
Universities, Underwater. 

Van Docks, Vestibules, Vaults. 
Workshops, Waiting Rooms, Warehouses. 
Xmas Street Decorations. 

Yards, YMCA Hostels. 

Zoos, Zebra Crossings. 


# lighting fittings 
i, for every purpose 


; 
‘ : 
THE GENERAL ELECTRIC CO. LTD MAGNET HOUSE - KINGSWAY LONDON - W.c.2 


Kinoise 


TRADE MARK 


CELLULAR 
ACOUSTIC 
TILES ! 


Yes, top grade tiles with the <4 
highest sound absorption at \ 
a very competitive price. nt 

It's worth getting to ‘ j 
know more about 4] 
* KILNOISE” 


Acoustic Tiles... the tiles with 
capillary structure. 

Better acoustic correction, 
attractive swirl pattern 


surface. Easy to fix. 


Ask for details 
Wm. KENYON & SONS (METAMICA) LTD. 
DUKINFIELD CHESHIRE 
ASHton-under-Lyne 1614/7 and 3673 6 


\ 


Telephones : 


KT. 
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amet 


take shape with 


AYRSHIRE 
Partitions 


Ayrshire metal partitions, in one-colour or 
multi-tone stove enamel or plastic finishes, 
are made to a unit system which can be 


tailored exactly to your needs. They give 
a striking, functional, invigorating and 
impressive appearance to your offices. 
When changed conditions require altered 
accommodation, Ayrshire Partitions can be 
moved around to meet your needs. 


Shape your company’s present and future with 
Ayrshire Partitions. A copy of our new catalogue 
awaits your enquiry. 


METAL PARTITIONS 


THE AYRSHIRE DOCKYARD CO. LTD. 


IRVINE, AYRSHIRE. Telephone: IRVINE 2271-3 
Grand Buildings, Trafalgar Square, London, WC2. Phone: Trafalgar 6651 /2 
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Men whose business it is to assess and advise 
are quick to appreciate the very real advantages 
offered by G.E.C.’s new Hidutac switchfuses. 
Unlimited full load switching. High breaking 
capacity. High fault current protection. 
Absolute safety. These are the performance 
features that the experts like so much, but 
they also welcome the smaller size and the 
good looks of this advanced range of switch- 
fuses. As it is made by G.E.C., they naturally 
take its reliability for granted. 


THE GENERAL ELECTRIC CO. LTD., MAGNET HOUSE, KINGSWAY, LONDON, W.C.2 


fuses with interchangeable H.R.C. or rewirable fuses. 


INSTALLATION EQUIPMENT GROUP 


SWITCH AND FUSE GEAR - H.R.C. FUSES - OVERHEAD BUSBARS - RISING 
CONDUIT + PIRELLI GENERAL CABLE - CABLE TRUNKING 
UNDER FLOOR CABLE DUCTS - ELECTRIC WIRING ACCESSORIES - BELLS 


all contractors and 
consulting engineers 
will want to use 


15, 30 or 60 amp. 440 volt a.c. Single Pole and Neutral, 
Double Pole, Triple Pole, Triple Pole and Neutral Switch- 


ay 
| 
PSWITCHFUSES 
4 
‘SIR POLE AND NEUTRAL-DOUBLE POLE - 
TRIPLE POLE -TRIPLE POLE AND NEUTRAL 
: | 
: 
ae 
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THERMOSTATIC MIXING VALVE 


The high efficiency and 
dependability of the “SECURITY” 
Thermostatic Mixing Valve 
are due to superior design and 
precision production using the 
finest materials. 

Multiple bi-metal element 
coils located in the main flow 
of the valve react immediately 
to temperature variation and 
give smooth positive action 
ensuring complete control in 
maintaining a uniform supply 
of water at the requisite 
temperature. 


@ Stain-proofing and preserving stone @ Bonding and hardening concrete floors 


masonry facings 
@ Damp-proof membranes 


@ Cement additive for bonding 


@ Roof waterproofing 
@ Metal priming and colour coating for 


iron and steelwork @ Remedying damp walls 


@ Preserving asbestos-cement @ Water storage tanks 
with 
Calcium plumbate; zinc chromate-iron oxide; asbestos-cement primers. High-gloss non-bituminous 


protective coloured coatings (alkyd resin media), Bituminous black and coloured coatings. Mastic 
and semi-mastic sealing compounds. Silicone water repellents. 


RITO. RITOLASTICs ROMANITE 


Send for descriptive literature 
Manufacturers: ANDREW MAXWELL DIVISION (The Liverpool Borax Co. Ltd.) 
Maxwell House, St. Paul’s Square, Liverpool 3. 


SENSITIVE 
Sl LEN 7 
aT 
‘AS 
GUMM S LI 
| 
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MULLEN 
LUMSDEN 


LIMITED 
Contractors and Joinery 
Specialists 
41 EAGLE gel HOLBORN 
LONDON, W.C.1 
Telephone: CHAncery 7422/3/4 
Branches: 
$ Coptic Street, W.C.1 egg 
Tel.: Museum 3705 Tel 3176 


STEELS IN MODERN 


INDUSTRY 


A Comprehensive Survey by 
29 Specialist Contributors 


General Editor: W. E. Benbow 


An invaluable guide for engineers, 
designers and draughtsmen, it 
specifies the steels best used in 
various engineering applications 
(bearing in mind the present need 
for economy), describes their 
general and special properties 
and characteristics and how they 
may be surface finished for anti- 
corrosive and other purposes. 
42s net from all booksellers 
43s 9d from 
WIFFE Books Ltd., 
Dorset House, Stamford Street, 
London, S.E.! 


By post 


combined shuttering 
and reinforcement 


long span metal a 


Telephone. WATerion 6922 


DAMPCOURSING LTD. 
34 ST. JAMES STREET, LONDON, E.17 


SPECIALISTS IN TREATMENT OF RISING 
DAMP. CUT YOUR DAMP-COURSING 
COSTS BY S0%. CONTRACTORS 
THROUGHOUT THE BRITISH ISLES 


COPPERMILL 6040 


The 
Stainless Steel Sink 
Co. Ltd. 


Manufacturers of 


PLARP» 


SINKS 


Head Office: 

Ring Road, Lower Wortley, Leeds, 12 
London Office: 

14 Great Peter Street, S.W.1 


WORK IN PROSPECT 


Banbridge, Co. Down, U.D.C. has approved 
plans for 38 old people’s houses. 


Belfast C.C. has approved plans for 
reconstruction of premises in Donegall 
Place for the Bank of Ireland. 

Extensions to factory at Castlereagh are 
proposed by Behr-Manning. 


Birkenhead Corporation. The housing 
committee has approved a layout of the 
shopping area in the Roberts Street area 
together with proposals for a supermarket 
for Birkenhead and District Co-operative 
Society Ltd. 

The planning committee has granted 
planning permission for (a) two blocks of 
ll-storey flats (84 dwellings) in Sidney 
Road; (b) 10 shops with maisonettes over 
and I! houses, 12 garages and a super- 
market in the Roberts Street redevelop- 
ment area, Watson Street Price Street St. 
Anne Street. 


Blackpool Corporation. The related health 
services committee has approved an outline 
scheme for the development of the 
Queenstown Laycock Gate area by the 
erection of multi-storey flats and light 
industrial units in flatted factories. 


Bolton Corporation. Erection of a hostel 
for psycho-geriatric patients in Chorley 
New Road. 


Bradford C.C. The planning committee 
has given outline planning permission for 
the final stage of the £5 million develop- 
ment in the city centre. A block of shops 
and offices is planned. 

The watch committee has approved a 
scheme for new law courts on the New 
Inn site. 


Brighouse. Factory extensions are planned 
at Branxholme Mills, Bailiff Bridge, for 
Smith Bulmer & Co. Ltd. 


Brighton Corporation. The farmlands com- 
mittee has approved a scheme for two 
cottages in Ridge Road, estimated cost 
£5,500. Tenders are to be invited. 


Burnley. The British Transport Com- 
mission is to erect a club building off 
Rose-Grove Lane. 


Burton-on-Trent. The health committee is 
to provide a residential home for 50 ailing 
aged on Albury House site, Stapenhill 
Road. 


Buxton (Derby). Factory extensions in 
Bridge Street are proposed by Brake 
Linings Ltd. 


Canterbury. The War Department has 
plans for rebuilding Howe Barracks, 
estimated cost £350,000. 
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WOODWORM 
& DRY ROT 


Eradicate wood- 
destroying insects 
and fungi from 
roof and cellar 
timbers, flooring 
and joinery by 
means of 


WYKAMOL 


Wood Borer Insecticide 


WYKAMOL PLUS 


Dual Purpose Solution 


Write for full particulars of these com- 
pletely effective materials and specialist 
survey and guaranteed treatment services. 
Pressure spray apparatus for the application 
of our materials is available for hire at 
nominal rates. 


RICHARDSON & STARLING LTD 
(Dept. A.B.N.), Hyde Street, Winchester 
and at 47 Charlotte Street, Leith, Edinburgh, 6 


WALL TIES: MASONRY FIXINGS 


S. J. BRIERLEY (WILTS) LTD 


BRADFORD-ON-AVON 
Telephone 2234 


THOMAS CRAPPER 


& CO., LTD. 


Merchants of Sanitary Appliances 
Kitchen Equipment and Plumbing Fittings 


Catalogue on request 


120 KINGS ROAD, S.W.3. KEN.4831 


THE MODERN VENETIANS 


Full porticulars, drawings, etc., from 


DANAURA LIMITED 
52a Chase Road, Southgate, London, N.14 


Fox Lane 00/8 


Contract 
News 
| 
| 
(ag L 
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Carlisle. A poultry packing station is 
planned on Wiliow Holme industrial 
estate for W.C.F. Ltd., E. H. Fairbairn & 
Co. Ltd., and Cavaghan & Gray Ltd. 


Croydon Corporation. The education com- 
mittee has approved plans for (a) adapting 
the prefabricated classroom block at 
Benson primary school, West Way, 
Shirley, into a dining hall; (b) erection of 
a kitchen together with a covered way and 
adaptations to the serveries, estimated 
cost £11,872; (c) extending the kitchen at 
South Croydon secondary school, Kendra 
Hall Road, estimated cost £2,750; (d) 
adaptations to provide a kitchen at Castle 
Hill infants’ school, Dunley Drive, New 
Addington, estimated cost £1,600. 

The welfare services committee has 
approved an outline scheme for a purpose 
built home for 50 old people on Monks 
Hill estate, cost £65,000. 


Daventry T.C. Erection of offices near 
Moot Hall. 


Doncaster R.D.C. Erection of three-storey 
blocks of flatlets for old people (25 flatlets 
in each block) at Armthorpe and Sprot- 
borough. 


Ealing B.C. The education committee has 
approved plans for the new building of 
Little Ealing secondary school. 

The housing committee is to invite 
tenders for the erection of 52 dwellings on 
the Ravenor Park Estate. 

The public health committee has 
approved a proposal for the erection of 
Ealing Day treatment centre in Green 
Lane, Hanwell. 


East Sussex C.C. The health and housing 
committee has approved a sketch plan for 
a proposed junior training centre at 
Cuckfield. 

The welfare services committee, Lewes, 
has (1) submitted to the Ministry of 
Health, schemes for the erection of old 
people’s homes at (a) Court Farm, Hove; 
(b) Lewes; (c) senior hostels in the Mid- 
Sussex and S.W. coastal areas ; (2) approved 
sketch plans for adaptations and extensions 
to Haldane House, Cooden Drive, to 
provide accommodation for 50 old people. 


Edmonton B.C. The parks committee has 
approved modified plans for a proposed 
pavilion on Church Street recreation 
ground, estimated cost £8,200. 


Glasgow Corporation. The parks com- 
mittee has approved plans for (a) a 
curator’s house, estimated cost £3,850; 
(b) a bothy for messroom, equipment store 
and offices, estimated cost £3,300. Both at 
Greenfield Park. 


Grimsby. Demolition of methodist church 
in Hainton Avenue and erection of six 
shops with offices over, estimated cost 
£50,000. Erection of baths and toilet 
accommodation on the borough police 
recreation ground, cost £4,490. 


Hampshire C.C. The health committee has 
approved (a) in principle a health centre 
in the grounds of Hythe Hospital; (b) the 
erection of an ambulance station off 
Albert Road, Alton, total cost for erection 
and equipping £8,650 


Hampstead B.C. The civic centre com- 
mittee has approved (a) in principle a 
scheme for a central library, estimated 
cost £300,000; (b) a scheme for swimming 
baths. Both at Swiss Cottage, estimated 
cost £700,000. 


Hayes. Shops and offices are proposed by 
Coldharbour Lane Investments Ltd. 

A warehouse and offices are proposed 
for Handy Angle Ltd. 


Hinckley U.D.C. are considering a scheme 
for six shops with flats over in Atkins Way, 


with garages at the rear, estimated cost 
£23,000. 


Hursley (Hants). Erection of a factory 
block at Hursley House for IBM Labor- 
atories Ltd. 


Iiford. Erection of a workshop, offices, etc., 
in Woodford Avenue for Commercial & 
Industrial Structures Ltd. 


Ilkeston Corporation. Town planning 
approval has been received for the 
proposed omnibus station and redevelop- 
ment scheme. 


Lancashire C.C. has plans to erect an old 
people’s home on Milbank Estate, Kirk- 
ham. 

The education committee has approved 
a revised scheme for the adaptation of the 
People’s Hall Cinema at Denton, estimated 
cost £14,602. 

The health committee has approved 
erection of a school clinic and child 
welfare centre at Ormskirk, estimated cost 
£16,952. A clinic at Ulverston, estimated 
cost £16,000. 


Letchworth. A factory is proposed in 
Blackhorse Lane for Shelvoke & Drury 
Ltd. 


Lewisham B.C. The housing committee 
has approved detailed plans for 56 one- 
bedroom and 168 two-bedroom flats in 
seven eight-storey blocks, 28 two-bedroom 
maisonettes in three four-storey blocks, 
four three-bedroom houses and 56 garages. 


London C.C. Erection of (a) warehouse at 
Reynard Mills, Windmill Road, W.4; 
(b) cold store and ancillary accommoda- 
tion at 25-33 Wapping High Street, E.1; 
(c) industrial building at the junction of 
Saffron Hill and 6-9 Kirby Street, E.C.1; 
(d) factory in Coronation Road, N.W.10, 
for Fargo Properties Ltd.; (e) factory in 
Long Lane, S.E.1, for Bedford Steer End & 
Co. Ltd.; (f) offices and flats in Streatham 
High Road, S.W.16, for Norwich Union 
Insurance Societies; (g) shops and flats in 
Sloane Avenue and Draycott Avenue, 
S.W.1, for Watney-Mann Properties Ltd. : 
(h) offices in Christopher Street and 
Clifton Street, E.C.2, for A. Gallenkamp & 
Co. Ltd.; (i) offices at 1-3 St. Johns 
Square, E.C.1 

The education committee has approved 
a scheme for a three-storey building, at 
St. Clement Danes grammar school, 
Hammersmith North, estimated cost 
£104,380. 


Londonderry C.C. has approved a scheme 
for the erection of 500 houses. 


Lowestoft. Planning permission has been 
granted for the erection of a fish and 
poultry by-products plant in Wildes Street 
for Ocean Harvest Ltd. 


Maidstone. Extensions are proposed for 
Alabaster Passmore & Sons Ltd. 


Mansfield Corporation. The general pur- 
poses committee has approved in principle 
a scheme for a five-storey building in 
West Gate 
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Margate Corporation. The entertainments 
and catering committee has approved a 
proposal for a cafe at West Bay, estimated 
cost £6,000. Tenders are to be invited. 


Middlesbrough Corporation. The estates 
committee reports that shops at 116,122 
Marsh Lane, Pinner, are to be demolished 
for road improvements. Replacement 
accommodation is to be erected behind 
the building line, estimated cost £17,500. 

The health committee has approved 
(a) plans for a day nursery in Danesbury 
Road, Feltham, estimated cost £30,000: 
(b) scheme for a junior training school in 
Whittlesea Road, Harrow, estimated cost 
£41,485. 


Newcastle-on-Tyne. Extensions are pro- 
posed to the brewery in Corporation 
Street for Newcastle Breweries Ltd. 


Northants. Demolition of the Aero Café 
and filling station on the Great North 
Road at Wittering and erection of a new 
café and filling station for Regent Oil Co. 
Ltd. 


Norwich C.C. Erection of a hostel in 
North Park Avenue, estimated cost 
£40,300. 


Peterborough. Planning permission has 
been granted for the demolition of two 
shops in Bridge Street and erection of a 
single shop for Town & Commercial 
Properties Ltd. 


Ripon C.C. The planning committee has 
approved a planning application for the 
construction of a champagne bar at the 
race course for Ripon Race Co. 


Rochdale. The Manchester Regional Hos- 
pital Board has approved in principle a 
proposal for an outpatients’ department 
at Rochdale Infirmary. 


Sedgley U.D.C. The county planning 
department has approved a detailed layout 
and house types in respect of housing sites 
at Hill Crest, Turners Hill, Round Hill and 
Valley Road. 

The housing committee has approved a 
proposal for the erection of three blocks 
of two-bedroom flats on the Garden Walk 
Estate. 


Tynemouth Corporation. The cleansing and 
transport committee has approved a 
scheme for cleansing and transport depart- 
ment premises between East Percy Street 
and Northumberland Street, estimated 
cost £92,000. 


Tyrone C.C., propose construction of a 
bridge over the River Foyle at Lifford, 
estimated cost £120,000. 


Walsall Corporation has approved in 
principle the erection of public hall at 
Pinfold, estimated cost £55,000. 

The health committee has approved 
sketch designs for a clinic on the corner of 
Sneyd Lane and Sneyd Hall Road, 
Bloxwich. 

The housing committee has approved a 
layout for two blocks of aged persons’ 
flatlets on the corner of West Bromwich 
Road and Walstead Road. 


Yorks. Planning permission has been 
granted to Walter Firth Ltd., to build a 
private estate of 34 houses at Warmsworth. 
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SUBMISSIONS 
FOR PLANNING 
AND BYE-LAW APPROVAL 


Ayr Corporation. Plans submitted for 
(1) erection of (a) three four-apartment 
houses on plots 111, 79 & 76 and three 
three-apartment houses on plots 60, 61 & 
62 Laigh Glengall for William Govan & 
Sons Ltd., total cost £15,750; (b) one five- 
apartment house with garages in Baird 
Road for P. D. Milligan, cost £4,500; 
(c) one four-apartment house in Greenan 
Road for Donald C. McLean, cost £3,500; 
(2) alterations and additions to (a) Marine 
Court Hotel for Mrs. M. H. Brown, cost 
£1,200; (b) form extension to existing 
premises with new showrooms and shop- 
front at 27/31 High Street for Affilecks 
Ltd., cost £30,000. 


Birkenhead Corporation. Plans submitted 
for (1) erection of (a) three-storey office 
building at 23/29 Price Street, 104/112 
Market Street, Robert S. Grinling for 
C. L. Gray Properties Ltd.; (b) three 
houses at 10/12 Liversidge Road for 
W. Lloyd Jones; (c) assembly hall, kitchen 
and dining room at Rock Ferry convent 
grammar school, Woodland Road, Weight- 
man & Bullen for Rev. Mother M. Kevin; 
(d) four blocks of three-storey flats and 
33 garages, 10 blocks of three-storey flats 
(phase iii) on Arrowe Park Estate for Sir 
Robert Lloyd & Co. Ltd.; (e) RC boys 
secondary school in Park Road West, 
Reynolds & Scott for Bishop and Trustees 
of the Diocese of Shrewsbury; (2) con- 
version of 63 Bidston Road into five semi- 
contained flats, Blackledge & Broughton 
for J. Meynell; (3) outline application for 
hotel on site of Argyle Theatre, Argyle 
Street, A. Stanley Barnes & Dallow for 
T. Clarke; (4) extension to sports pavilion 
at the rugby ground, Prenton Dell Road, 
A. H. Rushton for Old Rock Ferrians 
RUFC. 


Brighton Corporation. Plans submitted for 
(1) erection of (a) five bungalows behind 
Church Hill for Stephens & Co. (Brighton) 
Ltd.; (b) three two-bedroom bungalows 
and three three-bedroom bungalows, all 
with garages, on plots B.1 and B.6, 


Greenbank Avenue, for Bannisters Builders 
Ltd.; (c) factory at the junction of Falmer 
Road and Bexhill Road for Jaycee Furni- 
ture Ltd.; (d) four pairs of bungalows and 
one detached bungalow all with garages 
at plots I-11 (inc.), block 126 Winston 
Avenue for A. J. Swinger; (e) three-storey 
block of 18 flats, block of two shops with 
maisonettes over with garaging and park- 
ing for 20 cars in Old London Road for 
Park Investments Ltd.; (2) outline for 
Roman Catholic church, small hall and 
future presbytery at the junction of 
Braybon Avenue, Carden Avenue and 
Church Close for Rev. Father E. G. 
Fooks; (3) conversion of upper maisonettes 
at 17 Compton Avenue into four semi- 
contained flats for P. Davis; (4) demolition 
of 3-8 Waterloo Place and erection of 
office building for G. & C. Finance 
Corporation Ltd. 


Cheltenham Corporation. Plans submitted 
for (1) erection of (a) eight semi-detached 
houses on plots 217-220 and 230-233, 
Road T, Willersley Road, Benhall Farm 
Estate, for Geo. Wimpey & Co. Ltd.; 
(b) seven pairs of ‘Edgworth’ bungalows, 
one pair of semi-detached ‘Crestwood’ 
houses incorporating garages, one pair of 
‘Concord’ houses incorporating garages 
on plots 226-239 and 260-263 Coombe 
Glen Estate, Hatherley Road, for Bryant 
Estates Ltd.; (c) three detached and two 
pairs of semi-detached houses with garages 
on plots 1-7 Road D, Allenfield/ Moorend 
Park Road, for Western Estates (Lawes 
Cherry) Ltd.; (d) three bungalows on 
plots 1, 2 and 4 Leckhampton Road /Pilley 
Lane for Coldrick, Little & Thompson; 
(e) motor showrooms at 116 Albion Street 
for B. Allen; (f) eight two-storey lock-up 
shops at 32-44 Albion Street for Winch- 
combe Properties Ltd.; (2) extensions to 
provide office and sanitary accommodation 
to workshop in Knapp Road for Parkers 
(Shopfitters). 


City of London Corporation. Plans sub- 
mitted for (1) erection of building for use 
as offices on parts of Nos. 5-8 Bow 
Churchyard, 78 Watling Street, 58-60 
Broad Street and Star Court; (2) extension 
of existing printing works and offices of 
the Daily Telegraph on site bounded by 
Little New Street, New Street Hill, Wine 
Office Court and Printer Street; (3) con- 
struction of lift and ancillary work at 


Specialists in 


STAINLESS STEEL 
FABRICATIONS 


Built to your requirements or from a wide range of standards 


Expertly made and beautifully finished 


Metal Craftsmen 


== 2 ssotiated Metal Corks 


Telephone: BELL 2004/6 
Telegrams: ‘‘STAINLESS, GLASGOW” 


30 ST. ANDREW’S SQUARE, GLASGOW, C.! 


LONDON: 7 GROSVENOR GARDENS, S.W.1!. Phone: VICTORIA 1977/8 


And at LIVERPOOL BIRMINGHAM 


NEWCASTLE 


MANCHESTER BELFAST DUBLIN 


“SYSTON” Rolling Shutters 


MANUFACTURED IN STEEL, WOOD & ALUMINIUM 
GALVANISED SHUTTERS AND SERVERY 
HATCHES TO SUIT ALL REQUIREMENTS 


SHUTTER CONTRACTORS TO WAR OCEPARTMENT AND AIR MINISTRY 
J. TAYLOR (SYSTON) LTD. - 


VELEPHONE: SYSTON 2133 + ALSO AT MANCHESTER AND LONDON 


SYSTON - LEICESTER 
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Goldsmith's Hall, Foster Lane; (4) revised 
drawings for building for use as a livery 
hall for the Worshipful Company of 
Salters with ancillary offices on parts of 
17, 18-22, 23-27 Fore Street, part of 3,4 & 
5 Aldermanbury Postern and 129a, 130, 
I3la, 131b & 13le London Wall. 


Croydon Corporation. Plans for (1) erection 
of (a) nine flats and 12 garages at 16-18 
Cameron Road for Miclefield Ltd.; (b) 23 
flats and garages at 78 St. Augustine’s 
Avenue for Abasic Ltd. ; (c) six maisonettes 
and eight garages at 138-146 Pawsons 
Road for Townbrints Developments Ltd. ; 
(d) 14 one-unit garages at 62-70 Addis- 
combe Road and | Radcliffe Road for 
London Development Ltd.; (e) 11 one-unit 
garages at 13-19 Newark Road for Mrs. F. 
Fry; (f) public mortuary and bungalow in 
Thornton Road for the Corporation; 
(g) office blocks at 24-27 Dingwall Road 
and 26 Lansdowne Road for Advance 
Freehold Investments Ltd.; (h) garage and 
maintenance building in Napier Road for 
George Sands & Co. Ltd.; (i) 21 flats and 
16 one-unit garages at 12 & 14 Sylvan 
Road for F. W. Kubach; (j) office block 
at 9 Dingwall Avenue for The Rodwell 
Group Ltd.; (k) 18 flats and garages at 
27 Warham Road for Plus Flats Manage- 
ment Ltd.; (m) synagogue at 30 Elmwood 
Road for Trustees of Croydon and District 
Synagogue; (n) office block at Ordnance 
Depot, Mitcham Road, for Gerald Eve & 
Co.; (0) office and staff accommodation 
and telephone exchange at Norwood 
Junction Yard, Tennison Road for British 
Transport Commission; (p) six three- 
room, four two-room and four one-room 
flats with garages or garage space at 1, 2, 
3 & 4 Princess Road and 66 Queens Road 
for Edward Drewery Ltd.; (2) alterations 
and additions to factory in Carmichael 
Road for Candycraft Ltd.; (3) conversion 
of | Harwood Road for Women’s Outer 
London Residential Association; (4) de- 
molition of (a) ‘Highland Lodge’, Fox Hill, 
and erection of flats and garages for J. E. 
Jenkins; (b) existing school buildings and 
erection of offices, shops, restaurant, 
drive-in bank, multi-storey garages and 
one-unit garages on Trinity school site, 
North End, for Whitgift Educational 
Foundation; (5) Extension to factory at 
Bond Engineering Works, Willett Road, 
for Liberty Printers (A. R. & R. F. 
Reddin) Ltd.; (6) extensions and adapta- 
tions to Selhurst grammar school for boys 
for the Corporation. 


Exeter C.C. Plans submitted for (1) erec- 
tion of warehouse, office and shop 
premises at 107 Blackboy Road and 3-10 
Salem Place; (2) revised layout for six 
dwellings in Cherry Gardens, Hope 
Road/Wonford Street, 37 houses and 
25 garages in Ashleigh Mount, Redhills; 
offices, garages, workroom and store in 
Market Street/Guinea Street; (3) layout 
for 31 dwellings at Dunsford Gardens & 
Bowhay Lane. 


Friern Barnet U.D.C. Plans submitted for 
(1) erection of (a) six flats and garages on 
Trenabie site, Oakleigh Park North, for 
R. H. J. Williams (Builders) Ltd.; (b) 
storage building for motor vehicles at 
1182/92 High Road, Whetstone, for Geo. 
Grose Ltd.; (c) branch library in Colney 
Hatch Lane and Sutton Road for Middx. 
cc; (2) outline for (a) three-storey block 
of six flats and garages at 132 Friern Park 
for Bower Estates Ltd.; (b) two-storey 
block of four flats with space for four 
garages at 66/68 Friern Park for Bower 
Estates Ltd. 
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INTO GLAUGHTON iy 


THE “ PARWINAC” 
TRANSLUCENT SWING - DOORS Take a look inside any Claughton lead bend 
WITH THE NEW IMPROVED 


or lead trap-—see how the bore is full and smooth 
GING 


i 

venience with these new doors Screws are securely fixed. There's no doubt 

w ac 

ong Vitible — about it. if you want the best hydraulic solid drawn 

either side. They are proof ¢ lead traps, bends, offsets, or junctions 

against oil, fats and chemicals specify CLAUGHTON 

Ideal for use in light indus- 

tries, warehouses, canteens, 4 

offices, hospitals and schools. 

Write for List PVC 422 


The efficient 
Suitable for the heavier indus- ARCHITECTURAL LEADWORK 
tries using motorised trucks. - ; ; Decorative leadwork of all descriptions 
They require no maintenance, ‘ais " Cast and wrought lead rain water 
being made in strong black i= ’ heads, gutters, pipes, sockets, tacks and 
rubber with steel frames hous- / clips. Variety of standard designs 
ing an automatic spring action. Ri aad available, or can be made to customers 


Send for Catalogue 


PARKER WINDER A 
& ACHURCH LTD CLAUGHTON 


422 BROAD ST., BIRMINGHAM |. (Tel.: MiDiand 500!) i Mee SANITARY LEAD WORKS 
LONDON: 16 Grosvenor Place, 8.W.1. (BELgravia 2232) — : BRAMLEY, LEEDS 13 
MANCHESTER: 261 Deansgate, Manchester 3. (Blackfriars 9478) Phone : Pudsey 2886 


CONCRETE 


mor re, BATLEY LOCK-UP 


GARAGES 


With the present-day high cost of building materials and labour BATLEY 
Multiple Concrete Garages offer tremendous economies. Employing the well- 
known Batley principle of tongued and grooved concrete units which are simply 
bolted together on a firm level foundation, these garages can be erected by 
unskilled labour in hours instead of days. Fitted with Up and Over or hinged 
doors as required 


alco available ANY NUMBER CAN BE ERECTED IN ONE BLOCK 
ila PURCHASED BY OVER 300 LOCAL AUTHORITIES 
with Wooden ERECTION SERVICE AVAILABLE 


} YEARS’ GUARANTEE 
Roller Shutter FREE ADVISORY SERVICE 
ATTRACTIVE DEFERRED TERMS 
EXTENSIVE FREE DELIVERY AREA 
Write for illustrated brochureto: ERNEST BATLEY LIMITED, 96 Colledge Road, Holbrooks, Coventry. Tel. 89245/6 


Manchester Office : 96 New Islington, Manchester 4 ; Collyhurst 2887. London Office : 123 Shepperton Road, N.\ ; Canonbury 8793 


STRUCTURAL SOMETHING BETTER ....? 


STEELWORK A POLISHED HARDWOOD HANDRAIL 
cei: and MIDRAIL — to enhance 
PROJECTS your staircase... . ? 


ROOF TRUSSES |5'0" . . Consult the Specialists 


to 100'0" SPAN 


The NORTHARC serves F. J. LEWIS LTD. 


can provide for steelwork 


supply only or include for erection and sheeting as required. Our drawing HANDRAIL HOUSE 
office is available for plan preparation employing the latest design methods 6 5 M a y 9 rove R oa d K i | b urn 


THE NORTHARC London N.W.6 


260, LANGHAM ROAD, TURNPIKE LANE, Maida Vale 0871/5 
PHONE BOWES PARK 3757 
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the new way to say 


Mo SATCS 


Patent No. 827547 


FELTWOOD is real wood flooring—in 
ready-to-lay panels of jin. hardwood blocks in- 
dissolubly bonded to an underlay of damp-resist- 
ing felt. The mosaics cannot work loose. A heated 
building is not required, yet it withstands all forms of 
under-floor or ceiling heating. 


FELTWOOD is easily laid, is available in many lovely 
hardwoods, has every single advantage of a traditional wood 
floor plus the damp-resistance and extra resilience the felt gives 
it—and it 


COSTS BARELY MORE THAN SYNTHETIC FLOORING 
We hold large stocks of many different hardwoods seasoning in our yards. 


BITUMEN FELT 
2. BITUMEN BOND 


MANUFACTURED BY Write for leaflet ABF 


Vi G VIGERS BROS. LTD., Ludgate Broadway, 


London, E.C.4 _—s Tel.: CiTy 2111 and at Belfast, Exeter, Cardiff, Birmingham 


Watco that 
ee concrete floor 
and complete 


ACCIDENT everything 


MARINE UNDER THE... the job 


Watco Concrete Hardener is a unique non-chemical 


1710 1960 250th YEAR 


| penetrative treatment for new and old concrete floors. Its safe 
and sure sealing effect is 100% and permanent. 


INSURANCE OFFICE LTD 


Head Office 
63 THREADNEEDLE STREET - LONDON - E.¢.2 Further information from 


Branches and ogencies throughout the World WATCO (SALES) LTD (Dept. 5) 

Floor Treatment Specialists 
56 BUCKINGHAM GATE, LONDON, SW1 - VICtoria 0623 
The word ‘Watco’ is a regd. trade mark 


Insurance Office 
in the World 


< 
Ww 
y The oldest 


The distinctive urgent note of the SPC Fire Alarm can 
be clearly heard over the loudest, most sustained noise— 
giving instant and timely warning of danger to life and 
property. 


Sleek, functional design by Gerald Benney, Des., 
R.C.A. Aluminium base, red dome and black 
handle. Hand operated (4 rings per turn); no 
gears; no maintenance ; unaffected by power 
failure. Accepted by the Council of Industrial 
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for strong, fire-resistant 
construction Here is undoubted 
value in genuine gypsum plasterboard. 
Made in standard sizes by independent 
Bellrock Gypsum Industries Limited, 
its outstanding lightness, niailability, 
strength, insulation, and fire protection 
make it universally preferred. Bellrock 
gypsum plasterboard is available from 
merchants everywhere. 


Design for their Design index. 
Instant protection from moment of installation 


Price £5 19. 6. (Carriage Paid) 
Order NOW from 


SCOTTISH PRECISION CASTINGS LTD. 
411-415 Hillington Road, Glasgow, S.W.2 
Tel. Halfway 1641 


STEEL PARTITIONING 


ABIX executive type of steel partitioning illustrated here, will have a 
strong appeal in all cases where a pleasing appearance, combined with 
strength and durability is sought 
in addition the sound and heat resisting qualities of these partitions are greatly enhanced by the insertion of 
an efficient insulating material in the lower panels. 
Glazing along the dado line may be of any desired type of glass, and filler panels can be supplied to give 
increased height, to ceiling, or as neccessary 
Erection is simple and dismantling for rearrangement, if required, may be quickly carried out without risk of 
damage to components. Stove enamelling in a choice of colours completes a high-grade finish. We also 
manufacture industrial partitioning suitable for works, offices, stores, etc 
Our representative will be pleased to cali and submit schemes and prices if required 


BELLROCK 

GYPSUM INDUSTRIES LTD. 

200 Westminster Bridge Road, London S.E.1 
Telephone: WATerloo 3461/5 

Telegrams and Cables: Belrock, Lamb, London 


Immediate Delivery 


Please write for llustrated Catalogue ABN, 2 to 


ABIX (METAL INDUSTRIES) LTD. 


Steel Equipment for Office and Factory 


Pool Road, West Molesey, Surrey 
Phone: MOLesey 436! /3 Groms: ABIX, East Molesey 
ALSO MANUFACTURERS OF: STEEL CYCLE STANDS, CLOTHES LOCKERS 


ARCHITECTURAL ORNAMENTS 


Permanent and frost proof 


CONTRACTS 


DEPARTMENT 
offers ... 


£2.12.6 
143" high 
17}" across 
Packing and 
carriage extra 
Classic and 
Contemporary 
designs 


Write for illustrated leaflet 
L. J. KNIGHT LTD., Ellicombe, Minehead, Somerset 


. specialised service at most competitive prices for 
all types of furniture and furnishings. Contemporary 
or Traditional Design. We have had long experience 
in working in conjunction with Architect's specifications 
or to creating our own schemes for your approval. 


Apply Contracts Manager: 


ELYS OF WIMBLEDON 


Telephone: WIM 300 


Height 35" 
Base 


13” square Height 


Diameter of Bal! 123” 
Base 9" square 
£5.0.0 


£6.17.6 
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IBM INTERNATIONAL mopEL 28 


recently added to the large range of 


IBM International Electric Secondary Clocks— 
“the clocks with the clearest time indication” 


owing to their case and dial design. 


Time Indication can always be relied upon as 


the Clock is operated by the 


International Superelectric Master Clock Time System with 
its exclusive feature AUTOMATIC SUPERVISION that verifies 
the receipt of 60 minute impulses every hour by all time 
units on the circuit ALWAYS ensuring uniform and 


accurate time. 


Details of all IBM International Secondary Clocks will be sent 


free on request. 


IBM UNITED KINGDOM LIMITED 
International Time Recording Division 
8 Berkeley Square, London, W.1|. Tel.: Mayfair 2004 


ELECTRIC TYPEWRITERS 


DATA PROCESSING 


TIME SYSTEMS 


Essential components for BETTER timber structures 
AN ANNOUNCEMENT ABOUT 


TIMBER CONNECTORS 


“TECO” 
“ BULLDOG ” 
TRIP-L-GRIP ” 


These three brands have become so well known over a 
period of years that they are in danger of beingconsidered 
generic terms for types of timber connectors. It is 
necessary to make clear that these names are in fact 


REGISTERED TRADE MARKS 


applicable only to 

**TECO” 24” dia. and 4” dia. DOUBLE BEVELLED SPLIT-RINGS. 

““TECO” 29° dia. and 4° dia. heavy duty pressed and malleable 
SHEAR PLATES. 

*“BULLDOG” toothed-plate connectors (five sizes). 
‘*TRIP-L-GRIP” FRAMING ANCHORS—for stronger nailed 
joints. 

To specify and use these branded timber connectors 
is your assurance that they are manufactured to BS. 1579, 
where applicable. 

When ordering speci ys and insist that you get— 

“TECO™, BULLDOG" and “ TRIP-L-GRIP™ brands. 


DESIGN AND GENERAL DATA AVAILABLE FROM 


MACANDREWS & FORBES 


LIMITED 


CAXTON STREET- LONDON:S.W.I 
TEL: ABBEY 445/-3 


Telephone : 
ENField 8383/4/5 


Telegrams : 
Quality, Enfield 


Shutter Contractors Ltd. 


LINCOLN WORKS 
GT. CAMBRIDGE ROAD 


ENFIELD, MIDDLESEX 


MANUFACTURERS OF 


Quality 
ROLLING SHUTTERS 
in Steel, Wood and 


Aluminium Alloy 


Manual, Gear and Electrical Operation 
FOR ALL TYPES OF BUILDINGS 


Approved Manufacturers to F.O.C. and L.C.C. 
Requirements 


Contractors to 
H.M. Government — all Departments, Public Utility 
Companies, Councils, Principal Railways, Institutions, 
etc. 


ae INTERNATIONAL TIME EQUIPMENT 3 


AVOID 


HEAT 


PORON is expanded 
polystyrene, one of the 
most effective insulants 
yet discovered. This 
feather-light, rigid 
material is supplied in 
varying thicknesses 
and sizes for all types 
of buildings. 


insulation 


PORON is easily fixed to 
roofs, ceilings, walls and floors 
(particularly in electric floor 
warming). What’s more, it 
saves {{{’s on the heating 
costs of any building. Send 
for fuller details and a sample 
of PORON. 


Gallows Park, Torpoint 
Cornwall 


COMMERCE FACTORS (GB) LTD. 


Tel.: Millbrook 254 and 255 
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for exact” 
reproduction 


DRAWING INK 


Laboratory tested and proved 
one of the finest inks in the 
world. Microscopically 
superior, DANIA Drawing 
Ink has an excellent flowing 
capacity and remains work- 
able in the drawing pen for 
over 7 i of « 

work. It makes it possible to 
work with very thin lines and 
yet has excellent coverin 
ability. Draughtsmen a 
Commercial Artists prefer it 
for its depth of colour which 
ensures perfect rerroduction. 
it can be diluted with distilled 
water to all shades. 


In black and 16 colours. 


l}oz. (NOT oz.) screw-top 
pipette bottles 2/6. 


Plastic Cartridges 0-46 07. (Can 
be refilled) 1/9. 


Also available in | litre (approx. 
9 oz.) and ¢ litre (approx. 18 oz.) 
bottles. 


Send P.O. 2/6 for Trial Bottle to 


Dept. A.B. 


B. CHARLES ROFF & CO. LTD. 
38a, PARADISE ST., BIRMINGHAM | Tel.: MID 3517-8 
Also at | MANVERS ST., BATH Tel.: BATH 2858 


THE FORK-LIFT TRUCK AND PALLET SYSTEM 


| Obtainatie from booksellers. Published by: 


MATERIAL HANDLING IN WORKS STORES 


& This unique book must be read by everyone concerned in any way with industrial storekeeping. Written by L. J. Hoefkens . . . lavishly illustrated 


* .. with many new sections and useful reference material added . . . it demonstrates convincingly all the practical advantages of the fork-lift truck 
sand pallet system. 
2nd Edition 196pp. 18s. net. By post 19s. 


ILIFFE Books Ltd., Dorset House, Stamford St., London, S.E.! 


GF Malleable Iron is 
strong and reliable 
Specify GF Step Irons 
for your next job 
Standard types are: 


34/b. with 4%” tail 
for hbric A work 
4ilb. with 94° tail 
for 9" brickwork 


For precast concrete manholes 


with 1%” tail 
2!lb. with 2” tail 
28lb. with 34" tail 


Ask your usual supplier, or write to 


BRITANNIA IRON & STEEL WORKS LIMITED 


A member of the GEORGE FISCHER group (Switzerland) 


BEDFORD Telephone: Bedford 67261 ENGLAND 


FIREBACK HOOD 


(pat we es 


(atc? 


SECTION OF FIREPLACE 


Showing Hood and Outlet IN BEST QUALITY 
assembied together. FIREBRICK MATERIAL 
OUTLET HOOD 
@ Predetermines entrance @ Seals off fiveback to 
to flue. lintel 

@ Restricts throat to @ Resists heat to back of 
correct size. surround 

yed @ Shelf remains cool. 


WRITE FOR FULLY 
ILLUSTRATED 
LEAFLET 


BOWENS 


@Smoke passes un- @Eliminates smoke 
impeded into flue. pocket 


STOCKED BY LEADING MERCHANTS EVERYWHERE 


(REFRACTORIES) 
LIMITED 


CLATTERSHALL FIRECLAY & BRICKWORKS 
STOURBRIDGE 
Telephone: BRIERLEY HILL 78101-78102 


ZENCO 
PRECISION 


PLASTER 
ACOUSTIC TILE 


*% Reinforced throughout 
Non-combustible 


PENGE 


* Infill of mineral wool 
* Backed with Aluminium foil 
*% Dimensions: 24° x24 x14" 


COZENS VENTILATORS LTD. 


(ACOUSTICS DIVISION) 


Tel.: SYDenham 8575 LONDON, S.E.20 
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Official Announcements 


APPOINTMENTS 
Close for press - first post Monday for following Wednesday issue. 


CLASSIFIED ADVERTISEMENTS 
CHRISTMAS PRESS NOTICE 


The issue dated DEC. 21st will close for Press 
on THURSDAY, DEC. I5th. 
The issue dated DEC. 28th will close for Press on 
WEDNESDAY, DEC. 2ist. And the issue dated 
JAN, 4th will close on FRIDAY, DEC. 30th. 


APPOINTMENTS 


Australia 
The University of New South Wales 
Newcastle University College 
VACANCIES FOR ACADEMIC STAFF 
The University invites applications for 
appointment to the following position at 
Newcastle University College: 
Lecturer in Architecture 
Salary range: £A1,759-£A2,464 p.a. 
Subject to passing a medical examination, 
appointee will be eligible to contribute to 
the State Superannuation Fund. 
First-class ship fare to Sydney of appointee 
and his family will be paid. 
Four copies of applications, including the 
names of two referees, should be lodged 
with the Agent General for New South 
Wales, 56 Strand, London, W.C.2, and a 
copy forwarded by airmail in an envelope 
marked ‘University Appointment’ to the 
Bursar, The University of New South 
Wales, Box 1, Post Office, Kensington, 
New South Wales, Australia, before 13TH 
JANUARY, 1961. Candidates outside the 
United Kingdom and Ireland need only 
submit one copy of their applications to the 
London address. [7362 


Borough of Enfield 
Borough Engineer & Surveyor’s Depart- 
ment. 

Non-County Borough in the County of 
Middlesex—Population 109,700. Area 
12,400 acres. 
APPLICATIONS are invited, from suit- 
ably qualified persons, for the following 

permanent appointments: 
1. ASSISTANT ARCHITECT—APT IV 
—£1,140-£1,310 plus London Weighting. 
2. ARCHITECTURAL ASSISTANTS 
(2 No.)—APT  III—£960-£1,140 plus 
London Weighting. 
The commencing salary will be fixed at 
points within the scale commensurate 
with qualifications and experience. 
There is a large varied programme of 
work, including the redevelopment of 
Clearance Areas and other areas scheduled 
for Comprehensive Development. 
HOUSING ACCOMMODATION may 
be made available in appropriate cases. 
The Council is also prepared to consider 
100% advances to successful applicants 
for house purchase within the Borough. 
Saturday mornings are normally free 
from duty. 
Application forms, obtainable from H. D. 
Peake, MSc(Eng), MICE, Borough En- 
gineer and Surveyor, 7 Little Park 
Gardens, Enfield, Middlesex, must be 
returned as soon as possible. 

CYRIL E. C. R. PLATTEN, 
Public Offices, Town Clerk. 
Gentleman's Row, 
Enfield, Middx. 


25 October, 1960. [0842 


ARCHITECT, Grade III, for design and 
construction of buildings in parks and 
open spaces. Excellent opportunity for 
experience of collaboration with land- 
scape architects. Up to £1,250 according 
to qualifications and experience. Apply 
Chief Officer (A1/A/3105/12), LCC 
Parks Department, County Hall, S.E.1. 
(Phone: WATerloo 5000 Ext. 8076.) 

[7363 


AIR MINISTRY Works Designs Branch 
requires in London and _ Provinces 
ARCHITECTURAL ASSISTANTS with 


adequate training and drawing office exp. 


ONC (Building) an advantage. Work 
includes site layouts, sketch plans, 
working drawings and details for variety 
of technical and domestic buildings in 
permanent and semi-permanent construc- 
tion. Financial assistance and time off 
given for recognized courses of study. 
Promotion and pension prospects. Five- 
day week with 18 days’ paid leave per 
year initially. Overseas tours for which 
special allowances granted. 

Salary: in London ranges from £805 
(age 25) to £980 p.a. somewhat lower in 
Provinces. Commencing salary depen- 
dent on age, quals. and exp. Applicants, 
who must be natural born British 
subjects, should write (quoting Order 
No. Kings Cross 897) to Air Ministry, 
W.G.d, Lacon House, Theobalds Road, 
London, W.C.1, or to any Employment 
Exchange giving age, details of training, 
quals., full particulars of former posts 
held and copies of any testimonials. 
Candidates selected will normally be 
interviewed in London and certain ex- 
penses reimbursed. {0353 


Urban District Council of Corby 
ARCHITECTURAL ASSISTANTS 
APPLICATIONS are invited for the 
undermentioned appointments in the 
Architectural Section of the Engineer and 

Surveyor’s Department :— 

(i) Senior Architectural Assistant. 
Applicants must be qualified Architects 
of not less than five years’ experience 
(including the period of theoretical train- 
ing). Salary within Grade APT III/IV 
(£960-£1,140-£1,310) according to ex- 
perience. 

(ii) Junior Architectural Assistant. 

Salary Grade APT I (£645-£815) or 
APT II (£815-£960) according to qualifica- 
tions and experience. 


Corby is a rapidly expanding town and 
the Council’s building programme is 
substantial and varied, with opportunities 
for good experience. 

The provisions of the Local Government 
Superannuation Acts, 1937/53, will apply 
to this appointment. 

Housing accommodation will be made 
available to the successful candidates, if 
married. 


Forms of application may be obtained 
from the undersigned, to whom they 
should be returned not later than the 
first post on Friday, 16th December, 
1960. Testimonials will be required only 
from applicants selected for interview. 
G. B. BLACKALL, 

Clerk of the Council. 

Council Offices, 


Corby, 
Northants. 


22nd November, 1960. {7326 


CONTRACTS 


TENDERS 


Rates « 25s per inch and pro rata, minimum half inch. 


Burgh of Falkirk 
DEPUTE BURGH ARCHITECT AND 
TOWN PLANNING OFFICER 
APPLICATIONS are invited from persons 
who hold the qualifications ARIBA and 
AMTPI, for the post of Depute Burgh 
Architect and Town Planning Officer for 
the Burgh of Falkirk. Salary £1,116 13s 4d 
x £42 to £1,284 13s 4d per annum with 
placing according to qualifications and 
experience. 
The appointment will be subject to the 
Town Council's Superannuation Scheme 
and Conditions of Service and the success- 
ful applicant will require to pass a medical 
examination. 
Applications stating age, qualifications 
and experience along with copies of three 
recent testimonials should be lodged with 
the undersigned not later than 19th 
December, 1960. 
JOHN G. MORRIS, 
Town Clerk. 


Municipal Chambers, 
FALKIRK, 
25th November, 1960. 


[7350 


Royal Burgh of Dumfries 
DEPUTE BURGH ARCHITECT 
APPLICATIONS are invited from Quali- 
fied Architects, preferably with experience 

in Redevelopment Work. 

The appointment, within the Salary Scale 
£1,140-£1,220 (ic. £100 in excess of 
Admin. Grade D of the NJIC Scheme), will 
be subject to the Town Council’s Super- 
annuation Scheme and NJIC Conditions 
of Service, and the successful applicant 
will require to pass a medical examination. 
If required, the tenancy of a Council 
house will be given to the successful 
applicant. 

Applications, stating age, qualifications 
and experience, together with copies of 
three recent testimonials, or the names of 
three referees, should be lodged with the 
undersigned not later than 16th December, 
1960. 


GEORGE D. GRANT, 
Town Clerk. 


{7320 


Municipal Chambers, 
Dumfries, 23rd November, 1960. 


Hampshire County Council 
APPLICATIONS are invited for the 
following pensionable posts in the County 
Architect’s Department. 

(a) Assistant Architect —A.P.T. IV 
(£1,140-£1,310). 
(b) Architectural Assistant—A.P.T. Il 
(£815-£960). 
(c) Architectural 
(£645-£815). 
Candidates for post (a) must have passed 
the Final Examination of the RIBA and 
have had considerable experience, prefer- 
ably in the office of a Local Authority. 
Candidates for post (b) should have 
passed the Intermediate examination of 
the RIBA and candidates for post (c) 
should be studying for the Intermediate 
Examination. 
Separation allowance and assistance with 
removal expenses in approved cases. 
Five-day week. 
Application forms, returnable by 15th 
December, from the Clerk of the County 
Council, The Castle, Winchester. 


Assistant—A.P.T. I 


[7360 


Officia! 


Announcements 
APPOINTMENTS (cont) 


Aycliffe Development Corporation 
(New Town of Newton Aycliffe) 
SENIOR ASSISTANT ARCHITECT 
APPLICATIONS are invited for an 
appointment of Senior Assistant Architect 
at a salary in accordance with Grades 
APT IV or V of the Whitley Council for 
New Towns Staff Scales of Salaries (i.e. 
£1,140-£1,310 p.a. or £1,310-£1,480 p.a.). 
The commencing salary and grade will be 
fixed according to the qualifications and 

experience of the successful applicant. 
Applicants should be associates of the 
Royal Institute of British Architects. The 
principal work for the successful applicant 
will be in connection with the development 
of the town centre of the new town. 
Appointment subject to NJC Conditions, 
superannuation, medical examination and 
to one month's notice, in writing, on either 
side. 

available if 


Housing accommodation 


required. 
Applications stating age, qualifications, 
experience and present salary together 
with the names of two referees to arrive 
by Wednesday, 28th December, 1960. 

A. V. WILLIAMS, 

General Manager. 

Churchill House, 
Newton Aycliffe, 


Nr. Darlington. [7366 


Hampshire County Council 
BUILDING SURVEYORS, APT IV V 
(£1,140-£1,480) required in County Archi- 
tect’s Department. Candidates must have 
passed the final examination of the 
RICS (Building) and have had considerable 
experience in preparing reports, specifica- 
tions and estimates for works in connection 
with the repair and maintenance of build- 
ings, and have a thorough knowledge of 
all aspects of building trades. Travelling 
allowance for use of own car, on ‘casual 
user’ scale in first instance. Separation 
allowance and assistance with removal 
expenses in approved cases. 

Application forms returnable by 15th 
December from the Clerk of the County 
Council, The Castle, Winchester. [7348 


Wigan and District Mining and Technical 
College 
APPLICATIONS are invited for a post as 
ASSISTANT LECTURER IN BUILDING 
commencing Ist February, 1961, or by 
arrangement. Candidates should posses a 
degree, diploma or equivalent qualifica- 
tion. Ability to teach Structures would be 

an additional recommendation. 

Salary Scale £700 by £27 10s. (15) and by 

£37 to £1,150 per annum plus additions 

for graduate status and training. Full 

allowance for industrial and other relevant 

experience 

Further particulars and application form 

will be sent by the undersigned. Last date 

for receipt of applications: 23rd December, 

1960 

E. C. SMITH, 

Principal. 

[7361 
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Borough of Uxbridge 
ARCHITECTURAL ASSISTANT 
APPLICATIONS are invited for the 
above appointment on the staff of the 
Borough Surveyor and Architect at a 
salary within APT III (£960-£1,140 per 
annum plus London Weighting up to £45 
per annum) according to qualifications 

and experience. 
Applicants should have had a good 
architectural training and experience and 
preference will be given to those with a 
professional qualification. The provisions 
of the Local Government Superannuation 
Act apply to this post, and the successful 
candidate will be required to pass a 
medical examination. The conditions of 
service are those contained in the National 
Scheme of Conditions of Service. 
Apply giving full personal details, present 
and past appointments, qualifications and 
experience with names and addresses of 
two referees to Harold E. G. Stripp, 
FRICS, MinstRA, Borough Surveyor 
and Architect, 263 High Street, Uxbridge, 
by 9 a.m. on 2nd January, 1961. 
E. RONALD WEST, 
Town Clerk. 
[7371 


Kent County Council 
APPLICATIONS are invited for the 


appointment of ASSISTANT ARCHI- 
TECTS in the office of the County 
Architect to assist with the Council's 


expanding building programme which 
includes schools, colleges, residential 
homes and other public buildings. The 
salary range extends to £1,480 a year, the 
starting grade and salary depending upon 
qualifications, ability and experience. 
Further details and application forms from 
the County Architect, Springfield, Maid- 
stone. Closing date 16th December, 1960. 
[7365 


Middlesex 


management of projects. 


Associateship of the RIBA. 


County Council 
Architect’s Department 


The establishment and salary scales of the department have been 
with the result that there are now excellent 
opportunities for both newly-qualified and experienced architects to 
work on a full and varied programme including :— 


improved recently 


Primary and Secondary Schools 
Technical Colleges 

Youth and Community Centres 
Old People’s Homes 

Health Clinics 

Fire Stations 


The department is organized on a group basis under the direction of 
WHITFIELD LEWIS, FRIBA, and every opportunity is given to architects 
of ability to take full responsibility for the design, construction and 


Vacancies exist in the following grades : 
Senior Architects APT V .. . £1,355 - £1,525 p.a. (six positions) 
Assistant Architects APT IIT -IV .. . £1,005 - £1,355 p.a. (18 positions) 
Junior Assistants Gen. Division, APT I and II (up to £1,000 p.a.) 


Juniors taking part-time courses of study are encouraged by payment of fees and one 
day’s paid leave per week for study. 


Applicants for Assistant Architect and Senior Architect's positions are expected to have 


The architectural groups are supported by ancillary divisions; Quantity Surveying and 
Cost Analysis, Heating and Mechanical Engineering and Structural Engineering and 
vacancies also exist in these sections. 


All posts established and subject to prescribed conditions. Full details and application forms can be obtained from: 


County Architect, | Queen Anne’s Gate Buildings, Dartmouth Street, S.W.1 


(Quote E 947 TB) 
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Official 


Announcements 
APPOINTMENTS (cont) 


County Borough of Bury 
APPLICATIONS are invited for the 
following permanent appointments :— 
(a) Senior Assistant Architect—APT IV 
(£1,140-£1,310). 

(b) Assistant Architect—APT I or APT II 
or APT III (£645-£815 or £815-£960 or 
£960-£1,140). 
(c) Assistant Quantity Surveyor—APT | 
or APT If or APT IIL. 
(d) Architectural Draughtsman—- Misc. III 
(£555-£625). 
(e) Town Planning Assistant--APT I or 
APT II or APT IIL. 
(f) Assistant Estate Surveyor—-APT | or 
APT II or APT III. 
The commencing salary will be fixed 
according to qualifications and experience. 
Applicants for Appointment (a) should 
be experienced in dealing with contracts 
for large public works and must be pro- 
fessionally qualified. Applicants for Ap- 
pointment (b) should have general ex- 
perience in the design and construction 
of public buildings, and success in Part I 
or II of the RIBA Final or Special Exam- 
ination, or other equivalent at one of the 
recognised Schools of Architecture will 
entitle the applicant to appointment on 
APT Ill. Applicants for Appointments 
(c), (e) and (f) should have had general 
experience appropriate to the posts 
advertised, and membership of the appro- 
priate professional institution will be an 
advantage. Applicants for Appointment 
(d) should have had experience in archi- 
tectural drawing office procedure. 
Consideration will be given to the pro- 
vision of housing accommodation if 
required. 
Applications stating age, qualifications, 
experience, present and previous appoint- 
ments and salary, together with the names 
of two referees, must reach me by 12th 
December, 1960. 

EDWARD S. SMITH, 

Town Clerk. 


Town Hall, 
Bury. 


21st November, 1960 [7321 


ARCHITECTURAL STAFF 
Sydney Greenwood, ARIBA, Chief 


Architect 
JOHN LANE & SON LTD. 
requires 
ARCHITECTS, ASSISTANT ARCHI- 


TECTS and ARCHITECTURAL ASSIS- 
TANTS for a recently established office 
in Manchester. 

This office will be responsible for all 
types of Architectural projects undertaken 
by the department. 

Architects should be qualified with at 
least five years’ experience in Schools, 
Industrial and Commerical Projects. 
Assistant Architects should be qualified 
with 23 years’ similar experience includ- 
ing Domestic experience. 

Architectural Assistants should be of 
Intermediate Standard with 2/3 years’ 
experience in Architect's office. 

There are excellent opportunities within 
an expanding organisation including pen- 
sion scheme and other progressive benefits. 
Applications giving brief details to Per- 
sonnel Manager (MRG2), John Lane & 
Son Ltd., Page Street, Mil! Hill, N.W.7, 
or arrangements for interviews can be 
made by telephone (Telephone Mill Hill 
3636). [0845 


City and County of Bristol 
HOUSING DEPARTMENT 


APPLICATIONS invited for Technical 
Assistants. Salary grade APT IV (£1,140- 
£1,310). Applicants must have passed 
Final examination of Royal Institution of 
Chartered Surveyors (Building) or hold a 
similar qualification and be experienced 
in preparation of plans, specifications and 
estimates, particularly in connection with 
the adaptation and improvement of 
existing buildings. Knowledge of pro- 
cedure in relation to improvement grants 
an advantage. 
Forms of application from Housing 
Manager, Council House, College Green, 
Bristol 1, returnable by 22nd December. 
[7369 


invites applications 


Apply : 


BRITISH OVERSEAS 
AIRWAYS CORPORATION 


for 2 STAFF ARCHITECTS for their Central Planning 
Group stationed at LONDON AIRPORT within a 
salary range of £1,130 to £1,567. Candidates should be 
members of the RIBA. The position will carry responsi- 
bility for running big projects through Consulting 
Architects and Engineers, and applicants should have the 
ability to tackle large scale planning work. They should 
possess a contemporary design outlook allied with a good 
sketch presentation technique and competence in report 
writing. Applicants must be prepared to visit overseas 
stations for short periods. 


Recruitment Manager, B.O.A.C., London Airport, Hounslow, Middx 


TENDERS 


County Borough of Bootle 
Borough Surveyor’s Department 
The Corporation have the following 
bronze bells from the Town Hall Tower 
Clock Chime for disposal as a complete 
peal or for Scrap. 


One Bell 10cwts 102Ibs. 
7ewts 105Ibs. 
6cwts 


4cwts 49lbs. 
Bells may be inspected and Form of 
Tender obtained from Borough Surveyor’s 
Office, Town Hall, Bootle 20, Lancs. 
HAROLD PARTINGTON, 
Town Clerk. 
[7355 


ARCHITECTURAL APPOINT- 
MENTS VACANT 


ASSISTANTS required in small, busy and 
congenial office. Good salary according to 
experience. Interesting work. Write to 
H. G. CHERRY & Partners, 38 Portland 
Place, London, W.1. (7342 
JUNIOR ARCHITECTURAL 
DRAUGHTSMEN, Student RIBA or 
Student Building Surveyor wanted. Apply 
stating experience to SANCTUARY & 
Son, Chartered Surveyors, Bridport, 
Dorset. [7339 
ARCHITECTURAL ASSISTANTS re- 
quired, Senior and Junior, for busy 
Country Practice. Varied work in con- 
genial surroundings. Salary by arrange- 
ment. Pemberton & Bateman, Vine 
Street, Evesham, Worcs. [7324 
ASSISTANT approaching Finals required 
busy country practice 45 miles London. 
Office experience and ability to take 
responsibility essential. Salary not difficult 
to agree. Box 2782. [7322 
DERNER REES, LAURENCE & MIT- 
CHELL require an Assistant for work on 
University projects. Please telephone 
Park 3900 for interview, or write 38 
Holland Villas Road, W.14. [7368 
SENIOR AND JUNIOR ASSISTANT 
ARCHITECTS required for offices in 
Circencester and Wantage. Applications 
stating full details of experience, qualifica- 
tions and salary required to:—Pyle & 
Saint, Chartered Architects and Quantity 
Surveyors, Thomas Street House, Ciren- 
cester, Glos. [7367 
ASSISTANTS required in busy country 
practice in North Hampshire. State 
experience and salary required. Box 2924. 
(7370 
STOP THAT COMMUTING! To archi- 
tects in West Sussex we offer work on a 
wide variety of West African projects, 
prospects of service abroad, and £1,000 
per annum. Apply in writing to Tecnic, 
Architects and Town Planners, 38 Sudley 
Road, Bognor Regis. [0844 
EDINBURGH. Architectural Assistants 
required immediately for expanding prac- 
tice. Please write giving details of age, 
experience and salary required to Law & 
Dunbar-Nasmith, 54 Frederick Street, 
Edinburgh. [7358 
JUNIOR ARCHITECTURAL ASSIST- 
ANT required for Country Practice in 
Sussex. 
Reply stating age and experience to 
Box 2914. [7359 
SENIOR OR JUNIOR ARCHITEC- 
TURAL ASSISTANT, male or female, 
required by national group of Building 
and Civil Engineering Contractors at Head 
Office situated in Westminster. Interesting 
and varied work. Staff position with 
Pension and Life Insurance benefits. 
Write giving particulars of age, qualifica- 
tions, experience, etc. to Box No. 2915. 
[7364 
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ARCHITECTURAL APPOINT- 
MENTS VACANT (cont) 


SENIOR AND JUNIOR ARCHITEC- 
TURAL ASSISTANTS required for 
private practice in Bristol. Varied work, 
five-day week. Salary according to experi- 
ence. Travelling expenses paid to appli- 
cants selected for interview. Apply: 

Burrough & Hannam, F/FRIBA, 23 
Richmond Hill, Bristol 8. {7357 
LOUIS DE SOISSONS, PEACOCK, 
HODGES, ROBERTSON & FRASER 
require competent Architectural Assistants 
in their Exeter office; good salaries will be 
offered to suitable applicants. Details of 
training, experience and age should be 
sent, with an indication of salary required, 
to 12 Baring Crescent, Exeter. [7356 
SPAN DEVELOPMENTS require Assis- 
tant with a background of architectural 
training and a serious interest in estate 
development. This is a new post with 
good prospects. Brief details please of 
education, training and experience to 
Span Developments Limited, Parkleys, 
Ham Common, Richmond, Surrey. [7354 
ARCHITECTURAL DRAUGHTSMAN 
required by expanding building and civil 
engineering company, operating primarily 
in the South East London and Kent area. 
Post offers excellent opportunities to a 


young imaginative man, with sound 
knowledge of building construction. 
Enquiries to Box No. 2900. {73 


ARCHITECTURAL ASSISTANTS 


Intermediate or finals standard required 
in Chief Architect's office. Interesting and 
varied work. Five-day week, bonus, etc. 
Appointments permanent super- 
annuable. 
Write (in confidence) stating age, experi- 
ence and salary required to 
Personnel Manager, 
WATES LIMITED, 
London Road, 
Norbury, S.W.16. [0843 
HICKSON & WELCH LTD., Ings Lane, 
Castleford, require an ARCHITECT. 
The post would suit a qualified person 
about 30 years of age willing to work and 
take responsibility. A starting salary of 
£1,250 is offered. Usual facilities. Apply 
to the Group Architect. {7352 
ARDIN & BROOKES & PARTNERS 
require assistants, salary range £500- 
£1,200 per annum. Busy office with 
progressive design policy. Spacious offices 
near Polytechnic, Regent Street. Phone 
LANgham 5227. {7323 
ARCHITECTURAL ASSISTANT, Lon- 
don. Final standard. Industrial and com- 


mercial. Progressive and _ interesting. 
Salary according to experience and 
ability. Box 3667. [0079 


A VACANCY occurs in the West End 
Branch of large provincial Architectural 
Practice, for an assistant at Intermediate 
standard. The post offers considerable 
scope on varied projects. Five day week, 
Luncheon Vouchers. Write giving par- 
ticulars of age, experience and salary 
required, to Box No. 2485. [0836 
SURVEYORS ASSISTANTS required 
for a wide variety of work in Architect's 
office. Should be proficient in chain 
surveying and levelling, a good draughts- 
man and of Intermediate RICS standard. 
Good salary offered in accordance with 
ability. Applications to: John H. D. 


Madin, 83/85 Hagley Road, Edgbaston, 
(7330 


Birmingham, 16. 


A QUALIFIED Architectural Assistant 
required immediately in Home Counties 
office. Successful applicant will have the 
opportunity of working on widely varying 


industrial, commercial and housing 
schemes. Five day week. Write full 
particulars to Box 2486. [0837 
FIRST-CLASS ARCHITEC- 


TURAL ASSISTANTS required. Salary 
range £1,250-£1,750 per annum, depend- 
ing upon experience. Write with fullest 
details of experience Box 2500. [0839 
WEST END OFFICE requires Assistant 
Architects of Final and Intermediate 
Standards for interesting industrial pro- 
jects in Home Counties. Good salaries 
offered to men with initiative and ability. 
Bonus scheme, five-day week, holiday 
arrangements honoured. Box 0627. [0380 
BASIL SPENCE & PARTNERS require 
qualified and experienced Architects to 
fill positions of responsibility on a major 
building programme. Write to 48 Queen 
Anne Street, W.1, stating experience and 
salary required [0740 
ELIE MAYORCAS requires architec- 
tural assistants with a minimum of three 
years’ office experience in this country. 
Write, giving brief particulars of archi- 
tectural education and experience, and 
salary required, to: 13 David Mews, 
Baker Street, W.1. [0360 
ASSISTANT ARCHITECTS required 
for staffing a new office opening in South- 
ampton for work on interesting pro- 
grammes for Universities, the War 
Department and Ecclesiastical projects. 
Juniors also required. 

Apply stating age, qualifications, ex- 
perience and salary required to Robert 
Potter, FRIBA, and Richard Hare, 
BArch, ARIBA, of De Vaux House, 
Salisbury. [0337 
DEVEREUX & DAVIES require capable 
and enthusiastic assistant architects, 
salary £1,000 per annum or according to 
experience and ability.—Devereux & 
Davies, 3 Gower Street, Bedford Square, 
London, W.C.1 [0660 
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SOUTH DEVON-—assistant architect 
required for varied and responsible work 
covering a wide area of the S.W. Salary 
range £700-£1,000. Full details in writing 
to Antony Lamb, ARIBA, AMTPI. 
Ottery St. Mary, Devon. [7316 
ARCHITECTURAL ASSISTANT 
quired. Salary range £700-£1,200 per 
annum. Apply: Richard Brown, 123 
Victoria Road, Darlington. [7346 
PETER BAREFOOT requires Assistant 
about Final Standard for Contemporary 
Design on Hospital Domestic and other 
Contracts. Salary according to ability, 
five-day week, car mileage, good sailing 
area. Write full details to 22 Thorofare, 
Ipswich. [7347 
CUMBERLAND ARCHITECTS re- 
quire an ARCHITECT and an experienced 
ARCHITECTURAL ASSISTANT 
Salary by arrangement, according to 
experience and qualification. Apply to 
Johnston & Wright, 13 Castle Street, 


Carlisle. [7349 
HOWARD V. LOBB & PARTNERS 
require assistant architects. Salaries 


would be between £750 and £1,250 per 
year. Please write to 20 Gower Street, 
London, W.C.1. [0352 
WILLIAM H. ROBBINS, ARIBA, re- 
quires ARCHITECTURAL §ASSIST- 
ANTS of Final and Intermediate standard 
for interesting work in expanding office. 
Applicants should be experienced in 
design and construction and taking 
responsibility. Excellent opportunity of 
advancement; salary range from £750 to 
£1,400 per annum according to experience. 
Five-day week. Apply to 77 Wigmore 
Street, London, W.1. WELbeck 0274/5. 
[0832 
ARCHITECTURAL ASSISTANT, Inter- 
mediate standard. Busy London office. 
Good prospects. Box 3668. [0080 
ARCHITECTURAL ASSISTANT 
quired with at least two years’ office 
experience. Apply in writing to Thomas 
Mitchell & Partners, 20 Bedford Square. 
London, W.C.1. [0916 


Miscellaneous 
Announcements 


Rate - | 9d per line, minimum 3 6d, average line 6 


words. 
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Situations wanted - advertisements are accepted at the specially 


reduced rate of 6d per line, minimum \/6d 
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Remittances payable to ‘The Architect & Building News’, 
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NO RESPONSIBILITY ACCEPTED 


SITUATIONS VACANT 


REQUIRED IN THE NEW YEAR, 
Assistant Quantity Surveyor of inter- 
mediate to final standard, capable of 


taking off and dealing with final accounts. 
Good opportunity for widening experience. 
Westminster Office: 5-day week, luncheon 
vouchers, bonus scheme. Write stating 
experience and salary required. Box No. 
2770. [7314 


FOR ERRORS 


GOOD ALLROUNDER required with a 
minimum of 4 years’ experience to 
personally assist a Partner in charge of a 
team and also to run jobs on his own 
initiative. To start immediately in the New 
Year. Apply stating age and general 
experience to J Austin-Smith & 
Partners, 29 Sackville Street, meee 

318 


DRAUGHTSMAN required. Must be 
experienced in shopfront and _ interior 
design. Salary according to experience. 
Phone: Pri. 7672. [7267 
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Announcements 
SITUATIONS WANTED 


YOUNG MAN with initiative and drive 
and 14 years in Architecture and Building 
requires interesting and remunerative 
position as executive or partner in any of 
the allied trades. Liverpool-Manchester 
or near. Box 2930. [7374 


FOR SALE 


WATTS QUICKSET LEVEL complete 
with Tripod new condition. Offers to 72 
London Road. Enfield 8504. (7351 
PRINTING MACHINE—Haldens “Mer- 
cury’’ D. E. Non-continuous Dye Line 
Copier. 5 years old with hand-operated 
developer. £35 or near offer. Holst & Co. 
Ltd., 10 Waddington Street, Durham. 

(7373 


PRIVATE DRIVES AND ROADS 


PRIVATE Drives, Forecourts, Estate 
Roads, etc., resurfaced or reconstructed 
by specialists. Tarmacadam or Tar- 
spraying. Estimates free.—Stanley Lucas 
(Slough) Ltd., Alexandra Road, Slough 
21279. [0136 


BUILDINGS FOR SALE 


SECOND-HAND _ Sectional Timber 
Buildings, 24ft x 12ft, £102; 30ft x 1Sft, 
£138; 40ft x 18ft, £192; 60ft x 20ft, £302, 
floors extra, delivery included 100 miles. 
Also similar new buildings; lists. Uni- 
versal Supplies, Crabtree Manorway, 
Belvedere, Kent (Erith 32948). [0760 


EDUCATIONAL 


GUARANTEED EXAMINATION 
COACHING for RIBA, 
RICS, 1QS, I[MunE, IStructE, etc. 

Courses in all aspects of Architecture, 
Building, Draughtsmanship, Surveying, 
Civil, Municipal, Structural and Sanitary 
Engineering. No books to buy. Write for 
Free Prospectus stating subject to: I.C.S., 
Intertext House, Parkgate Road (Dept. 
518), London, S.W.11. [0348 


Leeds College of Art 
School of Architecture and Town Planning 
ARTHUR LOUIS AARON V.C. 
SCHOLARSHIP 
THE Management Committee invite 
applications for this Scholarship of £250, 
open to past or present students, who, at 
the time of taking up the award, hold the 
Diploma in Architecture of the School. 
The Scholarship is awarded for travel and 
study in Architecture. 
Applications should reach the Head of 
the School of Architecture and Town 
Planning, 43a Woodhouse Lane, Leeds 2 
(from whom further details are available) 
by the 31st December, 1960. 
GEORGE TAYLOR, 
Chief Education Officer. 
Education Department, 
Calverley Street, 


LEEDS 1. [7345 
SERVICES OFFERED 
ARCHITECTURAL VISUAL 


PLANNING MODELS, prototype design 
and development. Exhibition stands and 
animated light displays. Consult: John 
Evans and Associates, East Gate House, 
Cheyne Walk, Northampton. [0351 
ARCHITECTURAL MODELS. Tomas 
E. Bartlett and Partners specialize in this 
work. 5 King’s Ave., W.5. Phone Perivale 
6283. [0841 


URBAN 


design and detailing. 


later than the 22nd December, 1960. 


BEESTON AND STAPLEFORD 
DISTRICT COUNCIL 


TEMPORARY 
ARCHITEGTURAL 


£1,500 per annum will be paid to suitably qualified Architects required for work in 
connection with design and planning of a 


COVERED SWIMMING BATH 
Canditates should have good design ability, with experience in contemporary 
Applications stating age, qualifications and experience, together with particulars 


of present and previous appointments and names and addresses of two referees, 
must be received by the Housing Architect, Town Hall, Beeston, Nottingham, not 


ASSISTANTS 


COMPRISING TWO POOLS. 


H. D. JEFFRIES, 
Clerk. 


83 


ARCHITECT concentrating solely on 
Architectural and Topographical Model- 
Making and Perspectives for fellow 
members of the profession. Box 2816. 
(7343 


OFFICES TO LET 


TWO FRONT FIRST FLOOR OFFICES 
excellently suited to Architect, Developer, 
etc., immediately opposite London Bridge 
Station. Very moderate inclusive rental. 
Apply: W. J. Kerry & Co., Estate Agents, 
6 Railway Approach, London Bridge, 
S.E.1 (HOP 5411). [7310 
SOUTH LONDON (near Croydon) op- 
posite main S.R. station. Floor areas of 
400, 2,000 and 2,600 sq ft at 13s Od per 
sq ft. 
KEITH CARDALE, GROVES & CO., 
43 North Audley Street, W.1. GRO. 8551. 
[7327 


WORK WANTED 


EXCAVATION sub-contracts, site de- 
velopment, overburden removal, clay 
getting, earth dam _ construction, etc. 
Technical staff available to analyse, 
programme and price complex projects. 
Particular attention given to finish and 
compaction. D.9, D.8, TD.18 and TD.14 
scrapers, excavators, loading shovels and 
lorries available with competent and 
imaginative supervision for execution of 
work. Also interested in overseas pro- 
jects calling for not exceeding 10,000yd 
per week output. Dick Hampton, Black- 
nest, Alton, Hants. Tel.: Bentley 2241. 

[0334 


BOOKS 


CURTAIN WALLING. With an intro- 
duction by Edward D. Mills, FRIBA. 
This booklet contains a reprint of an 
article from ‘The Architect & Building 
News’ giving 16 examples of proprietary 
curtain walling systems, tabulated details 
of infilling panels, and names and ad- 
dresses of manufacturers and suppliers. 
In addition there are four examples of 
actual designs from English, American 
and German sources, together with their 
detail sheets. 2s 6d net from all book- 
sellers. By post 3s from Iliffe Books 
Ltd., Dorset House, Stamford Street, 
London, S.E.1. 


ARCHITECTS 


| required by 

i LONDON TRANSPORT 

for the following posts :— 

| ASSISTANT ARCHITECTS 
Salary range £1,140 p.a. — i" 
£1,320 p.a. 


| Applicants must be fully qualified and capable 
of supervising staff (Reference 117/A/2) 


ARCHITECTURAL ASSISTANTS 
Salary ranges £1,060 p.a. — 


£1,140 p.a. 
— £1,020 p.a. 


£940 p.a. 
Applicants should be qualified to RIBA 
Intermediate standard with previous office 
experience (Reference 117/B/2) 
FREE TRAVEL; 5 DAY WEEK; medical 
examination; contributory superannuation 
after probation. 
Applications quoting reference number of post 
applied for and stating age, qualifications and 
full details of experience to 
Staff and Welfare Officer 
LONDON TRANSPORT 


_ 55 Broadway, S.W.1 


= 
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CLASSIFIED ADVERTISEMENTS 
Use this Form for your Sales and Wants 


To “The Architect and Building News’ Classified Advertisement Department, 
Dorset House, Stamford Street, London, S.E.!. Waterioo 3333 


PLEASE INSERT THE ADVERTISEMENT INDICATED ON FORM BELOW 


@ RATE: 1/9 PER LINE—MINIMUM 3/6. 
AVERAGE LINE 6 WORDS. 
SITUATIONS WANTED. 
Special rate 6d. PER LINE—MINIMUM | 6 
Name and address to be included in charge if used 
in advertisement. 
@ SEMI-DISPLAY—25/- PER INCH—MIN. HALF INCH. 
@ BOX NUMBERS add 2 words Plus |/- wis 
@ PRESS DAY—Ist POST MONDAY. 
Cheques, etc., payable to The Architect & Building News 
and crossed & Co. 
@ See first page of miscellaneous section for further 
details. 


REMITTANCE VALUE... ENCLOSED 


Please write in block letters with ball pen or pencil. NUMBER OF INSERTIONS... 


INDEX TO ADVERTISERS 


Official Notices, Tenders, Auctions, Legal and Miscellaneous Appointments on pages 79 to 83 
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Armstrong Cork Co. Ltd Excel Asphalte 5 Permanite Ltd 
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Goodlass, Wall & Co. Lt 
Gummers Ltd Richardson & Starling Ltd 
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he Hope, Henry, & Son Ltd 38 3 
Hy-Rib Division, Truscon Ltd Scottish Precision Castings 
— nym 3 Seaboard Lumber Sales Co. Ltd 
2 1.B.M. United Kingdom Ltd 5 Semtex Ltd 
7 idea! Boilers & Radiators Ltd Shutter Contractors Ltd. 
Canada, Government of Imperial Aluminium Co. Ltd Small & Parkes Ltd. 
Carron Co 27 ‘Imperial Chemical Industries Ltd 3 Snowcem Service 
Chamberiain Weatherstrip Lid Stainless Steel Sink Co. Ltd., The 
Clark, Hunt & Co., Ltd Kaye. Joseph, & Sons Ltd Stonhard Co. Ltd 
Claughton Bros. Ltd Kenyon, Wm., & Sons Ltd Sugg, Wm., & Co. Ltd. 
Clement Brothers Kerner Greenwood & Co. Ltd Sun Insurance Office 
Coal Utilisation Council Knight, L. J., Ltd Syigas Co. Ltd., The 
Commerce Factors (G.B.) Ltd 
Cox & Co. (Watford) Ltd Lamson Engineering Co., Ltd 3 Taylor, J. (Syston) Ltd 
Cozens Ventilators Ltd $ ~6Latex Upholstery Ltd Thorn, J., & Sons Lid 
Crane Ltd Lewis, F. J., Lid 25 Timber Development Association Ltd., The 
Crapper, T., & Co. Lid Tomo Trading Co. Ltd 
Crittall Manufacturing Co. Ltd., The 7 aca ews & Forbes Ltd 
Co. Ltd 


British Ceramic Tile Council 
British Plaster Board (Manufacturing) Ltd., 
T 


Unity Heating Ltd. 

Da axw Andrew 

a uae odern Concrete (Bristol) Ltd 5S Vigers Bros. Ltd. 

orphy-Richards (Installations) Lid 

Demolition & Construction Co., Ltd © tenes 24 Ward. Thos. W., Ltd 
Watco (Sales) Lid. 

Elys of Wimbledon ; at Coal Board, The Wates Ltd 

Engert & Rolfe Lid rtharc Organisation, The ; Webster, James, & Bros. Ltd 
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FIRST FOLD HERE 


FOLD HERE 


THE ARCHITECT & BUILDING NEWS 
READERS’ INFORMATION SERVICE 


Catalogues and further information relating | 
to manufacturers’ products mentioned in the BUSINESS REPLY FOLDER | 
editorial columns or advertised in this issue No. SE S91 
will be forwarded if you fill in the sheet 
overleaf, fold, and post this prepaid form. 
ILIFFE TECHNICAL PUBLICATIONS LTD., 
THE ARCHITECT & BUILDING NEWS 


Readers’ Information Service, 
DORSET HOUSE, 
STAMFORD STREET, 
LONDON, S.E.!. 


FOLD HERE 


HAVE YOU FILLED IN YOUR 
NAME AND ADDRESS? 


TUCK IN THIS END 


Postage | Stamp 
will be — 
posted in 
Licensee or 
| Northern Ireland 


The Architect & Building News 4Q 
Readers information service 


Advertised products 


Below is an alphabetical list of advertisers in this issue 
Please indicate those on which you would like to receive catalogues or further information by a circle round page number 
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Editorial references 


New Products when published in the Editorial columns are alphabetically listed 
Please mark those letters where you would like to receive further information and catalogues iT 
For information on other editorial content enter your inquiry in the space provided 
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PLEASE ENTER IN BLOCK CAPS 


NAME 


ADDRESS 


OCCUPATION 


FREE EXPRESSION Aluminium gives new freedom to the architect at a time 
when opportunity for experiment is greater than ever before — structural 
aluminium, aluminium cladding, decorative aluminium, aluminium in a vast 
range of special shapes and sections where strength and corrosion resistance 
are most advantageously combined with lightness. 

IMPALCO supplies, through the 1c! sales organisation, all the types and sizes 
of rolled, drawn, extruded and preformed aluminium products most in 
demand by the architects of today. 


° A Da C Imperial Aluminium Company Limited - Birmingham 
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When is Polystyrene not Just Polystyrene? 


When it's 


FLAMINGO INSULATION BOARD 


of course 


The Finest Snow White — Lightweight Insulation Board 


Write for details: 


FLAMINGO FOAM LTD. 


34 VICTORIA STREET, LONDON, S.W.1_ : Telephone: ABBey 1543 
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